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INTRODUCTION 


It was the intent of this research to consider the 
potential signal processing use of the charge coupled and 
related devices and how their parameters might help or 
hinder such applications. In order to retain this overall 
perspective, the research was pursued on three levels 
concurrently. Those levels are 

A. Charge coupled device physics .. . the physical 
explanation of the operation of the device in engineering 
terms. We mean to emphasize the parameters the engineer 
is most interested in. A list of such parameters include 
gain, linear range, dynamic range, bandwidth, and maximum 
delay. The determination of the relationship between these 
parameters and the voltages which could be used to clock, 
bias, or input/output the device was paramount. 

B. The CCD as a circuit element. The object of this 
level of the research was to determine how the CCD functioned 
as a sampled-analog delay device. The natural application 
was in delay line filters and both first and second order 
devices were built and tested, relying heavily on the 
characterization performed in A. and also on our growing 
knowledge of filter design, theory and practice. Particu- 
larly emphasized in our research was the recursive comb 
filter since it appeared that in this area we might make 


a Significant contribution to technology. 
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C. The application of the circuit element (the recursive 
comb filter) to major electronic systems. System specifica- 
tions were determined to have a profound effect on the de- 
vices selected for implementation. It was our goal to seek 
out these specifications and adapt our CCD's (or, in some 
cases charge transfer devices) to the system at hand. The 
most widely known application of the periodic frequency 
transfer function is the radar system moving target indicator 
(MTI). Physical realities were assessed to evaluate the 
applicability of the CCD filter. 

We believe that this purpose has been, for the most 
part, achieved. Chapter one is the treatment of the param- 
eters of the CCD. Chapter two follows with an exhaustive 
treatment of the filter design problem including the b-plane 
triangle of stability derivation. Finally, chapter three 
deals with the radar system and how requirements dictate, 
or at least, suggest, use of various filter designs. 

Each of the chapters is capable of standing alone. The 
connecting link among them is the use of a sampled-analog 


device as the primary circuit element. 
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CHAPTER ONE 


THE CHARGE COUPLED DEVICE AND ITS ENGINEERING CHARACTERISTICS 


imo Introduction. 

Boyle and Smith's paper [1] in 1970 introduced the con- 
cept of causing packets of charge at the surface of a semi- 
conductor to move about on the surface by moving the poten- 
tial minimum (or maximum). Their brief paper opened the 
door to a new technology which has grown so quickly that 
already three international conferences [73,74,75] on the 
applications of charge coupled devices have been held, each 
opening new frontiers of applications of these devices. The 
reasons for such wide acceptance can be found partially in 
their unique two-dimensional characteristics which permit 
the simple design of imaging devices. This application was 
perceived early, and both theory and experimental results 
were described as early as 1971 [2,3]. 

Another of the attractive characteristics is the sim- 
plicity of fabrication, which rendered the CCD easier to 
manufacture than the older BBD (bucket brigade devices) 

[4]. 

Finally, the charge coupled device is capable of being 
used as a sampled analog circuit device. Unlike most recent 
semiconductor developments which are digital in nature, the 
CCD can and has been used in analog signal processing. In 


particular, the CCD will almost surely replace the older 
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forms of analog signal delay lines (quartz crystals, lumped 
circuit parameters) in many systems since it is 

1. Smaller 

2. Requires no tight mechanical specifications 

3. Potentially cheaper 

4. Less sensitive to temperature variations 

5. Capable of providing longer delay (=1-5 seconds) 

The CCD was first used as the delay element in a trans- 

versal filter in 1972 [5]. Recursive filter design using 
CCD's was not reported until 1974 [6] and by our own research 


femeNeS in 1975 [7]. 


Section 1.1 The Charge Coupled Device 

The CCD is an array of MOS (metal~oxide~semiconductor) 
capacitors, each with a separate electrode. These electrodes 
are pulsed in order to move a packet of charge about on the 
substrate. This packet bears a relationship to the informa- 
tion which was used as the input. In case of digital input, 
the packet is present, or not. In the more interesting 
case (for our use) of analog input, it is hoped that the 
Size of the packet is related, preferably linearly, to the 
Tamu t 

First we wish to look at the structure of a typical CCD, 
shown in Figure 1.1. Included are the metal electrodes, the 
dielectric oxide, and the n-doped silicon. This implies a 
p-channel device. The o's are the clock pulses. Notice 


that in the configuration in Figure l.la, the oxide thicknesses 
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Figure 1.1 CCD structure 
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Figure 1.2a Figure 1.2b 
Figure 1.2 Pulse trains necessary for proper operation of the CCD. 


Figure 1.2a shows -THREE PHASE operation, Figure 1.2b shows 
TWO PHASE operation. 
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under each electrode are the same, and that there are three 
separate clock pulse trains (shown in Figure 1.2a). On the 
other hand, the configuration in Figure 1.1b shows differing 
oxide thicknesses under electrodes and only two clock pulse 
trains (shown in Figure 1.2b). For obvious reasons, the 
former is called THREE PHASE operation, the latter TWO 
PHASE operation. The TWO PHASE operation, though more com- 
plicated in fabrication, is widely used because of the sim- 
plicity of clock pulse trains which can drive it. Figure 
1.2 shows each pulse train. In the THREE PHASE operation, 
three distinct levels of voltage are observed. If three 
adjacent electrodes are considered, it becomes clear that 
transfer is effected at the times indicated by a dotted 
line. At the first dotted line, transfer of the charge 
stored under electrode no. 1 to electrode no. 2 is effected. 
At dotted line no. 2, transfer is made from 2 to 3, and so 
forth. This requires the three voltage levels to insure 
that transfer is always made in the correct direction. As 
a matter of fact, this points up an advantage of three 
phase operation in that it can be used to transfer charge 
in any direction and depends only on the magnitude of 
voltages used. As we will see, in TWO PHASE operation, the 
direction of transfer is determined by the structure of 
the oxide thicknesses. 

In the TWO PHASE operation, we see the transfer of charge 


being made when one pulse goes high and the other low. The 
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differences in the oxide thickness enable us to use a two 
level clock pulse because the narrower oxide provides for 
more of the voltage to be dropped IN THE SEMICONDUCTOR 
instead of across the oxide. Thus the surface potential 
(silicon surface) under the two insulator thicknesses are 
different. The surface potential profile is given by 
Figure 1.3. Although this structure does not easily lend 
itself to backward transfer, it is widely used because of 
the simplicity of the clock pulse train. 

We have stated that the CCD is an array of MOS capaci- 
tors. Some of the fundamentals of MOS capacitor character- 
istics are defined here. First of all, if the voltage 
across the MOS device is such to attract majority carriers 
to the oxide-silicon surface, then we say that we are 
operating the device in the accumulation mode. Figure 1.4 
shows, at the top, the accumulation mode. 

If, instead, we are operating the device in the reverse 
biased mode, so that the majority carriers in the silicon 
are repelled from the oxide-silicon interface, then we say 
we are operating in either the DEPLETION or the INVERSION 
mode. If the charge (positive) gathered at the interface 
is made up of positive ions, which are relatively immobile, 
then the DEPLETION mode is what we have. If holes appear 
as the positive charged particles, then we have achieved 
INVERSION ... that is, the carriers in the silicon are no 
longer electrons. Instead, the silicon has been inverted 


and the carriers are holes. 
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Figure 1.3 Surface potential, Oe, profile 
of a TWO PHASE CCD, 


ACCUMULATION: 





DEPLETION: 





INVERSION: 


— holes 


Figure 1.4 MOS capacitor fundamentals 


28 





Figure 1.5 shows the charge profiles and electric fields 
in the three cases. Notice that the electric field extends 
much further into the silicon for DEPLETION than for accumu- 
lation. This is because the charged region in the silicon 
is much wider in depletion than in accumulation. As inver- 
Sion is reached, the electric field may one again extend 
only a brief distance into the silicon. Thus we note that 
the electric field is very dependent on the mode of capaci- 
tance we are utilizing. 


Capacitance is defined by 


cae (1-1) 


where the latter equality is valid for parallel plate capaci- 
tors. Figure 1.6 shows the incremental charge accumulating 
at the interface due to an incremental voltage change. Notice 
that the distance between the charged regions is the same 
after the application of AV as it was before the application. 
This implies that the "d" in the above equation (1-1) 

remains constant. Thus the capacitance is constant. Now 
consider the case in depletion where the AQ forming because 
of the application of AV is made up mostly of positive ions. 
Here there are two different "d"'s no matter what convenient 
method is used for measuring them. Thus we must conclude 
that the capacitance is NOT constant, but that it depends 

on the applied voltage as well as the accumulated charge at 


the interface. Figure 1.7 indicates the variation of the 
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Figure |1.6a Figure 1.6b 


Figure 1.6 Incremental charge accumulating at the interfaces of a MOS 
Capacitor due to an applied AV. Figure 1.6a shows no change in d, while 
figure 1.6b shows a change in d. Thus, in the capacitor in 1.6b, capacitance 
is a function of applied voltage. 
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| V 
inversion He 
deep depletion = ea accumulation 
V threshold 
Figure 1.7 Variation of capacitance in a MOS capacitor. 


For our p-channel device, Ven Sod is a negative voltage. 
The ordinate axis appears at GR rbd crary voltage. 
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Capacitance. Notice that the capacitance is greatest when 
operating in the accumulation mode, and is least when driv- 
ing the capacitor into what is called DEEP DEPLETION. Deep 
depletion occurs when a negative voltage exceeding the 
threshold voltage is impressed on the electrode. For low 
frequency operation, inversion, caused by the thermal gen- 
eration of electrons and holes in the depletion region (dark 
current) is used. But if the MOS capacitor is pulsed very 
fast, the dark current cannot fill the potential "well" 

and thus the capacitance seen is that of deep depletion. 
This is the region in which the CCD operates. Thus we can 
see that the CCD, when used for storage of data, is a very 
volatile memory ... the absence of a clock pulse train 
renders the device quite useless. 

Figure 1.8 shows the basic model of the CCD. Notice 
that it is two capacitors in series. The following are 
equations used to compute the actual values of this capaci- 
tance. The depletion capacitance is a function of the di- 
electric constants of both the silicon and the oxide, the 
voltage impressed on the electrode, and the doping level of 
the silicon, the oxide capacitance, and the thickness of the 


oxide. 
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Figure 1.8 Basic model of a CCD: ‘Two capaci tors 
in series. 
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cane rs ¢s * Cc 4 ieee es Gt Ne (1-3) 
acc 
where 

enon = relative permittivity of Silicon Dioxide 
EG = permittivity of free space 
Ve = gate bias voltage 
gq = charge on electron 
Np = doping density of silicon 
Koy = relative permittivity of silicon 
fetal = oxide thickness 
View = flat band voltage 
>. = surface potential of silicon 


Equation (1-3) indicates that the equations can be broken 
down even further in that the really important parameter 

is not the voltage on the electrode, but the surface poten- 
tial of the silicon. Equation (1-3) gives the relation 
between the gate voltage and the surface potential. These 
equations appear in many references [1] [4]. 


Some useful definitions appear below. 
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st 
ee os (1-4) 
216 + Begale 
t. = L°/4D (1-5) 
© 
n = AQ/Q; e =le- n (1-6) 


Storage time, T is defined as the time it takes to conm- 


See 
pletely fill the potential well solely by dark current ... 
that is, by the thermal generation of holes and electrons. 
This number is on the order of seconds which provides us 


with a good bandwidth of frequences which will permit proper 


operation. The full well charge is defined as 


(= 7) 


where Cs ny is the capacitance at inversion and C is the 


dd 
capacitance at deep depletion. 

The second parameter is transfer time. L is the length 
of the electrode and D is the diffusion constant of the 
material. Actually, transfer is complicated and one time 
constant is not enough to characterize completely the 
transfer operation. The first CCD paper ever published, 
Boyle and Smith [1], indicated that the transfer time con- 
stant was equal to the length of the electrode squared 


divided by four times the diffusion constant. Subsequent 


researchers have found that transfer is actually a combination 
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of three different transfer mechanisms and each has a 
different time constant. Also, their time constants change 
with time and distance, so the transfer time is quite com- 
plicated. We shall look at some of the basics of this 
subject later. 

The third parameter is transfer efficiency, or analo- 
gously, transfer inefficiency. Inefficiency is defined as 
the fraction of charge left behind during each transfer. 
Since devices are made which get an efficiency of 99.99%, 


it is a good approximation to say 


Q. = Q, (1 = ee) ra) 


where oF is the magnitude of charge in the zeroth transfer 
gate and OF is the magnitude of charge in the nth gate. 

If this inefficiency is larger than normal, we may have 
encountered severe noise problems. The main noise problem 
is in the interface states of the silicon-oxide boundary. 
These states trap holes and hold them long enough so that 
they are emitted in a subsequent charge packet. Other 
sources of noise are listed below: 

A. “Edge Effects" 
Boaeebulk Traps 
C. Dark Current 


D. Thermal Noise in the input/output circuits 


36 





The presence of the interface states have led to a method 
Seealleviating this source of noise (to first order) by 
Simply insuring that these trapping Sede sare eth Led iat 
all times. We do this by what is called the FAT ZERO. [In 
order to accomplish the filling of the states at all times, 
we must use, for n-silicon (a p-channel device), a voltage 
for the HIGH phase of the clock which is near the threshold 
voltage. As we can see, the introduction of charge for all 
time in a potential well means that the "well" is never 
totally empty. Nevertheless, we adjust our thinking to the 
idea that zero is actually some finite size of charge packet. 
Since the trapping states are always filled, the signal is 


passed without distortion (to first order). 


Section 1.2 Input/Output Considerations 

We will now look at some of the input schemes of the 
CCD. We wish to operate the CCD in the deep depletion 
region, but introduce minority carriers (holes) to the 
electrodes in accordance with some desired Signal. The 
first method of input is called DIODE CUTOFF and the physical 
arrangement is shown in Figure 1.9 The signal voltage is 
added to the bias voltage on the input diode. The diode is 
forward biased by this combination of bias and signal. The 
first input gate is pulsed, thus sampling the signal voltage. 
When the gate voltage is high, no charge is injected into 
the n-silicon region. But when the gate is driven low (the 


same level each time), charge is injected which is related 
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D ~ n- silicon substrate 


Figure 1.9 DIODE CUTOFF method of input 







n-silicon substrate 





oor. 


Figure 1.10 "Scuppering", "Sloshing" or Potential 

Equilibration mode of input to CCD. V_ is the signal 

V-] acts as a constant parametric voltage, and V, is 
the diode pulse. 
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to the signal voltage in a squared manner. That is, the 
size of the charge packet injected is proportional to the 
Square of the signal voltage. Thus we have two disadvantages 
to the diode cutoff method of input: 

1. The pulsed gate voltage must always reach the same 
voltage level. 

2. We begin our operation in a nonlinear manner... 
that is, the very first step toward using the CCD, input, 
1s nonlinear. 
For these reasons, we believe that the diode cutoff method 
is not an attractive input mode. 

The BARRIER mode is much like the diode cutoff mode. 
Here the signal "rides" atop a pulse which is applied to the 
diode. The gate voltage is held low. At the arrival of a 
diode pulse, a certain amount of charge is injected into 
the first potential well. It is subsequently transferred 
into the next transfer gate and so on. However, here too, 
we must have precise pulse requirements, and even then, the 
injected charge is theoretically proportional to the square 
of the signal voltage. This nonlinearity makes this mode 
unattractive as well. 
The third mode of input is called POTENTIAL EQUILIBRATION, 

or "SLOSHING", or "SCUPPERING". Here the diode pulse is 
used simply as a source of holes to fill the well/wells 
while the signal voltage is applied to one of the input gates. 


At the end of the diode pulse, the excess charge under the 
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input gates is drained back across the reverse biased 

p-n junction at the input diode. The residue charge is 
linearly related to the signal voltage at the time of the 
diode pulse. This is best seen by considering Figures 1.10 
1.11 and 1.12. Four instants in time are shown as indicated 
in Figure 1.1l. The first time, to, occurs DElomecOmtne 
arrival of the diode pulse. The surface potential profile 
is drawn under the electrodes in Figure 1.12. Time ty is 
during the diode pulse. Holes have been injected by the 
forward biased diode into the wells under both Gy and Go. 
Although the holes accumulate at the surface, it is possible 
(and very illuminating) to draw them as if they fill UP the 
potential well. After all, when a hole arrives in a region, 
the potential of that region is increased marginally. The 
third time, t5, occurs after the end of the diode pulse. 
Since the p-n junction is reverse biased, and since the 
surface potential of the silicon near the junction is very 
negative, the charge drains across the p-n junction leaving 
only the charge which cannot "climb" the potential barrier 
posed by the constant Gy voltage. We have, thus, isolated 

a packet of charge under G, which is linearly related to 

the input signal voltage. Time t. shows the arrangement 
after the low value of rT arrives. The charge is transferred 
from G5 to the lower level of the first transfer gate. For 
clarity, the steps of "scuppering" are listed here in order: 


A. Impress Signal voltage onto G or Go 


B. Bias Gy and Go in accordance with operating curves 
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Figure 1.11 Time instants relative to the ON/OFF 
cycling of the diode input pulse. 
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low 


Figure 1.12. Sequential action of the CCD in the scuppering input mode, 
Shown:.s the stored charge, the input gates, and the surface potential. 
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C. Pulse the diode "ON" briefly 


D. Inject holes into the potential wells under 


E. At end of diode pulse, the holes will move back 
across the p-n diode junction leaving a portion of the 
injected charge. 

F., The magnitude of the residual charge packet is 
LINEARLY related to the magnitude of the Signal voltage. 

Figure 1.13 shows the output stage. Notice that there 
exists an output gate designated by Vo: This ee 1s generally 
lower than any of the clock voltage levels which facilitates 
Movement of charge from the last transfer gate, via the 
output gate, and then across the reverse biased junction of 
the output diode. This charge (holes) collects on the 
capacitance at the gate of the output FET, thus turning the 
Mem@eOrt ... OF at least, reducing the current through it. 

At this time, the REFRESH FET is OFF, so that the charge 
Simply stays there. When the refresh pulse goes very low, 
this charge is quickly drained off through the refresh FET 


to V After draining off, the gate capacitance of the 


DD - 
output FET is empty of charge and now just awaits the next 
output pulse. The timing of these voltage levels is shown 
in Figure 1.14. 
Baguces 1.15 through 1.18 show the input-output charac- 
teristics achieved in our laboratory with a TRW, eight delay 


Stage, four input device, by the scuppering input method. 


The segment of the curve on each figure toward the left is 
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Figure 1.13 Output scheme of the CCD. 


Figure 1.14 Timing diagram of the output stage 
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the so-called BARRIER mode, which appears to be linear 
despite theory to the effect that it should vary with the 
square of the input voltage. The positive sloped part of 
the characteristic is a noninverting region and is achieved 
by scuppering. The negative sloped part is an inverting 
mode, but it, too, is achieved by scuppering. The explana- 
tion for the shapes of these curves is taken up in the next 
section. 

One Significant aspect of CCD research is the question 
of what makes the charge move ... that is, does it move 
from electric fields or by diffusion. As indicated earlier, 
the first papers assumed that the movement was by diffusion. 
This has subsequently been shown to be incomplete. As a 
matter of fact, there are three phenomena which cause 
movement: 


A. Diffusion 


J~ =-qdD=> (1-9) 


where Jp is the current density due to diffusion, D is 
the diffusion constant for the material, p is the density 
of holes, and x is the linear distance. 


B. Drift under the influence of the Fringing Field: 


JSS ei Ue se (1-10) 
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where aE is the current density due to this drift, H is 

the mobility of holes, q is the charge on one hole, and 

Ee is the fringing electric field. The fringing field is 

the field caused by different surface potentials at different 


regions in the silicon. 


C. Drift under the influence of the self-induced 
field. 


d 
T= Gil SI = ceil ye Se ead) 


where Je is the current density due to this drift. 
Ss 


The total current is the sum of these currents. Gamma, y, 
in the last equation is a physical constant depending on 
the oxide capacitance (and therefore the dielectric con- 
stant, the thickness of the oxide, and the doping level), 
various voltage levels (gate, flat band, threshold), and 
other constants. It is interesting to note that all three 
have positive direction at the start of transfer. 


The equation for current density is 
J = a(Epp - (yup + v)2I (1-12) 
p £P p ax 


Equation (1-13) is the continuity of charge equation. 


22 ae igirs eee se 
a re a (1-13) 
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By use of this equation and the expression for the current 
density, we can find a differential equation which relates 
the time rate of change of hole density to the space rate of 
change of hole density and the hole density. This is a 
parabolic differential equation and is not easily solved 
analytically. 

Nevertheless, we can conjecture several facts: First 
of all, at time zero, the dp/dx term is theoretically 
infinite, since in all studies, the initial charge density 
has been assumed to be constant (over x) and zero under the 
gate to which the transfer is about to be made. We conclude 
that the self-induced field is very large, relatively 
speaking. Thus it dominates the current initially. At 
subsequent time intervals, the fringing field, Eee becomes 
the dominant force causing hole movement. As t becomes very 
large, dp/dx actually changes sign and holes diffuse in the 
reverse direction, and tend to cancel the drift current 
caused by Ee: When J = 0 or 


¢ 


= dp E 
H, Ep P= (YUL Pt D) (1-14) 


transfer is complete. 


Section 1.3 Experimental Results 
In Figures 1.15 through 1.18, we saw the experimental 
curves relating output to input for our CCD. Given in 


Figure 1.19 are two curves, one indicating the surface 
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potential of the silicon substrate under the relatively 
thick insulator gate (3000 A), and the other showing the 
surface potential of the substrate under the thin insulator 
gate (1000 Ne As expected from equation (1-3), the surface 
potential as a function of applied gate voltage is much 
greater for the thin gate than for the thick gate. 

It is possible to explain most of the phenomena shown 
in Figure 1.15 through 1.18 in terms of the shape of the 
curves in Figure 1.19. Such an analysis is important since 
it provides an engineering insight into the physical char- 
acteristics and limitations of the CCD. The analysis is 
perfectly general, since it could be made on any CCD as 
long as the surface potential curves were available. 

The CCD consisted of the following physical devices: 

iMmanee Input aLode 
2. Four input gates (of which the second was 
three times as long as the other three) 
3. Eight pairs of transfer gates 
4. One output gate 
5. One output diode 
6. FET's for refresh and output follower 
The important parameters of this device are as follows: 


eo) 
1. Oxide thickness under metal gate .. . 3000 A 


2. Oxide thickness under poly Si gate . . 1000 A 

Se ey Seeomilicen  bloctde sa. ss Seo (relative) 
4, Doping level density ey oe le os 10+? /em? 

5. Metal gate threshold 5 pM ire Le Bins 


DY 





6. Poly Si gate threshold ee ee oy 
7. Size of input and transfer gates .1mil x1 mil 
(except for input gate no. 2 which is 3 mil x 
1 mil) 
Bm@eraminary Observations (Figures 1.15 through 1.18) 

lL. The curves show that there are at least three dis- 
tinct modes of linear operation possible in the CCD, though 
not all present in any given input scheme. For instance, 
if the gate voltage of the gate closest to the input diode 
is varied while another gate voltage is held constant, then 
there is possible only two operating modes. If, on the other 
hand, the gate closest to the input diode is kept at a con- 
stant voltage and some other gate is used as an input for 
a variable signal, then three modes are possible. 

2. The mode with the greatest gain and least input 
linear range of operation is the so-called "barrier" mode. 

3. The modes with the least gain (but still greater than 
one) and widest range are the modes which are usually 
referred to as "Scuppering" modes. 

4. The "barrier" mode is an inverting mode. Scuppering 
can produce either inverting or noninverting modes. 

5. There is a local maximum (since the scales are shown 
negative, it is actually a minimum) between the two scuppering 
linear operating regions. 

6. The barrier mode occurs approximately at the same 


surface potential range for all curves. 


a) 








Explanation of Experimental Results 
Consider Figure 1.15: The gate voltage on Gy 1s the 


abscissa variable while the dotted curves indicate a con- 
stant parametric voltage on G. with G. and G, held low. 
The x curves indicate a constant parametric voltage on G. 
with G. and Gy held low. The A curves indicate a constant 
parametric voltage on Gy with G. and G. held low. 

Note that the barrier mode appears to occur for the 
same voltages on Gy for all input schemes. Since it is 
extremely important to know the actual surface potentials 


under the gates as well as the gate voltages, the Figure 


1.19 is especially important. If we initially set 


Vel =- 15.0 v Ve3 =- 20 v 

Ve2 =- 30 v Vo4 =- 30 v 
and 

rT = - 10 and - 24 v, 5 =-=- 10 and - 24 v 
and the input diode pulse: = EAT ol 7S) Ng 


then the Figure 1.15 shows that we are in empty well 
operation ... that the voltage on Gy 1s not low enough to 
produce the barrier mode much less the scuppering mode. 
Since we can be sure that the amount of charge transferred 
to the transfer gate is negligible, the surface potential 


diagram shows the situation: (Figure 1.20). The actual 
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Figure 1.20. Surface potential curves under gates 
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values for surface potential in Figure 1.20 and succeeding 
Pgubes Nave been taken from the curves on Figure 1.19. 
The surface potential for the input diode is taken on 
the n side of the p-n junction. A forward biased p-n 
Junction can be expected to have a voltage drop across it 


of about 0.7 v. Thus the -1.8 voltage was obtained by 


oe a pe 1s 8 Gia) 


When the input diode pulse does not succeed in forward 
biasing the diode (as in this case), we do not get a flood 
of holes into the input gate region. However, the junction 
IS made less reverse biased, so we do get a few more holes 
injected (by diffusion) than before. Once a hole has crossed 
the junction, it can either re-cross into the p-region, or 
diffuse into the gate regions. We remember that diffusion 
current is established whenever we have a difference in the 
concentrations of carriers in two (or more) different regions. 
Thus, we would expect, for small differences in surface 
potentials of the input diode and G, to obtain some hole 
injection and subsequent transfer. In analytical terms, the 


current due to the holes is given by 


=e epee E les 
2 2 
where Uy = 500 cm /v sec and D. = 137Gm /Sec. 
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Thus as long as 


lS ae mee 
ax * 13 at?) 


we will get hole injection into the gate region. 

When holes reach the region below gate 2, they remain 
there raising the surface potential. They cannot proceed 
further because of the great difference (-20 and -3.5 v) in 
and G 


surface potentials between G 3! and they cannot return 


2 
to G for the same reason. They are static charges at this 
point. However, if more and more holes are injected (as 
would be the case if Vel were lowered slightly), there will 
arise the situation of holes "filling" the potential well of 
Go. What this actually means is that the holes attracted 

to the G. will finally succeed in raising the surface poten- 
tial of G. to about -3.5 v. At this point, some of the 
holes will transfer into the G. ROGlOn weet fTusitonsw ib 
bring them to G, where they will remain. Of course, the 
surface potential under Gy will rise at this point. If 
there are enough holes injected during the on time of the 
input pulse, the surface potentials of G5 and Gy will both 
be -3.5 v and will have charge stored. The surface poten- 


tial of G, will also be -3.5 v, but will have negligible 


3 
charge stored. This condition is shown in Figure 1.2l. 
If still more holes are injected, they will gather under 


gates 2,3, and 4 thus raising the surface potential still 


24 





further. Finally, at the point of equilibrium, the surface 
potential under all the gates will be -1.8 v. 

When the holes are transferred to the first transfer 
(or delay) gate, 4 goes "low" and 5 goes high. As is 
shown in Figures 1.20 and 1.21, the empty well surface 


potentials are 


high Low 
For the metal gate: - lv -~ 4.5 v 
Hor the poly Si gate: =e OV eo eV 


where the fact that the high level of the surface potential 
under the poly Si gate equals the lower level under the 
metal gate 1S a coincidence. 

The transfer of charge follows precisely the same pro- 
cedures as the transfer from diode to gate. The holes move, 
by diffusion and also under the influence of the fringing 
field and self-induced field, into the transfer gate region. 
The electric field is strong until the holes reach the area 
under the poly-Si. But the deposit of charge in this region 
raises the surface potential. Charge continues to be trans- 
ferred until the surface potential under the poly Si is 
about -4.5 v, the same as the surface potential under the 
metal gate. Thereafter, both regions fill with charge, 
raising the surface potential even higher. The final value 
of the surface potential depends, of course, on the amount 


of charge available for transfer. Thus, if there is a small 
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amount of charge available, then perhaps no charge at all 
will be stored under the metal part of the gate. On the 
other hand, if charge is plentiful, then both regions could 
have a final surface potential of -1.8 v. 

Following the first transfer to Th the surface potential 
diagram might look like Figure 1.22. 

In Figure 1.22 we notice that there still is charge 
stored under G, even after transfer. This is because the 
surface potentials between Gy and the metal portion of T) 
are now equal. Thus if holes diffuse into Ty: an opposing 
electric field tends to force them back to Gy. A similar 
situation is set up under Go. The charges, permanently 
stored under G5, cannot be transferred to G. Since the trans- 
fer would set up an opposing electric field which would 
tend to drive the charge back to G.- 

Thus far, the mode we have been dealing with has been 
the barrier mode. This does seem to be a descriptive word 
to describe the mode, since the junction is only slightly 
forward biased thus creating a potential barrier to hole 
injection. That this barrier can be overcome is important 
to the operation of this mode. 

When the gate voltage on G, is set lower we immediately 
get full well operation. With the other voltages set as 
before, let us assume that Vel = -17.0 v. Prior to any 


charge transfer, the surface potential diagram is shown in 


Figure 1.23. 


ye, 
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Figure 1.22 Surface potential and charge distribution 
under gates. 
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Figure 1.23 Surface potential under gates 
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Now when the pulse arrives, the junction will be 
strongly forward biased and holes will be injected easily. 
They will first accumulate under Gor then Gyr and finally 
bring the entire region to a common surface potential of 
me Ve 

When the input pulse falls, the surface potential at 
Eiesinput diode (n-side) will fall to -12.0 v. The charge 
which is stored under Gy will drain through the reverse 


biased diode, leaving G, empty, which means that the surface 


1 
potential under Gy will return to -2.3 v. Figure 1.24 shows 
the situation at the instant that the input ee hee 

In Figure 1.24 it is easy to see that the charge stored 
under Gy will return across the p-n junction. It is also 
apparent that this movement will create an electric field 
which attracts the holes under gates 2, 3, and 4 to move 
toward the input diode. When the surface potential under 
gates 2, 3, and 4 falls to -2.3 v, the transfer of charge 
across the junction will stop because of the barrier of Gj: 
This barrier is set up because at some point in the scuppering 
transfer, further charge movement to G, from Go will set up 
aamopposSing electric field ... that is, Gy will have a+> 
higher surface potential than Go, thus retarding the hole 
flow. After scuppering has been completed, the surface 
potential under all gates will be -2.3 v, and charge will 
be stored under gates 2, 3, and 4, but NOT under G,- 

The amount of charge transferred to T) after 4 goes 


low is a fraction of the charge under gates 2, 3, and 4. 
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Figure 1.24, Surface potential and charge distribution under 
gates 
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Figure 1.25. Surface potential and charge distribution 
under gates 
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If the gate voltage of G) 1s reduced to lower values, 
LESS charge remains under gates 2, 3, and 4 after the input 
pulse falls. Thus less charge is transferred to Ty when 
7 goes low. 

Now we set Ve1 = -20 v. As is shown in Figure 1.15, 
this is near the center of the linear scuppering region. 

Now assume that the input pulse has arrived, fallen to -12 
v, and 1 1s about to go low. We have the surface potential 


diagram shown in Figure 1.25. 


We notice that no charge is stored under G.- This is 


because the surface potential of an empty G. 1s precisely 
-3.5 v. ... the same as it is for an empty G,- When 4 
goes low, only the portion of charge under G, 1S available 


for transfer since the surface potential of G., represents 


si 
a barrier to hole transfer from G.- The figure also shows 

a previously unexplained phenomenon .. . that is, the 

amount of charge transferred levels off for decreased values 
of Ver: This is explained by Figure 1.25. Suppose we 

let Ve1 fall to -21 v. The surface potential under an empty 
Gir in that case, would be -4 v. The sequence of events 

is shown by the next series of Figures (1.26, 1.27, and 

1.28). In Figure 1.28 we see the final arrangement of 

charge prior to the falling of 4 causing transfer. The 

only charge available for transfer is that under Gy. Id bbe es ol si sp 
we see that an additional decrease in Ve1 will have no 


effect at all on the amount of charge stored under Gye This 


amount of charge MUST be enough to cause the surface potential 
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Figure 1.26. Empty well sutface potential under gates 
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Figure 1.27. Surface potential after hole injection but 
before the input pulse falls. 
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Figure 1.28 Surface potentiais and stored charge after 
. input pulse falls and excess charge is drained. 
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Figure 1.29 Surface potentials for empty wells. Note that 
the surface potential under G4 is higher than that under Gl. 
This fact will be important. 
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under G, to Bemeoeo vy. More charge, of course, cannot 
remain under Gy Since it will raise the surface potential 
and cause an electric field to influence its movement left- 
ward. The fact that this is the only charge available for 
transfer, does not, of course, mean that we have full well 
operation. On the contrary, we see that the amount stored 
is not enough for full well operation. 

Moreover, we see that no matter how low the gate voltage 
Ot G) goes, we can never recover empty well operation with 
the current settings of Va3" Veor and Veg: Thus, we get 
a leveling off region .. . which is confirmed by the curves. 

A similar phenomenon takes place for variations in Vel 
and a constant parametric voltage, Veo (gates 3 and 4 held 
low). 


The situation of holding V as a constant parametric 


G4 


voltage and varying V is also interesting. The figure 


Gl 
shows that we first get the barrier mode as explained above, 
and then immediately get scuppering. 


Suppose we set 


and keep gates 2 and 3 low. Figure 1.29 shows the empty 
well surface potentials. Notice that the surface potential 
under Gy is higher than that under G,- This fact will be 


important. 
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Following the usual chain of events, the input pulse 
causes hole injection which raises the surface potential of 
all gates to about -1.8 v. When the input pulse falls, the 
excess charge is drained off leaving the surface potentials 
of gates l, 2, and 3 at -3.0 v, and the surface potential 
@mecgatce 4 at -2.8 v. In addition, it is to be noted that 
there is charge stored ONLY under gates 2 and 3, as shown 
Pomeigure 1.30. 

Now when 4 falls, there is NO charge available for 
transfer since no charge is stored under Gar and there is 
a barrier between the charge stored under G3 and the first 
transfer gate. Thus we get empty well operation. This is 
consistent with the curves in Figure 1.15. 

Now if V is raised to -16.5 v, the empty well surface 


Gl 


potential of G) is slightly higher than that of G Thus 


4° 
after scuppering, we have the following charge and surface 
Perential diagram in Figure 1.31. 

A small amount of charge is available for transfer 
according to Figure 1.31. When the charge is transferred, 
the resulting surface potential of gates 2, 3, and 4 can 
be NO LOWER than -2.8 v. Thus, only the charge differential 
between the surface potentials of -2 and -2.8 v can he 
transferred to T\- . 


As V is increased, more charge is transferred. 


Gl 


As V is decreased, less charge is transferred. These 


Gl 
conclusions are consistent with the curves on the Figure 
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Figure 1.30. Surface potential and charge distribution after 
diode pulse falls. 
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Figure 1.31. Surface potential and charge distribution under 
gates 


68 





If we make the settings 


Veo = - 5v Ve3 and Ve4 held low 
and vary Vel? the curves tell us that there is a gentle 
slope from empty well operation to almost full well opera- 
tion. We find the surface potentials for this case from 
the Figure 1.19 curves. We notice that the surface poten- 
tial under G. is about -l v. Thus there is a weak electric 
field to inhibit hole movement. The diffusion component 
of current, however, is strong since oe is large. Thus we 
expect to find a small amount of charge transferred and 
this is, of course, what we get. 

There is one more phenomenon, perhaps not so obvious 
from the curves, which ereaia be considered. It was stated 
that the same phenomena occurred when Veo was held constant 
as when Ve3 was held constant. That is, there is a leveling 
off effect which cannot be changed by variations in Vel: 
There is a certain (depending on the constant value selected 


nors.V and V amount of charge below which it is impossi- 


G2 G3) 


ble to go by varying V alone. However, the amount of 


Gl 
charge can be reduced (to zero, it turns out) by reducing 
the constant parametric value of Ve2 or Ve3° 


Suppose we set 


Vel =a- 30 V Veo =-I13Vv 


with gates 3 and 4 held low. 
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The surface potential (empty well) diagram is shown in 
Pagure 1.32. 

In the usual manner, the input pulse injects holes into 
the gate region, raising the surface potential to about 
-1.8 v. Then the pulse falls to -12.0 v and the excess 
charge in the gate region drains across the reverse biased 
p-n junction. We are left with the following charge and 
surface potential diagram (Figure 1.33). 

It would seem, at first glance, that the charge stored 
under gates 3 and 4 would be available for transfer. Such 
1s not the case. Notice the surface potential under the 
metal part of the transfer gate which has 5 impressed on 
it. This surface potential is -4.5 v. This level is the 
same level as attained by dy when it goes low. Thus when 
dy does fall, we have the following surface potential and 
charge diagram (Figure 1.34). 

No charge can be transferred from G, to Ty because there 
is already a potential barrier preventing hole injection. 
Thus we get empty well operation as predicted and confirmed 
by the curves. Notice that the condition described is a 
function of the surface potential under the metal gate when 
by goes low. This, in turn, is, of course, a function of 
the low level of da: which for our purposes was kept at 
-24 v. For the above case, if this level were reduced, 


the value of V necessary for empty well operation would 


G2 


also be reduced. In other words, we would get a wider input 
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Figure 1.32. Surface potential for empty wells. 
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Figure 1.33. Surface potential and charge distribution after 
input diode pulse falls and excess charge drains across p-n 
junction. 
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Figure 1.34. Surface potential and charge distribution after 
, falls and $, rises. Notice that no charge transfer is 
made, 
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Figure 1.35. Empty well surface potential 
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range and lower gain for this input scheme if the low 
level of 4 could be less than -24 v. 

We now turn our attention to Figure 1.17 which shows 
with constant V 


the variation of V G1,2,4° Immediately we 


G3 
notice some differences between this figure and Figure 1.15. 
Most obviously, we see in two cases, three separate linear 
regions. The first is, of course, the aforementioned 
barrier mode. But the latter two seem to have about the 
Same gain, except one inverts and the other does not. There 
is also a local maximum (voltage) between the two latter 
modes. 


Let us bypass the barrier mode as having been explained 


adequately above. Let us make the following settings: 


< 
| 


= -18 v (constant parametric value) 


-16 v (variable) 


< 
i 


and put gates 2 and 4 low. 

The initial surface potential diagram is shown in 
Brgure 1.35. 

In the usual manner, the input pulse injects holes into 
the gate region thus raising the surface potential in the 
gate region to -1.8 v. When the input pulse falls to -12.0 
v, the excess charge drains through the p-n junction leaving 
the surface potential and charge distribution as shown in 


Pagure 1.36. 
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Figure 1.36. Surface potential and charge distribution 
under gates 





Figure 1.37. Surface potential and charge distribution at 
local maximum 
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When 4 falls, the charge under Gy 1s available for 
transfer to Ti: Te Ve3 were to be reduced, it would tend 
to reduce the charge transferred since more would be drained 
across the input junction. Thus we have a noninverting 
mode which corresponds to that seen on the figure (dotted 
curve labeled Vol = SIME ABA 


However, there is a limit to the reduction of Ve3 which 
can be done and still decrease the charge transfer. If we 


reduce V to -18 v, the empty well surface potential of 


G3 
Gy is the same as for G3. After the falling of the input 
pulse, this new situation is shown in Figure 1.37. 

This represents the local maximum of charge transfer. 
ef Ve3 is further reduced, say to -19 v, then after scupper- 
ing, there will be THE SAME AMOUNT of charge stored under 
G5 and Gy as is stored in the local maximum condition, but 
there will be an ADDITIONAL charge stored under G3. And 
this charge is available for transfer. Thus, for further 
reductions in Vez we get MORE, not less charge transfer. 
This corresponds to the curves in Figure 1.17 which shows 
this maximum and inverting/noninverting modes on either 
Side. 

Figure 1.38 shows the charge distribution and surface 


potential of the CCD where V has been decreased beyond 


G3 
the local maximum. 
Comparisons were made between the actual numbers obtained 


on the curves and the corresponding surface potentials as 


predicted by TRW. Correspondences were quite close. 
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Figure 1.38. Surface potential and charge distribution where 
Vg3 has been decreased beyond the local maximum 
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Figure 1.39. Surface potential and charge distribution under 
input gates. 
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Of course, the same explanation can be made for the 
appearance of three modes and a local maximum for varying 


V and constant parametric values of V The numbers are 


G3 G2° 
a bit different, but, otherwise, the explanation is the 


same. 
One conclusion that we reach is that the various constant 
values of, Say Vel! should not have any effect on the output 


so long as the maximum has not been reached (by V..). That 


G3 
G3i Vel = -20v vs. Ve3i 
and Vel = -22 v vs. VG3 should all be the same until Ve3 


is reduced to the extent of reaching the local maximum. 


is, the curves, Vel = -18 v vs. V 


This is confirmed by the curves in Figure 1.17. 
The reason this should be so can be seen by considering 

the charge available for transfer . .. it is only the charge 

stored under Gy. PnGwEnls Charge 1s) net a functionsof V 


Gl 


(as long as V is low enough to insure that the surface 


Gl 
potential of Gy is below the surface potential of G4). 
Figure 1.39 shows a typical charge distribution and surface 
potential diagram for this situation. 

Suppose Vel were decreased. It is clear that this would 
affect the amount of charge stored under Go, but would have 
no effect on the amount of charge stored under Gy° Thus, 
the curves should be common, and it is seen, they are. 

Some of the other parameters which we wanted to consider 
are the various values of gain, linear range, and dynamic 


range. Table 1.1 shows the values of gain as a function 


of the gate used as the input gate and the gate used as the 


a7 





constant parameter gate voltages 
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Table 1.1. GAIN (scuppering modes) as a function 
of input gate and constant parameter 
gates 


constant parametric voltage gate (both in scuppering modes). 
Inspection of the table shows that for noninverting scupper- 
ing, gain changes little as long as the same input gate is 
used. The reasons for this can be found in the same type 
of analysis as was undertaken to explain the shape of the 
Operating curves. Consider the noninverting scuppering 
mode of operation with gate 1 serving as the input gate. 

At the time of transfer into the first transfer gate, the 
charge available for transfer lies spread throughout the 
input region: in the potential wells of gates 2, 3, and 

4 (but not gate 1). The amount of charge in this region 
can, of course, be increased by reducing one of the gate 
voltages (2, 3, or 4). However this modification changes 


the gain very little because very little of the increased 
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charge finds its way into the first transfer gate. As 
Figure 1.40 shows, the charge in the region under gates 2, 
3, and 4 will increase with a reduction in one of the voltages, 
but the charge available to the transfer gate is only the 
charge which is excess to a surface potential of -4.5 v. By 
excess to a surface potential of x volts, we mean that 
portion of the charge, which, if it were absent, would lower 
the surface potential to x volts. Thus, the available 
charge changes very little, if at all. 

On the other hand, if the input were to be impressed 
onto gate 2, then the charge available for transfer would 
lie under gates 3 and 4 in the noninverting scuppering mode. 
Figure 1.41 shows a typical charge profile for this situation. 
Since there is less charge available for transfer, we might 
expect that the gain would be smaller, since more voltage 
would be required to draw more charge into the region. But, 
once this situation exists, it is apparent that the actual 
transfer does not depend on HOW the charge was introduced. 
Thus the gain should be the same for all three cases of 
constant parametric voltage. And table 1.1 shows that this 
is correct. 

When we come to input by gate 3, we find that the only 
charge available for transfer lies in the region under gate 
4. Since there is still less charge to be transferred than 
in the first two cases, we expect that the gain would con- 
tinue to decrease, and this is borne out by experimental fact. 


Figure 1.42 shows a typical charge profile for this case. 
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Figure 1.40. Surface potential and charge distribution for a 
typical noninverting scuppering mode with the input impressed 
upon gate 1. Charge available for transfer lies under gates 2, 
3, and 4, The dotted line is the empty well surface potential 
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Figure 1.41. Surface potential and charge distribution for a 
typical noninverting scuppering mode with the input impressed 
upon gate 2. Charge available for transfer lies under gates 

3 and 4, The dotted line is the empty well surface potential. 
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Figure 1.42. 


Surface potential and charge distribution for a 
typical noninverting scuppering mode mile input on gate 3. 





Figure 1.43. 


Surface potential and charge distribution for the 
inverting scuppering mode with input on gate 4, Ve17 parameter. 
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Fiaure 1.44 Surface potential and charce distribution for the 
inverting scuppering mode with input on aate 4, Veo = 


parameter 
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There is no noninverting scuppering mode for the gate 
4 input. A little reflection can make this clear. There 
is no way (since these are linearly sequential gates in 
space) to introduce MORE charge into the transfer gate as 
the gate voltage on gate 4 is INCREASED. Increasing the 
gate voltage on 4 reduces the amount of charge under gate 
4 and, more specifically, reduces the amount of charge ex- 
cess to a surface potential of -4.5 volts. Thus reducing 
the gate 4 voltage is the only way to obtain more charge 
transfer. This is a case of inverting gain. As for the 
magnitude of the gain, one can see that it is definitely NOT 
constant. . . that it is a strong function of the gate used 
for the constant parametric voltage. The reasons for this 
can be seen by a look at the charge profile situation 


existing for each case. When V 1s used as a parameter, 


Gl 
as shown in Figure 1.43, the charge available for transfer 
lies under gates 2, 3, and 4. All the charge in this region 
which is excess to the surface potential under gate 4 is 
available for transfer. Moreover, as Figure 1.44 shows, if 


V is used as the constant parameter, the charge available 


G2 
for transfer is limited to the region under gates 3 and 4. 


Similarly, if V is used as a parametric voltage, then the 


G3 
charge available for transfer lies only under gate 4. Thus, 
one would expect that the magnitude of the gains would be 


decreasing as the parameter voltages moves from gate 1 to 


3. And this is the result we find in table l.l. 
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The other inverting scuppering modes follow similar 
rules except for the strange situation of impressing the 


input onto gate 3 while using V as the parametric voltage. 


G2 
The magnitude of the gain is quite small (-0.269) and no 
satisfactory reason has been found for it. One conjecture 
is that the marginal charge available for transfer by 


reducing V 1s so small as to be almost negligible. But 


G3 
it 1s not clear why this should be so. The charge available 
for transfer can be shown to lie under gates 2, 3, and 4 
in this situation, not unlike others we have investigated. 
However, in this case, the CCD behaves abnormally. Such 
a small gain is not very useful for design engineers, and 
thus it probably has no practical significance, yet an 
explanation for its "gain mutation” would be enlightening. 
Other parameters which are important are linear and 
dynamic ranges. The input linear range can be seen from 
Figures 1.15 through 1.18. The widest linear range is about 


fee JOLES On Figure 1.17 using V as the input and Vea as 


G3 
the constant parameter voltage. This is surely adequate 
for most applications. 

The dynamic range for this CCD was approximately 60 db. 
me found that the shape of the output pulse (full well 
operation) of the CCD became considerably poorer as frequency 
was increased. The limit for proper operation was around 75 

kHz, although it could be operated at higher frequencies 


with an attendant loss in gain. We consistently used a 


conservative 20 kHz clock frequency. 
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The maximum delay time can, of course, be found from a 
calculation of storage time. Empirically, we found that we 
obtained full well operation in all modes at frequencies 
lower than about 12 kHz. This is a result of the dark 
current filling the transfer gates during the "low" time 
of the clock pulses. This corresponds to a storage time of 
83 msec and a total maximum delay time of about half a 
second. Naturally, this calculation is approximate since 
dark current causes considerable distortion even if it does 
not totally fill the well. Better CCD's have been made 
whose delay time is measured in seconds. The watchwords 
of these CCD's are low inefficiency, long registers, and 


a small dark current. 


Section 1.4 Conclusions 

It is important to note that in order to undertake this 
analysis, many voltage levels had to be defined including 
the levels on the refresh FET, clock voltages, the input 
diode bias and pulse levels, plus the output resistance 
(load) value, the width of the input pulses, and the width 
and timing of the refresh pulses. Such a large number of 
parameters is, of necessity, a disadvantage when attempting 
to utilize the device for systems applications. Manufac- 
turers of CCD's must simplify the operation of the CCD such 
that several of the voltages can be tied together at some 
mutually appropriate level. It should be possible by design 


of the geometry and the thicknesses of the oxide levels to 
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insure proper operation of the device with, say ie = Vop° 
The user ought to be able to connect the unused input gates 
to Vop as well. 

Some Simplicity in timing circuits also ought to be 
designed into the chip. The clock pulse train driving each 
transfer gate is a square wave and the optimum positions 
(in time) for arrival of the input diode and refresh pulse 
are determined, completely, by the transfer clock square 
wave. It is possible in today's high semiconductor tech- 
nology to expect CCD makers to provide one pin for the clock 
and have internal circuitry to provide inversion (for the 
opposite clock phase) and to provide timing signals for the 
input and refresh pulses. 


A serial-in, serial-out CCD designed for scuppering, 


would be left with the following pinouts: 


ice Vop ahe G) 5) G3 


Ze Ground 4. G 6. Gy 8. clock (master) 


7. OutpuUE 


If proper design of the geometry was achieved, and if 
the characteristics of the device could be predicted (as 
we think they can), then this dream might prove to be a 
reality. As it is at present, there are so many voltages 
amcetiming problems that it is only with difficulty that 
the devices can be made to operate at all. 

This difficulty was especially troublesome when it came 


to designing and correctly biasing a second order filter with 
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two CCD's serving as the sampled analog delay elements. 
Two CCD's had to be found which were sufficiently "close" 
in their operating characteristics that certain bias voltages 
could be used for each device. This was achieved, but due 
to the drift of the levels, a close watch on the output wave- 
form of the CCD had to be maintained at all times, since 
a drift in the wrong direction of any number of bias and 
clock levels caused the filter to malfunction. 

This last experience brings us to the other urgent 
need: the need for reproduceability. Industry consistently 
tries to sell products whose parameters they can maintain 
within a set of tight specifications. Clearly, the CCD's 
we used in this research (some experimental models from 
TRW SYSTEMS) did not meet this criterion. Nevertheless, as 
will be shown in the next chapter, we were able to design 


both first and second order filters and test their performance. 
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CHAPTER TWO 


UTILIZATION OF THE CCD AS DELAY ELEMENTS IN RECURSIVE FILTERS 


eee Entroduction 

The contents of this section serve to extend the study 
from the CCD itself to how the sampled-analog delay element 
may be used as a circuit element. The following subjects 
will be addressed. 

mpection 2.1. The recursive first order comb filter 

Section 2.2. Experimental results and theoretical 
Calculations of representative first order comb filters. 

Section 2.3. The recursive second order comb filter 

Section 2.4. Design methods for a second order 
Sampled-analog comb filter. 

Section 2.5. Experimental results and theoretical 
calculations of representative second order comb filters. 


Section 2.6. Conclusions. 
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SECTION 2.1. THE SAMPLED ANALOG RECURSIVE FIRST ORDER 

COMB FILTER 
2.1.1. The basic characteristics of a sampled-analog recur- 
Sive first order comb filter are straightforward. The filter 
has, at most, one zero and one pole. The transfer function 


is most conveniently written in the z-domain: 


where 


which has the result that for real frequencies of operation, 
the amplitudes of the transfer function can be found by 
inspecting the functional values on the unit circle of the 
z-plane. By its recursive nature, feedback is present. 
Feedback has a significant effect on the time response, a 
characteristic which plays a major role in applications. 
Recursive filters have the widely assumed bad property of 
having a unit pulse response which is- infinite in duration. 
Naturally, transversal filters (those without feedback) 
have no such disadvantage. 

Since there is only one pole and one zero, the job 
remains, then, to choose the "best" positions on the z-plane 


for the singularities. With only one pole and one Zero, 
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such a task is not especially difficult since the coeffi- 
cients used to set the poles and zeros are numerically re- 
lated to the position of the singularities in a simple 
manner. That is, the design engineer in the laboratory can 
change the potentiometer performing the by multiplication 
and know, rather intuitively, what is happening to the pole 
on the z-plane. 

The first method of first order recursive filter design 
consists of simply transforming a known transfer function 
in the s-domain to an "equivalent" one in the z-domain. 
Several types of continuous filters are widely known and 
documented. It is a simple matter to choose a first order 
Butterworth filter, for instance, and apply a standard z 
or bilinear z transformation to its s-plane transfer function. 
The resulting function in z is the transfer function of the 


sampled-analog filter. 





ent 


As an example, consider the low pass transfer function 


in the continuous time domain: 
(219) 


If we apply the standard z transform to this transfer func- 
tion, the usual procedure is to find the inverse La Place 
transform (h(t)), and sample it at intervals of, say, T 


seconds. This produces 
h'i(n) = h(nT) 
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The Z transform of h'(n) is 


nh 


Z(h'(n)) = Z(h(nT)) = £ h(n?T)z~ (2=2a) 
n=0 
ar er yaee>) 
l-eri’ gz 


The form shown in Equation (2-2b) makes it easy to pick off 
the proper values of the coefficients for the sampled-analog 


recursive filter: 


a =] b =l1 
te ‘e) 


= =e z 
a, = 0 Dy — = 


where A is the overall gain of the filter. 

The important property of the standard z transform is, 
of course, that the transformation from s-plane to z-plane 
maintains an invariant impulse response. By this is meant 
that the sampled impulse response of the continuous time 
filter is equal to the unit pulse response of the sampled- 
analog filter. Such an invariance is implied by Equation 
(2-2a). This property is important wherever time domain 
response 1S a critical specification. 

More often, however, the frequency response transfer 
function is the dominant specification and this is where 
the standard z transform is deficient. The sampling process 
of the standard z transform inevitably produces a finite 


amount of aliasing into frequency response of the sampled-analog 
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filter. The reason for this can be seen by observing that 
the frequency content of the continuous filter is infinite 
.-. that is, the amplitude of the frequency transfer function 
is nonzero for arbitrarily high frequencies (the only zero 
is at infinity). When such a signal is sampled at some finite 
sampling frequency, fos the Nyquist sampling theorem predicts 
that the segment of the transfer function greater than £_/2 
will cause "aliasing" or "foldover". This aliasing produces 
amplitude and phase distortion in the output and prevents 
precise recovery of the original signal no matter what signal 
processing techniques are utilized. This same aliasing in 
the sampled-analog filter causes the amplitude of the transfer 
function to deviate from that of the s-plane transfer func- 
tion at all points along the jw axis. Thus, the frequency 
response of the sampled-analog filter is different from the 
continuous time filter. This result is inevitable and exists 
in all filters derived by the standard z transform. Of 
course, the deviation may be small and the application may 
well tolerate such deviation. But the deviation is always 
peesent. 

When this deviation becomes large, it is possible for 
important parameters to siniBe outside the region of accepta- 


Belacy., For instance, the cutoff frequency? of a sampled-analog 


thefined as the frequency for which the response of the 
Filter is down 3 db from the response at de (for low pass 
filters). 
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filter designed with the standard z transform will always 
be higher than the cutoff frequency of the analog filter 
from which it was derived. In extreme cases (extreme, but 
not unusual) the cutoff frequency may cease to exist at all. 
One example of this is shown in Figure 2-l. The frequency 
response of the sampled-analog filter never takes ona 
value of 0.707H(0). Thus, there is no cutoff frequency. 
Clearly, such a filter, designed for low pass use, is | 
worthless. 

The rule of thumb by which sampled-analog filters are 
designed by the standard z transform method is that the 
sampling frequency must be quite large with respect to the 
major frequency content of the continuous-time transfer 
function. To illustrate, we consider Figures 2.2a and 2.2b. 
In Figure 2.2a, the sampling frequency is clearly large 
enough to prevent any significant aliasing from occurring 
in the sampled analog filter since it is much higher than 
the range of frequencies where the transfer function is 
large. However, in Figure 2.2b, the sampling frequency lies 
in the range of frequencies where the transfer function is 
Significant. Thus, we would expect substantial distortion 
of both amplitude and phase because of excessive aliasing. 

Another method for finding an "equivalent" sampled 
analog filter for a given continuous time filter is to use 
the bilinear z transform. Here the transformation into the 
Z-domain is done directly from the s-domain with no inter- 


mediate step of finding the inverse LaPlace transform of the 
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Figure 2.1. Example of a sampled analog filter whose transfer 
function is such that there is no cutoff frequency...no frequency 


for which |H(f)| = .707 |H(0),. 
H( f) H( f) 
f f 
f. fre 
S s f f 
Figure 2.2a Figure 2.28 


Figure 2.2. Examples of the selection of sampling frequency. When 

a large (compared to the frequency transfer function domain) sampling 
frequency is chosen, very little aliasing takes place. However, 

if too low a sampling frequency is chosen, aliasing can make the 
filter useless. 
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analog filter transfer function. Any transformation which 
preserves the requirement that real frequencies be trans- 
formed onto the unit circle of the z-plane will work. How- 


ever, it is customary to use the simplest: 


(2=3) 





Such a substitution requires only algebra to derive the 
transfer function such that the coefficients corresponding 
to Aor ay Doe and by can be found. 

For our low pass example given for the standard z trans- 
form method, we simply make the substitution defined by 
Equation (2-3) and clear of fractions to obtain 

=Jl 


” ee ey _ 
SG Sa a OE, 
1 -1 


ES eee ee 
s.T + 2 a 
1 


This form permits us to find the values of the coefficients: 


a =1 b = 1 
Oo O 
s,T - 2 
a, =l b, = 
1 1 s,T + 2 


The single most important property of the bilinear z 
transform is that the resulting sampled analog filter assumes 
all the functional values that the analog filter does. That 
is, the range of the functions are precisely equal. Now, 


this does not mean that the equivalent values of the transfer 
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functions occur for the same frequencies. As a matter of 
fact, in general, this is not the case. This change in 
range vs. domain is called "frequency warping" in the 
literature, but it is simply because we are dealing with 
two different functions. Design rules for such filters 
dictate that a desired cutoff frequency in the sampled 


analog domain must be found by solving the following equation: 


bee -l a _ 
fe = par Eos | (es) 


Conversely, if our cutoff frequency is known (a design 
specification), then we can calculate by by the following 
relation: 

=e Sine2at T 
c 


b = ee (2-6) 
cos 2nf iT 


As a result of the property which forces the ranges of 
the sampled analog and continuous filters to be equal, we 
feeeenavye at least one zero in the frequency range 0 < £ < for 
Since, as always, the transfer function is periodic. fThis 
zero can be seen to occur at f,/2, Since this is the point 
for which z = eJuT = -l. Thus the shape of the transfer 
function is distorted from the shape of the analog filter 
in order to require the zero to occur. This is, of course, 

a good example of what causes the "frequency warping" 


phenomenon. 
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In general, the relation between the continuous frequency 
variable and the sampled analog frequency variable for which 


equal amplitudes of the transfer functions occur is given by 
WwW = tan —— (2=7) 


where We is the radial frequency in continuous time and 
Wg is the radial frequency in the z-domain. 

Nothing has been said about the unit pulse time response 
of the sampled-analog filter. As a matter of fact, the 
unit pulse time response of the sampled-analog filter does 
not, as in the standard z transform method, equal the sampled 
impulse response of the continuous time filter. For those 
applications where invariance of the time response is a 
necessity, clearly, the bilinear z transform cannot be used. 

The importance, however, of the equivalence in ranges 
of the analog and sampled-analog transfer functions cannot 
be overemphasized. It is this property which affords the 
designer the luxury of obtaining an appropriate analog fil- 
ter (Butterworth, etc.), applying the bilinear z transform, 
and being sure that the amplitude values of the analog 
Filter will be faithfully reproduced in the sampled analog 
Filter. There is never a question of the existence of a 
cutoff frequency. If it exists in the analog filter, it 
must exist in the sampled analog filter (albeit, ata 
different frequency). If, as some applications require, 


there is a range of frequencies for which the amplitude 
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response is down, say, 30 db from the maximum response in 
the analog filter, there must exist a range of frequencies 
in the sampled analog domain which exhibits the same behavior. 
This fact has enabled us to emphasize design by bilinear z 
transform in much of our experimental work. 

For reference purposes, Table 2-1 has been included. 
The table shows the relation between the low pass and high 
pass analog filters and their relatives in the sampled analog 
domain. Both bilinear and standard z transforms are per- 
formed on these filters with the resulting coefficients as 
shown. We will explore these effects in greater detail in 


Section 2.2. 


TABLE 2-1 
DESIGN METHOD FILTER TYPE ao ay by 
“OT 
Standard Z Low Pass AL 0 -e 
“ot 
High Pass il 0 e 
wt - 
Bilinear Zz Low Pass Mk ue zt 
Wt + 
OT - 
High Pass 1 = Jt + o_t = 
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Zel.2 Comb Filters 

The basic characteristics and the design rules of first 
order filters are so simple that it 1s apparent that anytime 
a filter of higher order can be put into the first order 
form, it is a wise thing to do. For instance, if we have a 
sampled-analog filter of, say, eighth order, and if it can 
be shown to be equivalent to some first order filter, then, 
we need only to consider the first order filter, and, at 
the conclusion of our design, make the proper translation 
into eighth order. 

In our research, we have used a serlal-in, serial-out 
charge coupled device as our analog delay element. The 
specific chip we have used contained eight delay stages so 
that eight samples of the input were stored in the CCD at 
all times. The filter which we designed utilizing this 
analog delay line consisted of multiplicative coefficients 
at the input and output of the CCD, followed, of course, by 
high input impedance summers. The filter set-up is shown in 
Figure 2.3. Notice that the coefficients, ag and Dos 
multiply the output voltage by an appropriate value prior 


to summation. The transfer function of this filter is 


H(z) = -—-——_——_"— (2=8) 


The important characteristic of this transfer function is 


that the coefficients, Qyraor Pane an and bi, rbo5, peace, ba 
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Figure 2.3. Experimental set-up for first order 
recursive filter 





Figure 2.4. Equally spaced poles on the z-plane. 
An example of the eight to first order translation 
possible with serial-in, serial-out delay elements. 
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are all zero. Clearly, this is an eighth order filter. 
It has eight poles and eight zeros. In order to find the 
position of these poles and zeros on the z-plane, it is 


necessary to solve the equations 
Zz =— and zZ = -bs (2-9) 


Such a solution involves the eighth root of some real 
number (the coefficients, of course, cannot have nonzero 
imaginary parts). Now, poles lie at the various positions 


of the eight eighth roots of -b In accordance with the 


9° 
mathematics of complex variables, each of these roots will 
have equal absolute values or moduli. The angles will, in 
general, be different. The mathematics of complex variables 
also tells us that the angles between the adjacent roots 
will be equal. That is, the poles (and zeros) will be 
EQUALLY SPACED angularly throughout the z plane. Figure 
2-4 shows an example of such a plot. 

Kuo [(11)] has shown that, in the same manner as is 
done in analog system transfer functions, the response of 
the sampled analog filter in the frequency domain can be 
obtained by graphical means. This method consists of picking 
a point on the unit circle and determining the length of 
the line segments drawn to each singular point on the plane. 


The lengths of these line segments are arranged so that the 


following quotient is obtained: 


100 


ee distances from point to zeros 


~ @istances from point to poles (2-10) 


and H is the absolute value of the frequency response of 
the filter at the frequency of interest (determined by the 
Bernt On the unit circle). 

Using this method, we can investigate the frequency 
response of our eight pole-eight zero filter. From dc to 
one eighth of the sampling frequency, £./8, the distances 
to the singular points are found and the expression in 
Equation (2-10) is evaluated. In this way a point-by-point 
computation of the transfer function 1s made. When we begin 
to consider values of f£ larger than £./8, however, we notice 
that the singular points are in precisely the same relative 
location as they were for appropriate frequencies between 
dc and £./8-. Thus, it is clear that the distances will be 
exactly equal, and further, the expression for H will be 
exactly equal for frequencies f, f+f_/8, £ + 2f./8, ie 
f + nf_/8. 

This observation, in turn, is the very nature of periodic- 
ity. Thus, the transfer function values are periodic with 
respect to £./8. 

To backtrack a little, it is well known that a sampled_ 
analog filter 1S periodic with respect to ie and is symmetri- 
cal about £i/2. What we have done is to determine a whole 


class of recursive sampled analog filters which are not only 
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periodic with respect to f_, but also periodic with respect 
EO £./8. It turns out that this also implies that our new 
filter is symmetric with respect to £_/16. 

The use we are going to make of this discovery was fore- 
shadowed by the first paragraph in this section. This filter, 
although nominally eighth order, can be considered a first 
order recursive sampled analog filter with an adjusted 
sampling frequency of f./8. Of course, certain adjustments 
must be made in the coefficients as well. For instance, in 
our set-up shown in Figure 2.3, if be = 0.7, then the poles 
of the transfer function must lie on the Me) circle on the 
z-plane. However, when the translation to first order is 
made, the pole formed by De will lie on the real axis (since 
there is only one pole) and its modulus will be 0.7. 

It should be understood, that for clarity, we have used 
in this discussion an eighth order filter. The theory and 
proof are equally good for any order filter as long as the 
condition that the middle coefficients are zero is met. An 
analytical proof is given in Appendix A. 

The improvement in the actual design procedure by using 
this translation is perhaps better appreciated if one vis- 
ualizes the design engineer at his bench attempting to find 
the best coefficient for a given ideal transfer function. 
Of course, there may be other methods (such as with a com- 
puter) which he could use, but one time-honored method is 


actual laboratory experiments. Unless he is unusually 
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bright, he cannot project the changes in the amplitude of 
the transfer function based on a small change of a coeffi- 
cient in an eighth order filter. On the other hand, we 
have seen how simple i1t 1s to project changes in the trans- 
fer function of a first order filter by virtue of changes 
in the single coefficient, bi. Thus the engineer is pro- 
vided with an intuitive aid to design ... without resort to 
the digital computer. 

A more fundamental reason for design in this manner con- 
cerns the construction of comb filters. Comb filters will 
be defined here as those electronic devices which exhibit 
a periodic transfer function, and which are little affected 
by the various nonideal circumstances which inevitably ap- 
pear in any physical system. For instance, our theory has 
depended on the ability to sample a waveform instantaneously 
and store a number which corresponds to the value of the 
waveform at that instant. In addition, we have assumed that 
we can restore the original signal by using an ideal low 
pass filter, when, in fact, most of the restoration of 
Signals is done with a sample-and-hold device, which is NOT 
ideal. Finally, we have assumed that our delay line is free 
from attenuation and distortion. In a charge coupled device, 
we always have a certain amount of charge left behind during 
each transfer from gate to gate. The charge left behind adds 
to the succeeding packet of charge and causes amplitude 


distortion. These factors, plus other instrumentation 
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realities, prevent us from ever producing a truly periodic 
transfer function. The sample-and-hold effect causes a 

Sin x/x envelope to be superimposed in a multiplicative way 
on the sampled-analog filter transfer function. The non- 
zero sampling time also causes an additional six x/x envelope 
to be superimposed multiplicatively. The order of these two 
effects is not the same, however. The six x/x caused by the 
sample~and-hold is far more restrictive since the first 

zero of the sin x/x function occurs at f = f° The first 
zero of the other effect occurs at f = 1/T where T is the 
sampling time width, usually quite small. 

Thus, in designing a comb filter by conventional means, 
the use of sample-and-hold circuitry inherently causes a 
rather rapid fall off of amplitude response. That is to 
say, if there is only one maximum of the transfer function 
between dc and fos then the second maximum, located between 
ca and 2f_, 1s much smaller than the first. The ideal comb 
filter, of course, has equal maxima throughout the spectrum. 

Now consider the use of the method explained above. 

There are as many maxima between dc and fe as there are 
delay elements in the delay line, which is, of course, equal 
to the true order of the filter. In our case, this number 
was eight. Thus eight maxima appeared in the region between 
de and £5: The sample-and-hold circuitry still caused the 
Sin x/ x rolloff of amplitude response, but its effect was 


negligible for most applications for the first two maxima. 


The real payoff comes when additional delays are built into 
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the system. One such circuit which we have used is the 
RETICON SAD (Serial-analog delay device). This circuit has 
96 delay elements and the sampled analog filter transfer 
function (uSing this device) has, in theory and practice, 
96 maxima between dec and fo: Clearly, the first twenty or 
so are not affected adversely by the sin x/ x factor. 

Thus, it is possible, using these techniques, to design 
an almost ideal comb filter while, at the same time, offer- 
ing to the design engineer the enormous advantage of being 
able to treat his filter as if it were a first order filter 
with the accruing simplicity of design. Figure 2.5 shows 
the first four "teeth" or periods of a comb filter designed 
by conventional means, corrected for the effect of the sample- 
and-hold circuitry. Figure 2.5b shows four "teeth" or periods 
of a comb filter designed by the aforementioned technique 
uSing a delay of eight stages. Finally, Figure 2.5c shows 
the same four "teeth" using a 96 stage delay device. The 
comparison between the three is clear. The latter exhibits 
the best performance for periodicity. 
SECTION 2.2 EXPERIMENTAL RESULTS AND THEORETICAL CALCULATIONS 

OF REPRESENTATIVE FIRST ORDER RECURSIVE 
COMES SE LTETERS 

feere With the theory of Section 2.1 in mind, the next step 
was to determine whether adequate first order filters could 
be implemented using the charge coupled device as the delay 
element. The CCD selected for the experiment was built by 


TRW SYSTEMS and consisted of an eight bit serial-in, 
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serial-out delay register. The cross section of the device 
is shown in Figure 2.6. This is the same device as was 
used for the investigation of the theory of CCD operation. 
The curves of operation derived in Chapter one were uti- 
lized here to find an appropriate biasing point. To choose 
the optimum point, we desired to have the widest possible 
linear range for both input and output. Such a point was 
found to occur whenever the first two input gates (G) and 
Go) were biased low (-30 v), the input impressed upon gate 
#3, while using the voltage on gate #4 aS a parameter. The 
actual operating curve is shown in Figure 2.7. The linear 
ranges are easily seen. The steep slope on the left is the 
so-called barrier mode of operation which was discussed in 
Chpater one. The second region is the region of "Scuppering", 
"sloshing", or "potential equilibration". The actual 


quiescent point used was 


V3 OV 


- 12.0 v 


V4 


which provided a linear range of approximately 3.7 v. 

Figure 2.3 shows the experimental See=up. For a > ity 
a direct connection was made from the input summer to the 
output summer. For ay and bi, potentiometers were connected 
into the circuit after the sample-and-hold and level shifter. 


The full value of these potentiometers was 20 Kf. The value 


for a given coefficient was determined by considering the 
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Figure 2.6. Cross section of CCD. 


OUTPUT VOLTAGE AFTER BAMPLE ANO HOLO (VOLTS? 





1 -42 -13 “4 -18 * aT 18 1S -20 21 
PUT VOLTAGE ON GATE 2 (VOLTS) 


Figure 2.7. Operating curves for CCD selected 
for use in filter design. 
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@aam OL the CCD and the input impedance of the summers. 
The value of the potentiometers was, then, not obviously 
related to the value of the coefficients in the transfer 
function. Specifically, if the input impedance of the 
summer could be neglected, then, the value of the potentio- 


meter, P, was related to the coefficient, a, by 


P = a/K 


where K is the overall gain of the CCD, sample-and-hold 
device, and level shifter. 

Unfortunately, we found, for first order experiments 
that the operational amplifier summers did not have large 
enough input impedances to justify neglecting them. Thus, 
we needed a correction factor for the summers. The applica- 
ble circuit diagram is shown in Figure 2.8. The input to 
the circuit (output circuitry of the level shifter) is KV. 
and the desired output is avin: Using the usual virtual 
ground assumption for operational amplifiers, we can calcu- 
late our desired value of the potentiometer which yields 
aV._. We call this value P. The total impedance as seen 


ale gt : 
from the output of the level shifter is 


Z = 20K -p + — 22 esas 
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Figure 2.8. Block diagram of implementation of feedback and 
feed forward coefficients. 


KV 





Figure 2.9 . Voltage divider circuit for coefficient 
implementation. Correction factors were calculated which 


included the effects on Re Ro was very small. 
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This becomes a voltage divider network as shown in Figure 
2.9. Thus our voltage divider transfer function becomes 
Suan in 
BE (2-12) 


In p 20K + 20K Z. - P* 
akg 


In the above equation, all the quantities except P are 
known. Thus, in order to assist us in our experiments, a 
correction curve was generated which related "a" to "P" 

for all appropriate values of a (a < l). 

In order to have a coherent set of experiments, it was 
decided to utilize both the standard z and bilinear z 
transforms to generate first order filters. In addition, 
we required that a number of integrator and canceller types 
of filter be investigated. The integrator type filter is 
defined as having narrow pass bands (high Q) with wide stop 
bands where attenuation is high. The canceller is the in- 
verse of the integrator. The canceller has narrow stop- 
bands (high Q where Q for stopbands is defined as the Q 
for a filter whose transfer function is 1 - H(f)) with wide 
passbands. These two types of filters are shown in Figure 
2 er 

Naturally, it was desired to look at low pass and high 
pass type filters as well. Using these designations, it 
1s possible to consider a low pass, integrator type, filter 


designed by the standard z-transform or any other combination 


of these three categories as shown in Table 2.2. 
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Figure 2.10 Frequency characteristics of 
two general types o¥ comb filters - - - 
bandstop, canceller type; and bandpass, 
integrator type 
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PASS nS DESIGN METHOD 


LOW INTEGRATOR STANDARD Z 
HIGH CANCELLER BILINEAR Z 
OTHER 


Table 2.2: Categories of first order filters 


In order to have general expressions for the coefficients 
(so the coefficient would not have to be derived every time 
we needed a change in its value), we made the following 
calculations: 

For the standard z transform, we assume a form for the 


low pass filter to be 
H(s) = ————- (2—3)) 


and find the standard z transform of this H(s). The result 


is (except for a gain factor): 


q#(Z) = ——— > (2=14) 


Such a filter is an integrator if the cutoff frequency is 
less than 0.25 times the sampling frequency, and a canceller 
if the cutoff frequency is greater than 0.25 times the 
sampling frequency. These statements are the logical results 


Of our definition of integrator and canceller. When the 


ILdt 








cutoff frequency is exactly 0.25f., the passband is pre- 
cisely as wide as the stopband and neither an integrator ner 
a canceller can be achieved. On the other hand, it is well 
to keep in mind that, by using the standard z transforn, 

we may not get any cutoff frequency at all. 

The requirement for the integrator is that the cutoff 
frequency be less than wee kill all This translates to 
a requirement that by =-e *™ be less than -0.268 (this 
calculation is found in Appendix B). A quick look at 
exponential tables tells us that, in order to have a low 
pass integrator, we must have fT less than 0.21. MThis 
last statement tells us something about the relationship 
between the s-plane analog filter and the sampled analog 
filter of the z-plane. The We is the radial cutoff fre- 
quency of the analog filter. If we desire a narrow band 
low pass filter in the z-plane, we must choose a sampling 
frequency, for such that [.. < O0.21f. or a sampling frequency 
considerably higher than the analog cutoff frequency. Sup- 
pose that the analog cutoff frequency was 10 kHz. Then in 
order to design a low pass integrator, we must require a 


sampling frequency of at least 


47.6 kHz (2-15) 


Failure to do so may yield a wide band low pass filter, or, 


worse, a quasi all pass filter (one with no cutoff frequency). 
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Naturally, to achieve a low pass canceller, we need to 
have f/f. > 0.21. We also have a lower limit below which 
we get no cutoff frequency. This is found by determining 
at what sampling frequency the cutoff frequency no longer 
exists. This calculation is found in Appendix D. The 
Saucical value for by such that if by takes on any larger 
value, no cutoff frequency exists is -0.172. This translates, 


via exponential tables to 

= wT =- 1.76 (ZG) 
which further reduces to the requirement that 

£i/t <20 20 (2-17) 

Thus, we also have determined what the appropriate 

sampling frequency will be in order to design a low pass 
canceller: 

Graz < f/f. <— 0225 (2-18) 
Similar calculations can be made for high pass filters. 
Except for the sign of by (it becomes positive since the 


poles must lie on the negative real axis of the z-plane), 


the values are the same: 


aS 





INTEGRATOR: Or << f/f. <aOrecel 


CANCELLER: 0.21<f,/f. < 0.28 


One other possibility exists in using these standard 
z transform filters. If we simply subtract the transfer 
function (normalized to one) from unity for all frequencies, 
we can achieve the inverse of each filter type with different 
coefficients. For instance, if we subtract the transfer 


function for the low pass filter 


H(z) = meme (2-19) 
—— b,2 
from one, we get 
-b,z > 
H(z) = = | (2-20) 
i= biz 


which is a high pass filter. If the original filter was an 
integrator type, then the latter filter is a canceller. 


This translation produces the following results 


Start with TRANSLATION (1-H(z)) Result 
Low Pass integrator . High pass canceller 
Low pass canceller High pass integrator 
High pass integrator Low pass canceller 
High pass canceller Low pass integrator 
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One remark about these filters is worth making here. 
We observe that for all these filters, only one term appears 
in the numerator, either a, Or az ae In either case, it 
is clear that no true zero will ever appear in the transfer 
function for real frequencies. Looking at the pole-zero 
plot, this means that a zero will never appear on the unit 
circle. If we are seeking a large passband-to-stopband 
attenuation ratio, it appears that the only means to achieve 
our goal is by seeking the optimum value or b,- Since bi 
is a function of the ratio of the analog cutoff frequency 
to the sampling frequency, this means that in searching for 
optimum values of bi we are actually searching for the 
optimum ratio of analog cutoff frequency to sampling fre- 
quency. To be more explicit about this procedure, let us 
consider an example: If we have transformed an analog 
filter whose cutoff frequency was f. BSeIng el ena fre- 
guency of fos we have obtained a by of +e Ye - Now, 1f£ we 
observe the frequency response of this filter and decide 
Beeshniftt it by changing by slightly, what we have actually 
done (assuming our sampling frequency remains constant) 
1s to change the original analog filter from which our 
sampled analog filter was derived. 

Table 2.3 shows the generalized formulas for the 
coefficients for a filter derived by the standard z transform. 

Figures 2.11 through 2.14 show the experimental data and 


the theoretical shape of the transfer functions for four 


ty 





Design Summary of First Order Filters 
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Using the Standard z Transform 


peoreR TYPE 
Low Pass Integrator 


= < 1/4 
Ss 


Low Pass Canceller 


> 1/4 


High Pass Canceller 


meee 1/4 


High Pass Integrator 


> 1/4 
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Figure 2.13 Theoretical and Experimental transfer function 
heed pins! Order recursive filter, a= 1, a, = O. Dy = -0,3 
Experimental data is shown by a (+). ° 
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filters. The first filter was designed as a high pass 
integrator. The feedback coefficient is fairly small, 

0.3, which corresponds to a PR = parerowo: 0.1999 From the 
discussion above, it can be confirmed that this ratio falls 
into the range of a high pass integrator. Nevertheless, 
the ratio is "close" to the limit, 0.21, and therefore, we 
would Beeect that the filter would have a poor quality 


factor, where Q is defined by 


f nter 
SSS (Jeon) 


where BW is the bandwidth of the filter. 

Increasing the feedback coefficient, bys to 0.7 enables 
us to design and test a filter with considerably higher 
selectivity (a higher Q). Figure 2.12 shows the results 
of the theory and experiment. 

Figure 2.13 shows our results for small feedback 
(by = -0.3) and a low pass filter. The shape of the fre- 
quency characteristic is the same as for the high pass case 
with the same absolute value of feedback coefficient. 
Therefore, it is, of course, a low pass integrator. 

Finally, Figure 2.14 shows the results for large negative 
feedback. Apparently, during the experiment, the feedback 
coefficient was less than had been expected since the 
experimental and theoretical curves do not correspond so 


closely as the other three cases. 


ras 





We observe that, as expected, none of the four cases 
show a true zero either experimentally or theoretically. 
This is in accordance with our predictions. Agreement 
between theory and practice was good except for the condi- 
tion of large negative feedback. These curves all show a 
linear plot, so that the maximum attenuation ratio between 
peak and null occurs for the higher feedback case and is 
approximately 12 db. The same ratio for the condition of 
low feedback (b, = 0.3) is less than 6 db. Clearly filters 
should be able to achieve better passband-to-stopband ratios 
than this. A search for better filters leads us to the 


next section. 


2.2.2 The Bilinear Z Transform 
We start with the same analog filter as before and 
apply the bilinear z transform directly to the transfer 


Piaiection. 


Hs) = (2a) 





s= £275 (p03) 


we get 


joel w TZ 
H(z) = — 8 (2-24) 


<4 oe 
(wT + 2) (1 + 2 





Now using the same criterion for integrator and can- 
celler type filters, we must find the applicable ratios of 
a / Tt . and appropriate values of aor ay: and by to use. 

One good feature of the bilinear z transform is that it 
produces both nonzero ao and a,- In this way, we can be 
sure that a theoretical zero will occur in the transfer 
function. Of course, we will not expect an infinite 
passband-to-stopband response ratio, but the ratio should 
be better than in the standard z transform case. We note 
that the value for ay and a, are precisely equal in Equation 
(2-24). On the z-plane this corresponds to a zero on the 
unit circle at z = -1.0. Since the transfer function will 
be continuous, we know that there will be a cutoff frequency 
... there is no uncertainty as there is when uSing the 
standard z transform. Of course, the cutoff frequency will, 
in general, not be the same cutoff frequency as existed in 
the analog filter since the two functions of frequency are 
different. But a cutoff frequency is certain to exist. 

Requiring that the cutoff frequency of the sampled 
analog filter be less than 0.25f., we find the following 
relations: 

A. For the low pass integrator, the constraints 


are 


=] < be-< 0 and 0 < f/f, Ay iI 
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B. For the low pass canceller, the constraints 


are 
deri <1 and 7 1 a f/f. < o 


where the value of the ratio f/f. rises without bound as 
by tends toward 1. The physical explanation for this is 
that the cutoff frequency in the analog domain may be as 
large as desired, and still, there will be a cutoff fre- 
quency in the sampled analog domain for ANY sampling fre- 
quency. Therefore, suppose we have a filter with a large 
cutoff frequency, say 100 kHz. Now suppose we wish to apply 
the bilinear z transformation to this transfer function and 
use the resulting filter in a system where the sampling 
frequency is 20 kHz. Now this sort of thing simply could 
not be done using the standard z transform, since, as 
explained in the preceding section, the sampling frequency 
must be considerably larger than the analog cutoff frequency 
in order to achieve proper cutoff in the sampled analog 
domain. However, using the bilinear z transform, we can 
be assured that the Pere frequency will exist, and it will 
be greater than 0.25f. or 5 kHz and be between 5 kHz and 
10 kHz for a canceller. The power of the bilinear z trans- 
form is emphasized by these computations. 

As a corollary to the existence of the cutoff frequency, 
we can also infer the existence of any other value of the 


transfer function so long as the value existed in the analog 


eZ 6 





filter transfer function. This occurs because the bilinear 
z transform maps the entire jw axis of the s-plane onto 
one revolution of the unit circle in the z-plane. So, just 
as we always have cutoff, we also always have a point which 
is, say, 30 db down from the maximum, as long as such a 
point existed in the analog filter function. 

In the high pass case, the transfer function derived 
by the bilinear z transform is almost the same as for low 
pass except the coefficient ay is negative. Thus, this 
implies the existence of a zero in the z-plane at z = l 
(or f = 0, dc). The coefficient, Dye Once again varies from 


-l1 to 1 as follows: 
A. For the high pass canceller, the constraints are 


ct by < 0 and a ss f/f. So / 


B. For the high pass integrator, the constraints are 


0 < by <5): and co > f/f. > le 

Table 2.4 shows the generalized formulas for the coefficients 

for a filter derived by the bilinear z transformation. 
Figures 2.15 through 2.28 show various filter transfer 


functions for various coefficients. They are tabulated 


here for easy reference: 


Figure no. Ag A, By Type 
eS 1 -1 Oe High pass integrator 
(high Q) 
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TABLE 2-4 


Design Summary of First Order Filters 


Using the Bilinear z Transform 


mene R TYPE a a 
O al 
Low Pass Integrator il 1 
f 
Cc 
a < 1/4 
3 
Low Pass Canceller 1 IL 
E 
cae > 1/4 
S 
High Pass Canceller 1 als 
f 
= < 1/4 
3 
High Pass Integrator J al 
f 
= > 1/4 
Ss 
WT I 
where, on all cases, = en: 
Cc 
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Figure 2.16. Theoretical and experimental transfer function for 
a first order recursive filter, a_ = 1, a, = =-l, b, = 0G 
Experimental data are shown by a P+), | 
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Figure 2.17. Theoretical and experimental transfer function for 
a first order recursive filter, a = 1, a, =-1],b =0,3 
Experimental data are shown by a +), l 
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Figure 2.18. Theoretical and experimental transfer function for 
a first order transversal filter, a. = l, a, = -1, b. = 0 
Experimental data are shown by a (+). 
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Figure ¢.19, Theoretical and Experimental transfer function for 

ad recursive first order filter, a_ = 1. a. = -] b7 = -0.3 
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Figure 2.20. 
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Theoretical and experimental transfer function for a 
» a =el, b, = -0.7 
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Experimental data are shown by 8 (+). ! 
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Figure 2.21. Theoretical and experimental transfer function for a 
first order recursive filter, a_=1, a. = -1, b, = -0.9 
Experimental data are shown by a (+). 
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Figure 2.22, Theoretical and experimental transfer function for 
a first order recursive filter, a. = 1, a, = 1, b, = -0.9 
Experimental data are shown by a f+). 
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Figure 2.23. Theoretical and experimental transfer function for 
a first order recursive filter, a = 1, a, = 1, b. = -0.6 
Experimental data are shown by a +). q 
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Figure 2.24, Theoretical and experimental 


L transfer function for 
a first order recursive filter, a_= 1, a 
Experimental data are shown by a {+). 


ie i D, = «0,3 


138 





Z H( f) 


OOs 


OS 


(X}4 


r 
| 
a 
| 





Naz ee 00% 
Figure 2.25, Theoretical and experimental transfer function 
for a first order transversal filter, a=], a = 1, b, = 0 
Experimental data are shown by a (+) | 
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Figure 2.26. Theoretical and experimental transfer function for 
a first order recursive filter, a = 1, a, = iP b, = 0.3 
Experimental data are shown by a +). 
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Figure 2.27, Theoretical and experimental transfer function for 
a first order recursive filter, a = 1, a = 1, b, = 0.7 
Experimental data are shown by a P+), | 
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Figure 2.28. Theoretical and experimental transfer function for 
a first order recursive filter, a_= 1, a, = ile b, = 0.9 
Experimental data are shown by a e+). 
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Prgure no. A Ay By Type 


O 

Zz. 16 al Sl GF High pass integrator 
(medium Q) 

el 7 ul 1 03 High Pass integrator 
(low Q) 

2.18 1 -1 0.0 High Pass (nonrecursive 
filter) 

2 Ags dl Sl + O25 High pass canceller 
(low Q) 

2.20 al -1 alle i High pass canceller 
(medium Q) 

2 Pal a Soll Oa High pass canceller 
(high Q) 

Oc 2 I Il =O, Low pass integrator 
(high Q) 

Ze23 1 a -0.6 Low pass integrator 
(medium Q) 

2.24 i 1 sol O Ges! Low pass integrator 
(low Q) 

Zee) iL a 0.0 Low pass (nonrecursive 
fLicer) 

2.26 1 ul Ome Low pass canceller 
(low Q) 

Zee / 1 1 Over Low pass canceller 
(medium Q) 

2.28 1 a 0.9 Low pass canceller 
(high Q) 


On each curve, the theoretical transfer function is 
plotted as a continuous line. The data points marked with 
"+t"'s are shown also. On many of the curves, agreement 
between theory and practice is extremely good for the first 


two teeth of the comb. Agreement falls off at higher 
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frequencies for a number of reasons and this will be taken 
up in the next section. However, in a few curves (no. 20, 
21, and 23) the agreement does not seem to be so good. In 


curves 20 and 21, it appears that the coefficient b. was 


al 
not set correctly. The correction factor mentioned in the 
first part of this section was used to set all the poten- 
tiometers for these measurements and it is likely that the 
potentiometer itself was not linear throughout its range of 
20 K2. The data taken seems to be symmetrical about half 
the sampling frequencies and periodic with respect to f° 

So the error in by appears to be the dominant error. In 
curve no. 23, we have the reverse situation ... the actual 
data appears to be taken for a coefficient considerably 
larger than 0.6. Several other curves were taken for these 
levels of feedback with, in general, good agreement. Figure 
2.27 shows an interesting effect for which we have struggled 
to obtain some explanation at least qualitatively. The 
transfer function clearly indicates a rising amplitude 
response with frequency. This rising phenomenon was noticed 
in several curves, but not so pronounced as in no. 27. We 
shall consider several possible sources of this behavior in 


the next section. 


2.2.3 Corrections in the data because of physical instrumentation 
Some effects cause the data to roll off with increasing 
frequency. Other natural effects are periodic and cause dis- 


torted amplitude response. We shall discuss several of these 
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effects which are all caused by the nonideal nature of our 
experiments. 

The most Significant cause of rolloff in amplitude 
response of all the first order filters is the sample-and- 
hold effect. Nyquist's sampling theorem states that if a 
signal is sampled at twice its highest frequency component, 
it can be reproduced precisely by passage through an ideal 
low pass filter. We used a sample-and-hold circuit as our 
low pass filter. It 1s not ideal. The ideal filter ampli- 
tude response is shown in Figure 2.29. On the other hand, 
the amplitude response of the sample-and-hold circuit is 


Shown in Figure 2.30. The general shape is sin x/ x where 


x= T f/f. (2225) 


This frequency response must be multiplied by the theoretical 
filter transfer function to get the projected overall trans- 
fer function corrected for sample-and-hold circuitry. This 
has been done for two of the curves shown in Section 2.2.2. 
Figures 2.31 and 2.32 show the result. As can be seen, the 
sample-and-hold factor reduces the theoretical calculations 
substantially (because most of our work is relatively close 
to the Nyquist frequency) and is the major reason for the 
frequency rolloff with increasing frequency. 

The sample-and-hold factor can also be seen intuitively 
by considering the action in the time domain. Our clock 


(sampling) frequency is 20 kHz. We have taken data at 5 kHz, 
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Figure 2.29. Ideal low pass filter. 
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Figure 2.30. Transfer function for a sample-and-hold 
e1ncul t. ie is the sampling frequency. 
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well below the Nyquist frequency of 10 kHz for which we 
ought to be able to reconstruct a Signal. However, even at 
5 kHz, we are taking but four samples per cycle. This 
effect is best seen on an oscilloscope where the four dis- 
tinct levels per cycle can be observed. It is clear that 
the resulting waveform is not a clean 5 kHz sine wave, but 
instead a waveform which contains many different harmonics. 

The second effect which we shall consider is the CCD 
efficiency. As mentioned in Chapter one, as each charge 
packet travels down the CCD, it is degraded slightly because 
of the incomplete transfer at each gate. The measure of 
incompleteness is called inefficiency, ¢, and is commonly 
on the order of noma The factor for inefficiency is 
exponential and is given by 


(-ne(l-cos 27 15/12 2) 
Total inefficiency = e (2-26) 


Using this expression as the attenuation of the signal 
after each passage through the CCD, we can calculate a new 
transfer function for the filter. The block diagram for 
explicit inclusion of this factor is shown in Figure 2.33. 
The overall effect of this factor is shown in Figure 2.34 
for a filter with an = is, a, = -1l, and by = 0.7 (high pass 
integrator). There are six curves plotted on this figure. 
The curve which is not attenuated at all with increasing 


frequency corresponds to an inefficiency of zero ... that 


is, the whole charge packet is transferred each time. The 
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in 


Figure 1.33. Explicit inclusion of the factor, F, for inefficiency, 
F = exp(-ne ecOsem h/t). First order filter. 
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second curve down from the zero curve corresponds to a value 
of .0125. Each subsequent curve corresponds to an ineffi- 
ciency of .0125 greater than the previous curve. 

There are two important phenomena to notice in Figure 
2.34. One is, of course, the falling off of the maximum 
as frequency is increased. The other, is just as signifi- 
cant, although not so easily seen, and that is the deter- 
ioration of the null (zero) as frequency is increased. This 
is intuitively appealing since, at low frequencies we know 
that a, = ay for our filters derived by the bilinear z 
transform. When frequency increases to such an extent 
that the effect of the inefficiency has a considerable 
effect on the gain of the CCD, a, no longer equals ay: The 
coefficient ay has been shifted by the shift in gain caused 
by the inefficiency. If ae does not equal ays then proper 
cancellation at the nulls does not take place. In other 
words, the zero which, at low frequencies, lay at z = -l, 
shifts at higher frequencies so that it lies at z= ~Z, 
where |Z; | < 1. Since the zero is no longer on the unit 
Circle, we cannot expect to achieve a perfect zero in our 
transfer function. 

Since the factor for inefficiency is periodic with 
respect to the sampling frequency, we expect that the shape 
of the curve in Figure 2.34 will be reproduced at higher 
regions of the spectrum. Figure 2.35 confirms this expec- 


tation. Calculations for Figure 2.35 have been made from 
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.35 Theoretical transfer function for a first 
order recursive filter corrected for inefficiency, extended 


Figure 2 
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de to f, (20 kHz). We see the familiar symmetry about 
£./2, as well as the aforementioned deterioration of the 
zeros and attenuation of the maxima. 

The obvious next step is to combine the effects of 
inefficiency and sample-and-hold circuitry and determine 
what the new theoretical transfer function ought to be. 
This has been done for two representative filters. Figures 
2.36 and 2.37 show different aspects of the transfer function 
ia -l, and by = 0.7. The 


first figure here shows the transfer function from dec to 


for the filter with as =il,a 


10 kHz corrected for both effects. The second figure shows 
the comparison of the experimental data with the new theoreti- 
cal transfer function based on an estimated inefficiency of 
Lou Agreement 1S good. Figure 2.38 shows the new theoreti- 
cal transfer function for the filter with the coefficients 
a_ = 1, a, = sib 5 ckels by = -0.7. Four teeth are shown. The 
same phenomena are evident with the additional expected 
nonsymmetry about £/i6, 3£,/16, etc. This nonsymmetry is, 
of course, caused by the sample-and-hold and inefficiency 
factors, which are not periodic with respect to f./8 and 
are not symmetrical about £/i6. The rising null can also 
be seen with increasing inefficiency. 

One possible explanation for the rising phenomenon men- 
tioned in the preceding section is that the potentiometers 
have an impedance function which falls with frequency. 


These potentiometers are the wire-wound type and one effect 
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Figure 2.36 Theoretical transfer function for first order recursive 
filter, corrected for both semple-and-hold effects and inefficiency. 
Different curves are for different values of inefficiency, as 


explained in the text. a = |, as =e], b, ge Oe 
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Figure 2,38 Theoretical transfer function for first order recursive 
filter, corrected for both sariple-and-nold effects and inefficiency. 
Different curves are for different values of inefficiency as explained 
in the text. dig i - ae -l, b, = -Q,/ 
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of such resistors is that they become capacitive at high 
frequencies due to the capacitance between adjacent loops 

of wire. Such a parasitic effect, along with the parasitic 
Capacitance of the coaxial cable utilized in this experiment, 
would have the ogra’ of reducing the absolute value of the 
feedback coefficient at high frequencies. This, in turn, 

for settings of positive by has the effect of increasing 


the amplitude response. For instance suppose we have 


= l + zt 
1 


H(z) Sanaa 
Oe 3 2% 


The absolute value of H(z) at dec is 2/1.3 or 1.54. At 
higher frequencies, when 0.3 is reduced by a factor of 0.7, 
we have the following transfer function value: 

H(z) = as See 65 
which represents an increase of about 7% which is about what 
is observed in Figure 2.26. For higher values of feedback, 
say 0.7, we have the following two values: 

H(0) = 1.18 H(f,) = 1.34 

where the increase is about 14% which corresponds well 


with the actual observed data in Figure 2.27. 


0 





Strangely, the phenomenon did not occur for b, = 0.9. 


1 
It is possible that the coaxial connections were changed for 
the data obtained at this high feedback setting. 
To summarize this section, we have discussed the following 

factors which cause deviations of experiments from theory: 

A. Sample-and-hold --- causes attenuation of 
maxima and nonsymmetry of comb filter 

B. Inefficiency --- causes attenuation of maxima 
and deterioration of zero (null). Also cauSes nonsymmetry 
of comb, but its effect on symmetry is not so marked as 
the sample-and-hold effect. 

C. Potentiometer --- causes an increasing of 
amplitude response for positive feedback cases with increasing 


frequency. Causes a decreasing of amplitude response for 


negative feedback case with increasing frequency. 


eeeea «Selectivity 

The idea of selectivity is central to filtering. A 
filter changes the frequency content of a signal. Highly 
selective filters eliminate almost all frequency components 
except the small band which they pass. No discussion of 
filters is complete without some mention of selectivity. 

The basic measure of selectivity is 2. Q is defined in 
various places by various equations, but it 1s appropriate 


here to use the definition 
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where enter refers to the center frequency of the passband 
and the bandwidth is the distance (in frequency) between 
the two 3 db down points. 

The above definition is fine for integrators. The 
center frequency is well defined and the bandwidth is small 
(usually) relative to the center frequency. The above 
definition breaks down when applied to cancellers. In 
canceller type filters, the interest is not really in the 
passband, but in the stopband. A known noise signal exists, 
is received, and filtered. The canceller ideally stops all 
the noise. Of course, in practice, this is not possible 
for some of the noise components are in the passband of the 
filter. Nevertheless, if we have a good idea of the spec- 
trum of the noise, then we can build a filter which is opti- 
mum for the noise under consideration. At first, we attempted 
to use the reciprocal of the definition given in Equation 
(2-27). This did not work so well since it made Q a non- 
linear function of the center frequency. A better choice 
of Q to be used with cancellers appears below: 

A. H(f) is the transfer function of a canceller 
B. Normalize H(f) to unity 
C. Form the difference 1 - H(f) = H'(f) 
D. Now utilize Equation (2-27) and find the Q of 
ei ae 
This is the Q of H(f) as well. 
This procedure retains the linearity and has worked well 


in our calculations. 


eo 





Figure 2.40 shows the theoretical calculation of Q for 
a high pass filter derived by bilinear z transform with 
variable feedback coefficient. As can be seen, the Q is 
low for negative values of by and also for positive values 


of b, less than about 0.7. Q rises dramatically for high 


u 
values of by (near 1). Of course, the usual definition of 
Q was used in this calculation. The use of the l - H(E£) 
definition would produce the identical curve except that 


the rise in Q would occur near -l. The overall evaluation 


of a design should use the appropriate definition of Q. 


2.2.5 Summary 

In this section, we have presented our experimental 
results together with theoretical calculations and some 
reasons why the experimental data do not always agree 
exactly with the theory. The first order filter has the 
advantage of simplicity and the use of the bilinear z trans- 
form often provides us with a rather large maximum-to-minimum 
response ratio. One of our conclusions is especially 
Significant: The standard z transform is a rather poor 
tool to use when designing filters or other processors with 
a frequency response specification in mind. Since most 
design is done to frequency specifications, we would strongly 
Suggest that the standard z transform not be chosen for a 
means to design unless the sampling frequency is much much 
greater than the sampled analog cutoff frequency desired. 


Several factors interfere with perfect operation of our filters: 
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Figure 2.40 Quality factor (Q) as a function of feedback 
coefficient fer a high pass first order recursive filter. 
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A. Instrumentation problems such as the frequency 
response variation of the potentiometers. 

B. Inefficiency of the CCD. 

C. Nonideal response of the sample-and-hold 
Sercuitry. 

Figure 2.41 and 2.42 are of interest. They summarize 

the theory of first order sampled analog filters designed 
with the bilinear z transform. Both figures show the same 
thing, but from different aspects. The figures show the wide 
range of transfer functions available to a designer merely 
by changing the feedback coefficient, by, of a first order 
filter. The x-axis is the by value, the y-axis is frequency, 
and the z-axis is, of course, the amplitude response. The 
coefficient by varies from -0.9 to 0.9 while frequency varies 
arom dc to 2.5f.. Where the curves have especially wide 


passband is where b, = +0.9 (foreground in Figure 2.41, 


a 
background in Figure 2.42). The other extreme (by = =07.9') 


is characterized by a very narrow passband and wide stopband. 


BeeGIEON 2.3 THE RECURSIVE SECOND ORDER COMB FILTER 


2.3.1 The basic characteristics of the second order comb 
filter are similar to those of the first order except that 
two poles and as many as two zeros may occur in the transfer 


function. The sampled analog transfer function is 


e\ 0 ae az a5 anz 
H(z) = “-_>_,——*; (2-28) 
Ll + biz -. boz 
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Low pass theoretical transfer function for a first order 


Figure 2.41. 
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recursive filter with various values of feedback 


165 




















{ 
‘ 4 ‘ 5 f 
I rf ae C7 de, gee t Pd ’ { a 
Ur 4 f oh f es 
‘ ‘ re 7 if a ¢ ae , Bis 
“ Le oe ars eae 
e J ra ? Cia rs Pe ye t “ 4a 
> oe 
Cw, AF Oe : ce 
’ ‘o¢ a 4 Prd Pe aie va ‘ 7 
J. ; rae 7 AL Es . ty wk 4 
: Gt Te “4 f soe, f mo a a 
ete tar rh 
f s e A ¢ é 
a VAISS A logb 
Soe x . 4 a f «)f aes 
SG ‘ an) ‘ ue Va pe ft 
4¢ ’ 





cal . 
fod ie =f 
alo 2 
- * 
ee TIS fae) Cad 
Ari 3 oo 


Fiqure 2.42 Low Pass theoretical transfer functions for a 
order recursive filter with various values of feedback. ay = 


a = | 
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The second order recursive filter is widely used for such 
applications as radar signal processing, bandpass and band- 
stop filtering, and in communications. It is more widely 
used than the first order filter since it offers a wider 
variety of transfer function shapes for a given sampling 
frequency. 

The comb filter design technique, as in the first order 
case, utilizes a serial-in serial-out delay line, such as 
the CCD discussed earlier. The true transfer function for 


our experiments using two eight stage delay devices is 


~8 
a +a-z2° +a 
H(z) = 22 t (2-29) 


~§8 a 
1 + bz 4 by 62 


Such a transfer function is clearly a sixteenth order filter, 
one with, at most, sixteen poles and sixteen zeros. As 
before, there are many coefficients missing: Ap rAgreeses 
AarAgres ser Aye and the same corresponding b's. This design 
procedure enables the engineer to consider his sixteenth 
order filter as a second order filter where his adjusted 
sampling frequency is one eighth that of the true sampling 
frequency. As shown in Appendix C, the poles and zeros 

for such a transfer function are not equidistant as in the 
first order case. Figure 2.43 shows that the poles and zeros 
are arranged so that they are symmetrical with respect to 

ae, f./8, 2£./8, eee nf_/8. Such a symmetric nature 


yields a transfer function periodic with respect to £ /8. 


167 








Figure 2.43. Symmetrical pole plot on the z-plane. 
Poles are spaced symmetrically to radial lines of 
the form nf,/&, where RaW eicsen? ee his attords 
the basis by which we make the sixteen-to-second 
order trans lation. 
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The ability to regard a sixteenth order filter as a 
second order filter is important and significant for the 
same reasons which applied to the eighth-to-first order 
translation. However, a second order filter is not so 
simple as a first order filter. The effect on the transfer 
function of a variation of one or more coefficients is not 
generally intuitively obvious. For instance, an engineer 
may need to know the effect of the variation of by and bo 
by some small percentage because of thermal variations. 
Such parameters as cutoff frequency, "skirt slope", and 
ripple must remain within system tolerances, even though 
the coefficients vary. An analysis of these effects has 
been made and will be explained fully in Section 2.4. The 
analysis is for second order recursive sampled analog filters. 
The same analysis undertaken for a sixteenth order filter 


would, of course, be a huge project. 


Section 2.4 DESIGN METHODS FOR A SECOND ORDER SAMPLED 
ANALOG FILTER 

2.4.1 Introduction 

The design of second order filters is necessarily more 
complex than the design of first order filters. The first 
order filter had but two possible singularities, one pole 
and one zero, and, moreover, each was by necessity, real. 
Thus, we were dealing with singularities restricted to the 


real line on the z-plane, and design was essentially a 


Ig, 





one-dimensional problem ... deciding where on the real line 
to place the singularities. Obvious rules were available ... 
as shown in the experimental and theoretical figures of Sec- 
tion 2.2, the effects on the shape of the transfer function 
by the position of the pole and zero become intuitive and 
easy to work with for the design engineer. However, the 
relationship between the shape of the transfer function and 
the position of the poles and zeros of a second order filter 
is not so well understood. Of course, as the order of the 
filter increases, the effect of the placement of the poles 
and zeros pacones more and more complex. 

Therefore, the design procedure for second order and 
above can no longer rely on intuitive means. Analytical 
processes are required for the proper design of second order 
filters. There are to be discussed here three sui eiereane 
methods of designing such filters: 

A. Replication in the z-domain of an analog filter 
whose characteristics in the s-domain are well known and 
well documented. 

B. Selection of coefficients by reference to charts 
which indicate the positions of the relevant parameters: 
cutoff frequency, ripple values, etc. In this section we 
will derive and discuss the b-plane triangle of stability 
for second order sampled analog filters. 

C. Direct sampled analog filter design using cost 
functions and the general purpose digital computer (Fletcher- 


Powell algorithm). 
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Section 2.4.2 Replication in the Z-domain of known analog filters 

Three of the best known analog filters are the following: 
Butterworth, Chebyshev, and elliptical (sometimes called 
Cauer parameter filters). Briefly, the Butterworth filter 
has a frequency characteristic which is monotonic in both 
passband and stopband, has steeper skirts for higher orders, 
and has a maximum error (deviation from ideal) in each stop- 
band and passband which occurs at one and only one frequency. 
This maximum error gave rise to the thought that it might be 
possible to "spread" this error throughout a range of frequen- 
cies, and thus make the error at any one frequency much less. 
This was accomplished by the use of polynomials in the denom- 
inator of the transfer function which were called Chebyshev 
polynomials. Polynomials which "spread" the error throughout 
the passband only have roots (poles of the transfer function) 
which lie on an ellipse in the s-plane. This location of 
poles results in a designed-in ripple effect in the passband. 
The size of the ripple is one of the parameters of the filter 
and is held constant by a specification, usually called e. 
This specification often determines the order of the filter 
required since higher orders can reduce the size of the 
ripple. 

The elliptic filter takes advantage of these polynomials 
to produce a ripple in the stopband as well. In other words, 
it spreads the overall error in the stopband over a wide 


range of frequencies. 


iL yak 


—s 





Bet.2.l1 The Butterworth Filter 
The Butterworth filter is characterized by having a 
monotonic transfer function in both the passband and stop- 


band. The squared magnitude transfer function is given by 


rhe ——— (2-30) 


where n is the order of the filter. The design procedure 
is straight-forward. The poles are located on a circle of 
radius We and are equally spaced. If the order is odd, 

then one pole lies on the negative real axis. If the order 
is even, then the negative real axis lies midway (angularly) 
between two poles. 

For first order, there is one pole and no zeros. The 
transfer function was considered in Section 2.1. Both the 
standard z transform and the bilinear z transform were applied 
to it to derive a replication in the z-domain. As was noted 
at the time, the standard z transform produced impulse invari- 
ance while the bilinear z transform insured that the ranges 

of the two transfer functions (the analog and the sampled- 
Balog) would be precisely equal over the domain of real 
frequencies. Warning was given for the standard z transform 
because a designer could not be sure at the outset whether the 
cutoff frequency, known for the analog filter, would even 
exist in the sampled analog filter. Expressions for the 
cutoff frequency were given in terms of the coefficient, 


Die and inversely. 
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The second order Butterworth filter can be transformed 
in exactly the same ways ... either by standard z transform 
or the bilinear z transform. The second order Butterworth 


polynomial has a transfer function of the form 


H(s) = ~—_—_, (2-31) 


s~ +/2 SW, == We 
The poles of the transfer function lie at the following 


positions: 


(222) 


Once these things are known, the design of the corresponding 
sampled analog filter can proceed. First we consider design 
by the impulse invariant method. The first step is to find 


the residues and form 





2 
H(s) = £ = (eal 
= al 


h(t) = £ A. e ? (g=s4) 


This expression is sampled at some interval, T, and the 


Z transform taken of the resulting sampled signal: 


eS 


=o 





e ot sin @T z 
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Z(h'(n)) = = (2-35) 


which means that the coefficients of the canonical form for 


a sampled analog filter are 


a = 0 b =] 
O O 
2 ole oe ae OMe 
ay = 3 e Sin gT by = -2e cos €éT 
= -2aT 


In order to find the cutoff frequency of the analog transfer 


function, we form the equation 
JH(w)1* = |H(0) |*72 O38) 


These equations must be solved. The results are given in 


Equation (2-37): 


ow (- ot (=em) 
/2 
where the factor We is the same quantity as in the Butterworth 
polynomial. The roots of this expression are four in number 
including one positive real root, one negative real, one 
positive imaginary, and one negative imaginary. We naturally 
take the positive real root as our cutoff frequency. 

For the sampled analog case, the cutoff frequency cannot 


be calculated so easily. The form for the equation relating 


the cutoff frequency to the coefficients can be derived and 
solved but it is tedious. The expression is a quadratic 
and includes the eigenvalues of the analog transfer function 


aS parameters: 


= ll cose. + COS ete “27 + cospT(1+2e (tT +e” OAT) 
= —— COS { 
Cc 2 T aa cat 
é 
+ cos BT[-8e 97 + fe 297 -ge73°T 41410672 9T e407 7 
2e. om 
(2-38) 


This expression, though complicated, is straightforward. 
Simply insert the values of a and 8 which are the coordinates 
of the poles and zeros in the s-plane and compute. That 
these values are always known is inherent in the ability to 
design an analog Butterworth filter. Naturally, the solution 
to this equation can perhaps be done best by a computer. A 
program for its solution was written and tested. 

In order to use the bilinear transformation, we need not 
find the residues or find the inverse LaPlace transform of 
the analog transfer function. We make the substitution as 


we did in Section 2.1 for a first order filter: 





The second order Butterworth filter, transformed via the 
bilinear z transform into the z-domain produces the following 


results: 





-2 — IL 
G(z + 2 + 
—~A+ = = = = 
L + ( a 28 )z 1 + (<aaota t8 ye 2 
4+4q+q° +8 4+4gt+a +8 


where G is the overall gain of the filter and is given by 


Z 
4+ 4a+a +8 


The coefficients of the sampled analog filter are easily 


picked off the transfer function: 


a Dail | sya seal 
O O 
? 442074287 
ay = 2 by eae, Wet | 
4+4qa+a +8 


= she erp eae No 


a 
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where a and g are the real part and the imaginary part of 
the pole pair (s-plane) respectively. | 

The cutoff frequency can be found in the usual manner. 
Like the result in the impulse invariant approach, the cutoff 
frequency calculation turns out to be complicated. It isa 
function of the singularities in the s-domain. If we let 
the cutoff frequency be a function of the sampled analog 
coefficients then we obtain a quadratic equation in 


Bos (27 f/f.) for which the following are coefficients: 


Ws 





term coefficient 


2 2 2 
cos (21 f/f.) 1 + by = ba oa 2b,b., + 2b, - 6b. 
2 2 
cos (2T f/f.) 2 + 2b, + 2b. + 4b. (2-41) 
Mee (21 £_/£_) ee peer Ob ba 4 ob.4+ 2b 
cs 1 2 1 2 l D 


Notice that these equations are perfectly general in 
that they don't appear to require the use of the Butterworth 
model to be correct. AS a matter of fact, we will find that 
these same equations apply in the cases of the Chebyshev 
and elliptic filters, with the difference being that the 


coefficients are derived in different ways. 


2.4.2.2 The Chebyshev filter 

The design of a Chebyshev filter requires the specifica- 
tion of the maximum ripple in the passband, and the minimum 
attenuation at some frequency greater than the cutoff fre- 
quency. The order of the filter will be derived from these 
considerations. Once the order is found, the poles of the 
transfer function are found from the major and minor axes 
of the ellipse: 


The -rradius of the minor axis is aw, where 
i i 
a =5 Ce) and Y == == iL se Wee (2-42) 


and the radius of the major axis is bh, where 


a 





(2-43) 


Thus a and b are functions of known quantities, the maximum 
permissible ripple given by €, and the order of the filter, 
hi 

Since there is no ripple in first order filters, it makes 
little sense to talk about first order Chebyshev filters. 
Nevertheless, the transfer function for such a filter would 
be 


ne = (2-44) 


1 + es/S, 


where the only pole is clearly on the real axis of the s-plane. 
There are no zeros, which is the same condition as exists 
in the Butterworth filter family. 

The cutoff frequency for the transfer function in Equation 
(2-44) is 


S ° 


= — = 
a 2 (2-45) 


= 
S em 
Now if we were to calculate the transfer function for the 
sampled analog filter based on this Chebyshev model by the 
Standard z transform approach, we would make the following 
calculations: 
A. Find the residues, as was done for the Butterworth 


filter, 
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B. Take the inverse LaPlace transform 

C. Sample the impulse response 

D. Take the Z transform of the sampled impulse 
response. 


The result for first order is 


H(z) =-—-———__—_—_—— (2-46) 


Given in this form, it looks like what was encountered in 
Section 2.1, except in this case, the exponential in the 
denominator has, in its argument, the maximum ripple factor 
E- 

The sampled analog cutoff frequency turns out to be 


2 
) (2-47) 


J 4b, 1 by 


2b) 


aes al 
ts  2rT acts ( 
which is the same equation as we had in Section 2.1. 
The same Chebyshev filter could be transformed by the 
bilinear z method with a resulting different set of sampled 


analog coefficients. Making the usual substitution 





we get a transfer function which is very similar to the 
transfer function of Equation 2.4 except that the maximum 


ripple factor, ¢€, is once again included in the denominator. 
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The coefficients are as follows: 


a, = iL b 


Because of the requirement for stability, the coefficient, 
by is limited to absolute values between zero and one. For 
these values, the cutoff frequency can be found. The equation 
for the sampled analog cutoff frequency is given in Equation 


(2-5) in Section 2.1. It is repeated here for clarity: 


= ee -1 aL a 
fo = Zp COS SEES (2-5) 
1 + by 


As before, this equation can be solved for by in terms of 


ze 


-l + sin 2nf 1 
b. = —_____—_ (2-6) 
cos 2nf iT 


The second order Chebyshev filter does exhibit ripple. 
The passband contains a ripple no greater than ¢, and the 
stopband is monotonic. The second order Chebyshev polynomial 


is 


P. (s) =e Smee (2-48) 
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The form of the squared magnitude of the filter is 
iis) (2-49) 
2 7a 


where Po = 1, Py = Ss, P. = 25° - 1 and, in general, 


P — 2sP_ ae Often P is given in terms of S/S; . 


n+l 

In order to design a second order Chebyshev sampled 
analog filter, it is necessary, as always, to find the 
inverse LaPlace transform of the H., (s) transter function 
(for the impulse invariant method). This means finding the 
residues at the two poles of the transfer function. The 
poles are found in the same way as in the first order with 
the additional complexity being that the poles are complex, 
not real. Each pole lies on the ellipse defined earlier 
in this section. The position of the poles on the ellipse 
is found by dividing the circle of revolution in the s-plane 
into 2n angular sectors, each with angular measure Tt/n. If 
n is odd, then one boundary of the sectors lies on the positive 
real axis. If n is even, then the positive real axis lies 
directly in the center of one of the sectors. This is illus- 
trated in Figure 2.44. 

The precise position of the poles are then found by the 
following procedure: 

A. The abscissa of the coordinates of the pole is 

Specified by the point on the circle defined by the minor 
axis of the ellipse, and through which the boundary of the 


sector passes. 


areal: 
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Figure 2.44, Location of poles for a third 
order Chebyshev filter. 
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B. The ordinate of the coordinates of the pole is 
specified by the point on the circle defined by the major 
axis of the ellipse, and through which the boundary of the 
sector passes. 

After the poles are found, the transfer function must 
be arranged in the residue form, inverse LaPlace transform 
taken, sampled, and the Z transform taken. This procedure 


(now standard) results in the following transfer function: 


aT 1 


ain)) = 2/8 e sin = Z — 
Z 


os = (2-49) 
1 - 2e at os sr Z +e 


and the sampled analog coefficients can be easily seen from 


the above form: 


ao = 0 bo = 1] 

a, = 2/8 eo sin £sT by = oe cos BT 
= -2aT 

a. = 0 bo =e 


where a and 8 are the real and imaginary parts of the 
Singularities in the s-plane. 

The cutoff frequency for this analog filter can be found 
by determining for which frequency the squared magnitude 
function is down by 3 db. This entails solving the following 


equation: 
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ee: c” (2(—2)7 Seiioe= 2a (2-50) 


which, of course, yields four roots. For any real ¢, the 
equation will yield one positive root, one negative root, 

and two purely imaginary roots. Naturally, it is the positive 
real root which we want for our cutoff frequency. For 

é = 0.01, for instance, the squared roots of the equation are 


found by 
(=) © = == (2-51) 


which yields roots at +50.5 and -49.5. The square roots of 
these numbers are approximately + 7.1 and +j7.0. Thus the 
cutoff frequency is about 7.1 Ws 

For the sampled analog case, the cutoff frequency can 


be found in the same manner. The resulting expression is 


identical to that found in the section on Butterworth filters: 


f = ten cos 1 {Ses ap (lite 7%7) + Joos“ ar (1t2e ttt +e” OF} ais 
Cc 20, -2aT 
2e 
+ coset[-ge ") + 46 ~%) — ge 87414106 -U 46 8! 7} 
-20T 
2e “% (22525 


The quantities qa and g are, of course, different for the 


Butterworth and Chebyshev cases. 
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In order to use the bilinear z transformation, we need 
not determine residues or find the inverse LaPlace transform 
of the transfer function. We make the usual substitution 
and find that the second order Chebyshev low pass filter in 


the z-plane has the following transfer function: 


G(1+22 1427) 


H(z) = : 5 5 75 GZ= 53) 
1 + (-—4+20°+28°) <-1l i (4-4ata’ +8") -2 
a 2 
4+4a+a~+8 4+4at+a’ +8 
and the coefficients are 
a, =i b,=t 
2 2 
ay = 2 by = a Ateo Fer (2-54) 
4+4a+a°~ +8 
ae | ee 4-data°+B7 
2 2 IS) 
4+4at+q~+8 


as found before in the Butterworth section. 

The cutoff frequency is found in the usual manner. The 
Same expression is obtained as in the Butterworth section. 
The expression is a quadratic in cos (27 aye) with the 


following coefficients: 


term coefficient 
Zz 2 2 z 
cos (27 E/t.) 1 + by ~ Do + 2b, 4 2b,b. 6b. 
cos (2T ifaale/ataues) 2 + 2b 2 + 2b 2 + 4b (2-55) 
Cc’ “s a: Z Z 
O Z 2 
cos (27 f/f.) -l1 - by = bo + 2b,b, > 2b, “ 6b. 
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Once again this is a complicated expression, but given 
the poles, it is a straightforward procedure to find, first 


the coefficients, and then fo: 


meeez.s «€6The Elliptic Filter 

The elliptic filter (Cauer parameter filter) is a natural 
outgrowth of the Chebyshev filter. The Chebyshev filter is 
characterized by having ripples in the passband and a mono- 
tonic characteristic in the stopband. The elliptic filter 
"Spreads" the error in the stopband of a Chebyshev filter by 
producing ripples in the stopband as well as in the passband. 
The elliptic filter utilizing this procedure produces the 
best (shortest) transition region for any filter of a given 
order and given ripple amplitude. In other words, the 
elliptic filter produces the steepest skirts from passband 
to stopband. 

The specifications of an elliptic filter must begin with 
the maximum ripple in the passband which is defined by e. 
The maximum ripple in the stopband is given by 1/A. In 
addition, the cutoff frequency, fo: and the cutin frequency, 
f must be specified. 


The squared magnitude form of the filter is given by 


2D il 
|H(s) |“ = —-————> (2-55) 
1 + €“F“(s) 


where F is an elliptic function. 
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The elliptic function, sometimes written as sn(u,k) 
must be solved to find each pole and zero location. The 
expression sn(u,k) is shown below where u is the independent 
variable and k is a parameter. If y = sn(u,k) then 


y ae 
one = sn ay (2-56) 
17 Z ye 





© (yet?) 72 (1-522) 


The form of F can be understood by the following two forms: 


If the filter is to be of even order, then 


(w,“-w*) (w,2-w*) ore ais 


F(w) = SS aa a, a a, a (2-57) 
(l-w w,*) (1-w*w 2 ii 2 


If the filter is to be of odd order, then 


(Wo *-w*) (wy *-w*) page (wy *-w*) 


re oa 20) -o2u) vee Huy 20) ae 
Z 4 sal 2n 

The trick is to choose the zeros of F (and thus, the 
poles since if there is a zero at Was then there is a pole 
at 1/w,) such that the maximum ripple ¢, the minimum atten- 
uation A, and the _ and f.. are fulfilled. To do this requires 
solving the incomplete elliptic integral shown in Equation 
p2=56) . 

In order eS calculate the coefficients of a sampled 
analog filter, by the impulse invariant method, it is first 


necessary to find the poles of the analog transfer function. 


The poles must be found by solving 
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1 + sear eu = Q (2-59) 


No rigorous attempt has been made to solve this equation. 
Values for various arguments of sn(u,k) have been calculated 
and are available in tables. 

After the poles are found, the derivation of the sampled 
analog filter types continues along the same lines as for 
the Butterworth and Chebyshev filters with the single excep- 
tion that the analog filter form contains zeros. This fact 
does not appear to be Significant, however, for purposes of 


design in the z-plane. 


2.4.3 DIRECT SELECTION OF COEFFICIENTS FOR THE SAMPLED 
ANALOG SECOND ORDER RECURSIVE FILTER 





The derivation of a sampled-analog filter from well known 
analog filter types is attractive because some of the quali- 
ties of the analog filters are attractive. Unfortunately, 
upon transformation, many of their attractive traits are 
lost. Certainly, by use of the standard z transform, one 
does not even have the assurance that the ranges of the 
analog filter and the sampled analog filter are the same. 

On the other Tee the frequency "warping" effect spoken of 
in Section 2.1 which occurs when the bilinear z transformation 
is used often is a hindrance to proper design. 

It appeared, in our research, that what was really needed 
by the design engineer was some method to determine, first, 


the admissible values of, say, by and bo in a sampled analog 


188 





filter; second, the general shape of the transfer function 
as a function of by and bai and third, some indication as 
to how much critical parameters change when the coefficients 
are shifted slightly due to temperature variations, aging, 
etc. This last consideration is especially important since 
the recursive filter has been held in some disfavor by 
designers because of possible stability problems, alleged 
problems of unstable parameters even if the filter itself is 
stable, and finally, because of its infinite duration unit 
pulse response (time domain). If it could be shown that 
the filter of a certain design was stable and had stable 
parameters over a specified tolerance of coefficients, then 
the idea of a recursive filter in systems should be encouraged. 
To that end, an effort was made to discover the admissible 
values of by and bo in a second order sampled analog recursive 


filter, whose transfer function is as follows: 


a + oie + a,z* 
H(z) = Sas (2-59) 
1 + b,2 + b,z 


There are three criteria defining admissibility of a point 
whose coordinates are (b5,b,). One criterion is the stability 
constraint, a physical constraint. Thus, if Z4 is a pole of 


the system, then 


|z, | < (2-60) 
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The other two criteria defining admissibility arise from 


basic algebra. For the quadratic equation 


720 =AhH (2-61) 
and 
Zz a Zo = — by (2-62) 


For purposes of clarity, it is appropriate to treat the 
admissibility problem in three distinct cases. For the 
first case, we set bo negative. 
A. CASE ONE: bo negative: 

jig bo is negative, then the polarity of the poles (their 
Signs) are opposite. Using the third criterion (Equation 
(2-62)), we observe that the absolute value of by must be 
less than the larger of the absolute values of Z4 and Zoe 
A more useful observation for this case is that there can 
never be complex roots to the polynomial. The discriminant 


Of a quadratic equation, ax* + bx + c = 0 is 
b- - 4ac 
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and, in our case, the discriminant is 


mus, if bo is negative, then the discriminant is positive 


for all values of both b, and b thus insuring that each 


ii P14 
root is real. 
A graph can clearly show the first two criteria: Figure 


2.45 shows the Zy and Zo axes with a hyperbola 


ZiZ5 = ba (b. 1s negative) (2—553) 
Also superimposed onto the graph is the unit square. Since 
neither pole can have an absolute value greater than 1, the 
poles must lie within the square. Combining those two cri- 
teria, we have the darkened portion of the hyperbola drawn 
in Figure 2.45 which is the locus of the only available pole 
locations. Figure 2.46 shows the admissible values of by 
based on the data in Figure 2.45. (If Zz, = 1, then z, = -bo 


2 
and by = ~(1-b,) etc.) 

Figure 2.47 shows the locus of admissible pole locations 
on the z~plane for this case. Note that one pole varies from 
bo to 1 while the other varies from -l to ~bo. Finally, 
Figure 2.48 shows the important result: the permissible 


values of by with respect to bo Lot bo negative. The diagonal 


lines have the following equations: 
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(lower line) (2-65) 


B. CASE TWO: bo 1s positive and the poles are 
real. 
We initially note that the relationship between the poles 


and by 1s 


+ Zo = - by (2-62) 


This time, since bo 1s positive, each pole must have the same 
Sign. Thus the absolute value of by is always greater than 
either Z, OF Zo. We also note that, in this case, the dis- 
criminant is not necessarily positive. Nevertheless we 

shall enforce this condition artificially and take up complex 
BOOtS in CASE THREE. 

The hyperbola is once again shown in Figure 2.49. The 
darkened segments of the hyperbola indicate the admissible 
values for the poles given some positive b.- Figure 2.50 
shows the admissible values of by based on the admissible 
locations of the poles. 

Going further, Figure 2.51 shows the admissible pole 
locations on the z-plane and Figure 2.52 extends Figure 2.48 
to show the admissible values of by given a positive bo 


and real roots. 
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The region is bounded by the extension of the two lines 
given in Equations (2-64) and (2-65) plus the horizontal 


parabola 
be = 2 yb. (2-66) 


C. CASE THREE: bo 1s positive and the poles are 
complex. 

For complex poles, the job is made easier by the obser- 
vation that bo is always the square of the absolute value of 
each of the two complex conjugate poles: If 2, = xt Jy 
and Zo = X - jy, then the absolute value of either of the 


poles is 


Applying the algebraic criteria, we have 


bow ee hy 


which, as stated, is the square of the absolute value of 
either pole. Since we know that the absolute value of each 
pole cannot exceed one, we can limit our search to values of 


bo less than l. 
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Figure 2.53 shows a root locus diagram (same as Figure 
2.51 except extended to include complex roots). As the pole 
locations are moved around in the b. circle, by changes con- 
Siderably. As a final graph, Figure 2.54 shows the total 
admissible region for b. and by including all three cases 
discussed here. Notice that the region is convex (the complex 
case having filled in the formerly concave region) and is 


bounded by three line segments: 


by ee is bo (2-64) 
by eS bo (256.5) 
b. = 1 (2/67 ) 


The full meaning of Figure 2.54 can be realized if an engineer 
is visualized in the laboratory attempting to design some 
second order recursive filter. He cannot choose his by and 
bo at random. He must choose them so that the point (b5,b,) 
lies within the region shown in Figure 2.54. We have labeled 
this region the b-PLANE TRIANGLE OF STABILITY since at all 
points on and outside the triangle, the filter becomes 
unstable. 

It remains to be determined how the triangle itself can 
be partitioned. Certianly, the triangle gives us the region 
of real roots and of complex roots, but their significance 


Cannot be grasped completely without further partitioning. 
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Figure 2.53. Loci of admissible pole 
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Figure 2.54, Admissiblé region for by sb. 
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It was with this in mind that we began to investigate a 
filter's characteristic based on a region in the b-plane 
rather than on the pole-zero plot on the z-plane. For this 
test, we held the coefficients aj: 4,, and a, at the following 


values: (those naturally arising from the bilinear z trans- 


form) 


ao = 1 
ay ay 
a. = 1 


These values of a's insure that zeros will exist in the 
transfer function of the sampled analog filter. This is 
important for the radar processing application we had in 
mind and which is discussed in greater detail in Chapter 
three. The condition a, = +2 indicates a low pass filter 
(second order zero at z = -1) and the condition a, = =2 
indicates a high pass filter (second order zero at z= 1). 

A computer program was written to calculate the cutoff 
frequency for many different combinations of b, and Dye 
insuring that the stability criterion was met. This program 
is labeled STACY15 and is listed in Appendix D. Figure 
2.55 contains the results of these programs. Figure 2.55 
Shows cutoff frequency as a fraction of sampling frequency 
for low pass filters, while Figure 2.56 shows the cutoff 


frequency as a fraction of sampling frequency for high pass 
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Figure 2.55, Isccontours for'cutoff frequency of a second 
order high pass filter. a =1,a,=-2, a.=}. The b-plane 
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filters. The triangle of stability has been divided into 
ten sections. Each section consists of b-pairs such that 
the cutoff frequencies lie in a certain range. For instance, 
for extremely narrow low pass filters, we would want our 
coordinates to lie in the crosshatched region of Figure 2.55, 
for this is where the cutoff frequency is less than 0.05f.. 
Each solid line is an "iso-cutoff frequency line" ...a 
line whose locus of points defines filters with equal cutoff 
frequencies. Of particular interest is the solid line whose 
cutoff frequency is 0.25f.. This is the dividing line between 
integrators (below the line) and cancellers (above the line). 
As can be seen from the triangle of stability, large 
latitude for the selection of by and b. exists when seeking 
a narrow band low pass filter. On the other hand, only a 
small region exists for a canceller of equivalent Q (cutoff 
frequency greater than 0.45f.). 
Several other observations may be made: 

A. When complex roots are used, there is, in 
general, a maximum of the transfer function somewhere be- 
tween dc and fi/2. When real roots are used, the maximum 
exists at de (for low pass filters) or £ 6/2 (for high pass 
filters). The consequence of this result is that if we 
require our filter to be monotonic in the passband, then, 
generally, we require real roots. Such a conclusion is not 
completely valid, since there is a small region where even 


with complex roots, the transfer function is monotonic in 
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both passband and stopband. Now real roots work pretty 
well for integrator type second order filters, but less 
well for canceller types. The narrow region between the 
complex-real roots dividing line and the boundary of the 
triangle for canceller type filters probably precludes the 
design of a useful second order canceller (low pass) using 
real roots. The integrator type has no such limitations 
as can be seen on Figure 2.56. 

B. Rough estimates of how the cutoff frequency 
varies with b, and b, can also be seen from Figures 2.55 
and 2.56. Consider Figure 2.55 at about b. = 0.15. The 
cutoff frequency is 0.3f., and hardly changes at all for 
values of by from 0.5 to 1.2. Thus we would say that the 
directional derivative in the by direction Lor Ene Cutore 
frequency in this region is zero. 

All the contours have these regions of nearly constant 
cutoff frequency. 

C. Some contours show marked insensitivity to 
changes in bo as well. Consider the 0.25f. Soncour. EOL 
by = -0.4, it is shown that the cutoff frequency hardly 
changes for values of bo EZOM O.5. CO O75. 

D. The direction of increasing ae fOreragure 2.59 
is toward the upper right hand corner of the b-plane triangle. 

Figure 2.57 (ripple) shows the dependence of ripple on 
values of (b5,b,). As can be seen, the entire region of the 


triangle where real roots are found is in a region of zero 
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Figure 2.57, Isccontours for ripple (r) of a second 
order low pass filter. a=l, a,=2, ao=l. The b-plane 
triangle of stabilixy 





ripple. Moreover, the zero ripple region extends into the 
complex root region as shown in Figure 2.57 (the region 
between the complex-real root contour and the zero ripple 
contour). For this calculation, ripple is defined by 
r= ee RO (2-68) 
2a 2) 

Such a definition permits, at times, certain undesirable 
mathematical results. For instance, for exceptionally 
large ripple, it is possible that the amplitude response 
at the cutoff frequency, JH(£.) |, is actually larger than 
the response at zero, |H(0)|. To see how this arises, we 
need to have a precise definition of the cutoff frequency 
used in this research. That definition is 

HOG. NE (Ce) ae aay) | 


= max _ 
JH(£.) | = ——— (2-69) 


which uses, as a basis, an average value of the amplitude 


response in the passband. Now whenever pegs] = |H(0) | 
we have 

eee Od CH Ce HCO) |) 
or 

1.293 |H(£,)| = .707 |HL A, (£) | 
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and 





Oa ot? {Hey | 
so that the ripple is 
| H Coie 0.547 1H (£) | 
ass tes = .227 (2270) 
2 |Hnay(£)| 


Low pass filters with a ripple Of 22.7% OY more are, in 
general, less useful than filters with lower ripple. fThus, 
it would appear that this awkward situation only occurs in 
filters which are not particularly useful. 

It should be noted, at this point, that the ripple 
figures for the high pass filter have been omitted. The 
reason for this is that the ripple contours are in exactly 
the same place as in the low pass filter. Of course, the 
definition of ripple, for high pass filters, is modified to 

ere) ee (a7) 


r= eS (2-71) 


e [Eryn 


But the resulting contours are identical to the ones shown 
in Figure 2.57. 

The next figure (2.58) shows the iso-contours relating 
to the important quantity, “skirt slope". In analog filters, 
a well known rule of thumb holds that the skirt of the fil- 
ter (its transition region between passband and stopband) 


falls 6 db per octave for each real pole. Thus, this 
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Figure 2.58, Isocontours for the slope of the transfer 
Function at cutoff for a secend order low pass filter, 
a=l, a,=2, a,=1l. The teplane triangle of stability. 
sfones are given in terms of db per decade. 
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specification is often the determining factor for the order 
of Butterworth, Chebyshev, or elliptic filter. As can be 
seen in the figure, no such easy rule of thumb is possible 
in sampled analog filters. The slopes of the transfer 
function at cutoff are, of course, all negative (for low 
pass filters). The greatest slope (absolute value) occurs 
for filters whose (b5,b,) pair is located in the lower right 
part of the triangle. This is also the region in which 
(Figure 2.55) cutoff frequency is extremely low. That is, 
these filters have a very narrow passband and extremely 
large slopes. The smallest slope contour is for -5. This 
contour cuts through many cutoff frequencies, from approxi- 
mately 0.23 f. to the highest cutoff frequencies. Filters 
of this nature have lower Q and are generally not so useful 
as the higher Q filters. If ripple is considered, we observe 
that for a maximum of 5% ripple, we have a wide range of 
possible slopes to choose from, or, we have a large range 
of cutoff frequencies from which to select. However, select- 
ing a cutoff frequency severely limits the possible skirt 
slopes. As can be seen by a brief study of the first three 
figures in this section (2.55, 57, and 58), a selection of, 
say, f. = O.15f. and less than 5% ripple limits us to slopes 
between -5l and -38 db/decade. 

As an aid to locating the frequency for which the trans- 
fer function is a maximum, Figure 2.59 is included. The 


curves are once again equi-contours such that they are the 
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miduieemcnos, iIsoconcouns for the pesition of the 
maximum of the transfer function for a low pass second 
order filter. a =], a,=2, a=]. The b-plane triangle 
of stability. © | é 
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locus of points for which the maximum of the transfer 
function occurs at a given frequency. Naturally, if the 
ripple is zero, then the maximum of the transfer function 
occurs at f = 0. Thus, the zero ripple contour is also 

the contour for which ae = 0. Since all the contours are 
restricted to the region of non-zero ripple, the information 


on the figure is not so significant unless a designer is 


forced to use ripple. 


SS OiyD So ) 
What is the frequency characteristic of the following 
transfer function in 2? 


-1 -2 
thee 1 + 2z + Z ; (2-72) 


~ eS Fe 
1 - 0.82 + 0.52 

Finding the frequency characteristic can be done graphically 

using the distances from zeros and poles, or can be done 


analytically by making the substitution 


= eJ27f/fs (Q=73) 


and solving the equation for various values of f. 

It can also be done, to a first approximation, by 
referring to the four previous figures. The following 
procedure is recommended: 


A. Locate the position of Ha xf) from Figure 2.59 


a 


Hee Ln this case, ee = 0.13f.. Place a point on a graph 


PAAR 


with the coordinates (.13f., 1) which normalizes the 
maximum value of the transfer function to one. 

B. Consult the ripple chart (Figure 2.57). 
Determine the ripple. In this case, r = 15%. Recalling 
the equation for ripple (Equation (2-68)), we then note 
that H(0) must be 0.7. Place this value on the graph. 

C. Since there is a minimum (zero) at £./2, 
place a third point at the coordinates (O.5f., QO). 

D. Now locate the cutoff frequency from Figure 
2.55. In this case, f. = 0.20f.. Recalling the definiiton 
of cutoff frequency (Equation (2-69), we have H(f£.) = Op aies= 
Place the point (0.2f., 0.6) on the graph. 

E. Refer to the slope chart (Figure 2.58). The 
Slope at cutoff frequency is about -57 db/decade. This 
is fairly large. Draw a tangent line through the transfer 
function at cutoff frequency with approximately a -57 
db/decade slope. 

F. Finally, connect the points with a smooth 
curve. There will never be unexpected ripples in the fre- 
quency characteristic. The frequency characteristic will 
be monotonically increasing from dc to the frequency for 
which H is a maximum, and will then be monotonically 
decreasing from Hnax t° H(f£./2). 

Figures 2.60 through 2.63 show the procedures for 
determining the approximate shape of the frequency transfer 


function. 
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A SECOND EXAMPLE: 
Given a required specification (skirt slope, cutoff 
frequency, and ripple), determine the appropriate values 
for by and bo. 


The specifications to be used are 


fo = 0.2f. 


ripple < 5% 


skirt slope --- maximum, but greater 
than 60 db/decade 


The following procedure is recommended: 

A. Locate the locus of points for which fe = 0.2f.. 
It is shown on Figure 2.55. 

B. Intersect this locus with the locus of points 
for which the ripple = 5%. All points on the cutoff fre- 
guency locus to the left of the intersection meet the first 
two specifications. 

C. Consult Figure 2.58, the skirt slope chart. 

The -60 db/decade contour is not attainable with such a 
small ripple. The best that can be done is about -32 db/ 
decade. This occurs at by =°-0.62 and bo = 0.36. By 
actually going through this example, one can see that the 
skirt slope specification can be met, but only by changing 
one of the other two specifications. For lower cutoff fre- 
quencies, say fo = O.1f., slopes of -40 db/decade can easily 


be attained at no higher ripple. 
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The use of recursive sampled analog filters using CCD's 
has keen limited because of the stability problem and the 
anticipation that the parameters of the CCD may not be 
sufficiently constant to retain the desired filter specifi- 
cations. With this in mind, a sensitivity study was under- 
taken to determine how cutoff frequency and slope changes 
with marginal changes in CCD gain. From the canonical form 
of the second order filter, it can be seen that CCD voltage 
gain bears an important relationship to the coefficients aye 
aos bi. b,- Usually these coefficients are implemented 
with potentiometers, that is, with passive devices whose 
maximum gain is 1.0. If we desire by = 0.8, for instance, 
we must consider the gain of the CCD in cascade with the 


potentiometer for b,- The equation for by is 


where K is the gain of the CCD and P is the potentiometer 
setting (see Section 2.2.1). If the gain of the CCD were 


1.5, then, for this case, we would have 


Pe—O09871.5 =002533 
It follows that a 5% change in CCD gain produces a 5% 


change in bi: 
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For the second order coefficients, the gains of each 
CCD must be considered. The equations for these coefficients 


are 
an 1 Ke P (2-74) 
1 Ky P (2-75) 


Once again, it follows that an x% change in CCD gain produces 
an x% change in the effective coefficients. 

Figures 2.64 and 2.65 show the marginal change in cutoff 
frequency with respect to 5% changes in by and b, (each 
separately). For Figure 2.64, the actual equation used 
for drawing the contours was 

e. _ is ere 

ole 

We observe in this chart that for most of the triangle, a 
change of 5% in bo causes a change of less than 2% in cutoff 
frequency, which should be tolerable for most applications. 
The particularly high change regions are near the triangle 
boundary for negative b, and negative bo. Here the change 
in cutoff frequency is sometimes greater than 50%. However, 
a quick look back to Figure 2.55 where the cutoff frequency 
contours are plotted indicates to us that this is a large 
change in an extremely small number. Specifically, the 


region of maximum shift in cutoff frequency with respect 


Zi 





Nae 
an OPE CLOLSh 
C 


0.0 


=U .0Uom 
C 


~Q,5 





Figure 2.64, Sensitivity of the cutoff frequency 

as a function of a 5% change in b.. Isocontours 

snow fractional change in f_. Low pass, second order 
igieein, dc -i, a =2, a,=1, b-=plane triangle of 
Stapyyieye =} CCS 
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Figure 2.65. Sensitivity of the cutoff frequency 
as a function of a 5% chance in b,. Isecontours 
show fractional change in f_. Lod pass, second order 


filter, a=l, a 


ae a,=l. b-slane triangle of 
stability. : 
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to a 5% change in bo is the region of smallest cutoff fre- 
quency (f. < 0.05f.). Thus, the absolute shift is probably 
Small, but the relative shift is quite large. This region 
is probably only of academic interest anyway, since it is 
feo close to the boundary of the triangle. Points close 

to the boundary are only marginally stable and should be 
avoided in practice. 

Figure 2.65 shows the same shift in cutoff frequency as 
a function of a 5% change in bie As may be seen from an 
examination of the figure, almost the whole inner region of 
the triangle above bi = ~0.4 causes a change in cutoff 
frequency of less than 2%. Once again, the only region 
where extremely large variations are found is a region of 
extremely small cutoff frequency. 

It is understood that we have calculated the directional 
derivatives of a function £,(b5,b,) only in the directions 
Or bo and bi: That is, we have not calculated the contours 
for any other direction of variable change. Intuitively, 
we could determine the direction of maximum change at each 
point in the triangle of stability and utilize it for design 
purposes. However, we believe that such a computation would 
only be of marginally more use than the present set of 
curves, and the present curves are easy to visualize for 
the design engineer. 

Example 2 required a given cutoff frequency, ripple, 


and skirt slope. If we were to include in the specification 


Zeeo 





that the cutoff frequency could not shift more than, say, 
5% with a 5% change in any coefficient, then we must resume 
our search for the proper coefficients. For the case where 
= = O.1f., we find that the additional two charts offer 
new constraints on where the coefficients can be located. 
One possible point is by = -0.9 and b, = 0.5. This point 
meets every constraint except the skirt slope constraint. 
The slope is only -57 db/decade. If this is not acceptable, 
and if no other specification can be changed in any way, 
then either the feedforward coefficients must be changed, 
or higher order filters must be designed. If the feed 
forward coefficients are changed, then the zero at f 5/2 

may be moved or eliminated. For some applications, this 

is unacceptable. 

Finally, two other graphs have been plotted (Figures 
2.66, 2.67), each showing the shift in skirt slope with 
respect to a 5% change in the feedback coefficients. Pre- 
cisely the same procedure is followed to determine whether 
a region exists that meets all the specifications of the 
problem. Briefly, then, the overall procedure is as follows: 

A. Using an overlay, trace the admissible regions © 
for each constraint. 

B. Observe whether or not there exists any 
region in the triangle of stability which meets all con- 
straints. If so, select the appropriate coefficients and 


test. 
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Figure 2.66. Sensitivity of the slope at cutoff 
as a function of a 5% chanae in b_, Isocentours 
show percentage chanae in slope. lLow pass, second 


y=1. b-plane triangle 


order filter, ancl, aye, a. 


of stability. 
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Figure 2.67, Sensitivity of the slope at cutoff as a 


function of a 5% change in b 
percentage change in slope. 
filter, a =1l, a = 2, a, = 
of stabil9ty. é 


3° Isocontours show 
Low pass, second order 
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C. If not, then each constraint must be inspected 
closely to determine whether relaxation is possible. If 
not, then one can move the feed forward coefficients (a's), 
or step up to higher order filters. Moving the a's has 
a deleterious effect on the zero at £/2, while additional 
order filters require more hardware and more study to 


determine the appropriate coefficients. 


2.4.4 DIRECT SAMPLED ANALOG FILTER DESIGN TISING COST 
FUNCTIONS AND COMPUTER ITERATIONS 


One common engineering method for determining the values 
of a multidimensional vector has been the use of cost or 
loss functions. Briefly, one determines the required ideal 
function. Then one determines how much the relative cost 
is for deviation of the actual function from the ideal. 

This is usually subjectively performed by engineers knowl- 
edgeable in the field. A computer program is set up which, 
given a starting point, proceeds to “step" along the paths 
of the multi-dimensional vector until a value of the cost 
function is reduced to an acceptable level, or until a 
minimum is attained. The result is a set of values for 
each component in the multi-dimensional vector and a value 
for the cost function. Feommonity® different starting points 
produce different "convergences" and several starting points 
must be used in order to insure that a global (or absolute) 
minimum of the cost function is reached rather than a local 
minimum. This is especially true for large order problems 


(where the multi-dimensional vector has many components). 


Ji fae: 
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The first to utilize this method for the design of digi- 
tal filters was Steiglitz in 1970 [16]. His procedure en- 
tailed defining a cost function (usually squared error, but 
not necessarily so) and a desired frequency response from 
dec to half the sampling frequency (the Nyquist frequency). 

A starting point is chosen and the computer is used to 

locate points for the Singularities which produce transfer 
functions which are successively closer to the ideal. When 
the computer Finds a minimum (subject to small rounding errors) 
it stops and prints out the coefficients, the poles and zero 
locations, and the squared error. 

Using this method, it is not necessary to consult s-plane 
theory and documentation for an appropriate filter model. 
Although certain analytical proofs may be lacking (such as 
the proof that the elliptic filter provides the shortest 
transition region for any filter of equivalent order), the 
results are generally so good that no improvement is necessary. 

A program was generated as a part of this research to 
perform the functions detailed above. Modifications to the 
program have been made to provide for proper weighting re- 
garding the seriousness of deviations from the ideal as a 
function of frequency. As an example, it is often desired 
that a perfect zero be present in the stopband. This entails 
setting the coefficients aor ay and a, to constant values 
and letting the computer search for the optimum by and bo. 
Any number of different combinations can thus be used, each 


providing different weighting functions and producing a 
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@ercerent filter. The starting point for the direct design 
of a digital or sampled analog filter then, must be a fre- 
quency specification weighted for importance. No other 
input specification is necessary except for the order of 
the filter. 

| Extensive use of the algorithm of steepest descent 
(Fletcher-Powell algorithm) suggests that several runs be 
taken for each problem starting at a different point each 
time. The well known saddle point phenomenon occurs at 
times and different starting points will sometimes converge 
to different values. A comparison of the squared error 
function for each convergence will reveal the true optimum 
location of the singularities. 

One other pitfall is that the Fletcher-Powell algorithn, 
of course, makes no arbitrary limit on the position of 
poles and zeros. But our filter must have all its poles 
inside the unit circle of the z-plane in order to assure 
stability. Optimum locations of the singularities where 
the poles are outside the unit circle must be discarded 
Since the filter is unstable. There is a way to eliminate 
Such pole locations however. If we find that Zs is a pole 


location and |z,| > 1, then we multiply the transfer function 


by 


225 





which has a magnitude of Zs when z is on the unit eilrcle. 
This means that the inversion of a pole with respect to the 
unit circle does not affect the shape of the magnitude 
characteristic. Since the program is written to find optimum 
gain as well, such an inversion does not affect the char- 
acteristic at all. The program has been written to check 
automatically to see whether the poles and zeros are out- 
side the unit circle. If they are, they are inverted and 

the process is begun again at the new locations of poles 

and zeros. 

In addition to being a replacement for the more familiar 
design by analog models, this process works for any arbitrary 
frequency characteristic specification. Thus, we are not 
limited to low pass and high pass models. It is perhaps 
interesting to note that our frequency characteristic is 
defined for discrete frequencies of interest. They can, 
of course, be as close together as desired, but since the 
computer is digital, the characteristic cannot be totally 
free of the possibility of unwanted excursions BETWEEN 
specification points. However, as long as the number of 
specifications greatly exceeds the order of the filter, this 
will not be a problem. On the other hand, it can be shown 
that if the order of the filter is equal to twice the number 
of frequency specifications, then the specification will, 
in theory, be met exactly. (This is a result of having 2n 
degrees of freedom for nth order filters.) However, to 


meet each frequency characteristic specification precisely 


226 





runs the risk of having excessive deviation between the 
Frequency specifications. Actually, this problem is more 
academic than practical, since in the overwhelming majority 
of cases, the order is low and the frequency specification 
is given as a continuous function. It is well to remember 
that, in the case of a piecewise constant transfer function, 
more than one frequency, in general, should be included as 
a specification for each constant region. 

Figures 2.68, 2.69, and 2.70 show some cf the results 
of using the Fletcher-Powell-Steiglitz method with the 
program generated during this research. Figure 2.68 shows 
a second order low pass filter where the feed forward 
coefficients were permitted to change. Figure 2.69 shows 
the same type filter where the feed forward coefficients 
were held constant at (1,2,1). Figure 2.70 shows the first 


Seootn' of the filter in Figure 2.69. 


Section 2.5 Experimental Results and Theoretical Calculations 
of Representative Second Order Comb Filters 


During the design of the second order comb filter using 
two CCD's we dealt with several complexities not found in 
the first order case: 
A. Two CCD's had to be found which had similar 
characteristics in order to "Share" bias levels. One of 
our requirements was that these bias levels be common for 
corresponding gates on each CCD. We tested and characterized 


several CCD's in the search for such similarity. We finally 
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decided on two CCD's from the 747 lot, made by TRW. The 
operating curves which seemed best were curves for the input 
on gate 3 and making Vel serve as the constant parametric 
voltage. During the course of the experiments, we constantly 
monitored the actual output waveform of the CCD since they 
tended to drift off the proper bias levels, and also for 
filtering reasons since feedback often causes large signals 
to appear internally. 

B. More hardware was needed. Instead of needing 
only one sample-and-hold device, we initially used two ... 
one to restore the analog Signal after the first CCD, and 
one to restore the analog Signal after the second CCD. This 
did not turn out to be adequate, and another sample-and-hold 
device was inserted at the input in order to be sure that 
theoretical cancellation would take place. That is, at the 
summers, we insured that all THREE input Signals were of a 
sampled-and-held form. Also required were additional level 
shifters. Naturally, the output level had to be shifted so 
that the ac waveform out had an average value of zero. This 
was done by using two "up" shifters following each CCD. 

Also necessary were two "down" level shifters since the 
input of each CCD had to be shifted substantially further 
negative in order for the proper bias conditions to exist. 
These level shifters were built from operational amplifiers 
with high input impedance. As a matter of fact, we had 
improved the input impedance to the summers and level 


shifters so that we did not have to make the "correction 
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factor" discussed in Section 2.2.1. The only correction we 
had to make in the setting of the potentiometer coefficients 
was for the voltage gain of the CCD. 

Figure 2.71 shows the physical arrangement of circuit 
components for the evaluation of the second order sampled 
analog recursive comb filter. 

We planned the experimental work by investigating Figures 
2.55 through 2.59 for several transfer functions which would 
show feasibility of sampled analog recursive filters and 
also illustrate the power of the b-plane triangle of stability 
concept. Table 2.5 shows our complete experimental plan. 
Some points on the b-plane were selected for their monotonic 
transfer functions, while others were chosen for their 
large ripple. All the filters tested were low pass, but 
Since the high pass triangle contours are precisely the 
"upside-down, mirror image" of the low pass triangle con- 
tours, we believe that little generality was lost. Some 
pairs of b's were selected which were close to the boundary 
of the triangle, and their transfer functions exhibited, 
in general, higher selectivity (Q), than those chosen 
nearer the center of the triangle (the origin). 

There is one difficulty in setting coefficient values 
which should be passed on to those who will make further 
measurements. For that reason, it is included here: 


A. Settings of b, may range from -2 to +2. One 


ll 


good way of deriving the proper potentiometer value is to 
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Figure 2.71. Experimental set-up for second order recursive 
Sampled analog filter using CCD's as the delay elements. 
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calculate the recursive equations for each output in time as 
@ function of an input unit pulse or unit step. Then, 

while observing the output waveform on the oscilloscope, 
impress either the unit pulse or the unit step at the input. 
The unit step input was found to be more convenient. Since 
a first order filter is simpler, by may be set while a, and 
bo are set at zero. This procedure was followed until the 
Magnitude of b, exceeded unity. At this point, a first 
order filter can no longer be designed with such feedback, 
and the other feedback coefficient, b, must be introduced 
into the design. 

The recursive equations we used for setting coefficients 
whose magnitude exceeded unity are shown in Table 2.6. The 
experimental procedure is to impress the unit step at the 
input, observe the output, and then change the potentiometers 
until the proper output is reached. Record the settings, 
and proceed with the experimental work. 

Problems were found in the cases where the pair (b,,b,) 
were close to the boundary of the triangle. At times, no 
data at all could be taken since the filter was unstable. 
Four cases where no data at all was taken are shown in 
table 2.5. 

Figures 2.72 through 2.89 are tabulated here as represen- 
tative of the data taken during the course of this experiment. 
All the graphs are different from their counterparts in the 
first order case because of the change in the y-scale. It 


is logarithmic. The "wiggles" in many of the curves occur 
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Dotted lines are experimental points. 
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Theoretical and experimental transfer function for a second order 


Figure 2.76. 
recursive comb f 
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Figure 2.81. 
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Theoretical and experimental transfer function for a second order recursive 


Iter, b, = -1.0, b,, = +0.3. Dotted lines are experimental points. 


Figure 2.85, 
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(LOG SCALE) 
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Theoretical and experimental transfer function for a second order recursive 


-1.0, b, = +0.7. Dotted lines are experimental points. 
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Dotted lines are experimental points. 
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Theoretical and Experimental transfer function for a second order recursive 


Figure 2.87. 
comb filter, by 
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Dotted lines are experimental points. 


0.45, 


Theoretical and experimental transfer function for a second order recursive 


comb filter, by = -|.3, bo 


Figure 2.88. 
(LOG SCALE) 
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TABLE 2.6 


Recursive equations used to set by when by = 1. 


aa lige a, = on a, = 0, bo =i, by = 1, b. = 1 
TIME INPUT OUTPUT 
0 al AL 
AL 1 1+b, 
_ 2 
2 AL (1+b,)b,+1+b., = 1+b, +b, +b. 
3 il b.tb.*+b. 342b.b.+b 


tak Jt 2 ee 


at a low response level and are the results of the system 
noise as well as imperfections in the filter itself. This 
was not apparent in the first order experiments because of 
the linear scale. In many cases agreement between theory 
and experiment was extremely good ... notwithstanding the 
somewhat erratic results seen at low output level and at 
frequencies near the Nyquist limit (10 kHz). 

All the theoretical curves are corrected for the sample- 
and-hold effect and also for the inefficiency of the device 
which we conservatively estimated at 0.001. Thus, the 
theoretical curves are somewhat different from what one might 
expect. The inefficiency causes the null (at a7 10, 3£,/16, 
3f,/16, ...) to be progressively poorer as frequency is 
increases. It also causes the peaks of the output to change 
with frequency and sometimes, we get a triple peak as in 


Figure 2.88. The triple peak would not be possible if 
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inefficiency were zero since, in that case, the values of 
the feedforward coefficients would always pemecce tee, 
(1,2,1) so that both zeros in the transfer function would 
lie at z = -l on the zZ-plane. But the effect of ineffi- 
ciency moves the zeros away from that point, thus causing 
multiple peaks in the passband and a deterioration of the 
null in the stopband. 

Of course, the sample-and-hold effect is a familiar 
Sin x/ x multiplicative effect. 

Once again, as we did in the experiments in first order, 
we find that several transfer functions have the disturbing 
tendency to rise with increasing frequency. We believe 
that the major factor contributing to this rise in the 
increase in reactance causing a decrease in by and bo at 
higher frequencies. A quick look at the individual experi- 
ments which manifested this phenomenon confirms that the 


rising occurred mainly when the feedback was positive: 


by bo rising effect 
=058 a ol OE: ina 
+0.3 aoe. © strong 
_ +0.6 +0.3° medium 
Sle 0). 3 medium 
teeO) Ors strong 
= lees +0.45 strong 
5 as: +0.8 strong 


Since these same potentiometers were used in previous experi- 


ments as well, it is appropriate to determine whether or not 





others have found this phenomenon. In a thesis completed 
here in June, 1975, Ensign B. Freund determined that the 
RETICON (SAD) serial analog delay device exhibited similar 
properties when used in first order filters. One common 
set of equipments used in the different experiments were 
the potentiometers. 

In order to investigate this increase further, we backed 
off from our assumption of an equivalent second order system 
and took the more conservative view that our device is a 
Sixteenth order filter. Further, we used a set of coeffi- 
cients (b5,b,) which, when 7.8 kHz was reached (at the 
input), caused the filter to become unstable. Now this 
behavior cannot be predicted by the second order transla- 
tion, but it can be easily understood by a z-plane plot of 
the sixteen poles, which is shown in Figure 2.90. 

In order to determine that this was the true situation, 
we advanced the frequency to about 9.9 kHz where once again 
the filter exhibited instability. This instability per- 
Sisted until past 10.0 kHz and finally subsided at 10.15 
kHz. Increasing the frequency further (now beyond the 
Nyquist rate), we found the filter to be stable until 12.2 
kHz was reached. Here once again we observed unstable 
Operation. Our sixteenth order theory told us that we 
should be prepared for an instability at a frequency which 
corresponded to the complex conjugate of the instability 
at 7.8 kHz. The frequency at the complex conjugate is 12.2 


EZ. 
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z-plane 






unit circle 


dc,20Khz Re 


Figure 2.90. The pole plot for our sixteenth order 
filter which displays instabilities at 7.8 Khz and 
SEI eNIZ. 
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Going further, we increased the frequency to 20 kHz, 

but no other unstable conditions appeared. It was postu- 
lated that none would appear until we had traveled all the 
Way around the unit circle (on the z-plane) to the frequency 
corresponding to 7.8 kHz + one revolution or 27.8 kHz. We 
found this unstable condition at 28.0 kHz. fThus, we found 
that our filter, although not conforming to second order 
translation theory, did conform to sixteenth order filter 
theory. Of course, there was no way to measure the radial 
location of the pole at the point corresponding to 7.8 kHz, 


Since the pole may lie outside the unit circle. 


SUMMARY 

Out of 33 planned experiments, we were able to complete 
29. The other four proved so unstable that no data could 
be taken. Of the 29 sets of data, we find that in many 
cases, close agreement between theory and experiment existed 
at least for the first two "teeth." Also, we found that 
the shapes of the transfer functions were very close (once 
again, for the first two teeth) to that predicted for them 
by inspecting the b-plane triangle of stability data. 
' Measurements of cutoff frequency and ripple, especially, 
were compared to their predicted values with close agreement 
in most cases. These measurements were made on the first 
stooth Of the transfer function which is, of course, the 
"best behaved" region in the frequency domain. No attempt 


was made to deal with the standard z or bilinear z transforms. 
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The standard z transform, once again, produces (for second 
order) a transfer function which has zeros only at infinity 
or zero. The bilinear z transform does produce, in general, 
two zeros and this was, in fact, what was used. However, 
rather than use the z-transform to design our filters, we 
weeained our coefficients directly from the b-plane triangle 
of stability. Figure 2.91 shows a three dimensional look 


at cutoff frequency as a function of (b5,b,). 


Section 2.6 Conclusions 
Our goal when undertaking the experimental work was 
to show that sampled-analog devices, such as the CCD, were 
appropriate to the design of recursive comb filters. At 
the outset, we were one of the only groups working on this 
project, although many had utilized the charge transfer 
devices for delay elements in transversal filters. On the 
basis of the data contained in this chapter, we believe that 
we have shown that sampled analog devices can be used as 
the delay element in recursive comb filters. 
There are several other conclusions which are significant: 
A. The standard z transform is not very useful 
when designing to a frequency specification. 
B. The bilinear z transform is much more useful, 
since it provides that the range of the sampled analog 
filter is precisely equal to the range of the analog filter 


from which it was derived. 
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C. One can make the eight-to-first order and 
sixteenth-to-second order translations for a specific set 
of feedback and feedforward coefficients, thus merer ais the 
engineer with a powerful tool with which to design filters. 

D. Inefficiency, the sample-and-hold effect, and 
the frequency response of the potentiometers (and the 
operational amplifiers, too) detract from perfect operation 
of the filters. 

E. Second order sampled analog filter design is 
best done with a general purpose computer, using the program 
this research generated, or its equivalent. 

F. Analog to Sampled analog second order filter 
design is not very tractable, and is not any better (in 
fact, worse) than using the computer program. 

G. For the engineer at the bench, one easy way 
to predict the changes in the transfer function as a result 
of modifications of the coefficients is the b-plane triangle 
of stability curves. Cutoff frequency, ripple, the posi- 


fon Of Hn , and the slope at cutoff have been calculated 


ax 
and isocontours are now available. Also, marginal changes 
in these quantities (especially cutoff frequency and slope) 
as a function of small incremental changes in by and bo are 
now established and shown in four of the triangle drawings. 
H. The eight bit CCD does not provide enough 
"teeth" at frequencies far below £/2 to make a true comb 


filter. The RETICON SAD device is better. Still better, 


at least insofar as number of delay stages is concerned, 


Pasi 





is the Fairchild CCD (455 delay stages) recently 
acquired. 

I. The magnitudes of the "null" frequencies 
in first and second order filters are about the same. 
Therefore, if this were the dominant specification, one 
would be advised to use first order filters for simplicity. 
On the other hand, second order filters make it possible 


to achieve higher selectivity, Q. 
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CHAPTER THREE 


APPLICATION OF THE SAMPLED-ANALOG RECURSIVE COMB FILTER 


3.0 Introduction 
The contents of this chapter serve to supply the link 

between device/circuit research and systems applications. 
The primary application we have selected arises rather 
naturally in radar systems, that of the elimination of 
the echoes of stationary targets and the enhancement of the 
echoes of moving targets. Such a process is usually per- 
formed by a device called a Moving Target Indicator (MTI). 
The use of MTI is not novel ... navy air search radar systems 
have had designed-in MTI for twenty years. The problem was, 
however, that cancellation was generally done (not too well) 
by analog means and by use of a device called a quartz delay 
line. The physics of this device are adequately described 
in Skolnik's famous text, Introduction To Radar Systems. 
The following subjects will be addressed: 

Section 3.1. Theory of echo cancellation; cancellers, 
filters 

Section 3.2. Time domain truncation: effects on 
echo spectrum and cancellation 

Section 3.3. The recursive comb filter as the MTI 
processing element 


Section 3.4. Conclusions. 
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Section 3.1 Theory of Echo Cancellation; Cancellers, Filters 
Echo cancellation and the distinguishing of stationary 
target echoes from moving target echoes is made theoretically 

possible by the physical phenomenon of doppler frequency 
shift. Briefly, doppler frequency shift occurs between a 
transmitted wave and a received echo wave when there is 
relative motion between transmitter and target. A discussion 
of doppler frequency shift, which can be observed not only 

in electromagnetic waves, but also in acoustic waves, can 

be found in most basic physics textbooks. If the relative 
motion between the two objects serves to decrease the distance 
between them, then the doppler frequency is considered posi- 
tive, and the frequency of the received signal is higher than 
the transmitted frequency. Conversely, if the relative 
motion between the two bodies serves to increase the dis- 
tance between them, then the doppler frequency is negative 
and the frequency of the received signal is lower than the 
transmitted frequency. If the distance between the objects 
is unchanged during the time of the transmission and recep- 
tion of the pulse, then the frequency of the received signal 
is exactly the same as the transmitted frequency and the 
doppler frequency is said to be zero. - 

Since echoes from stationary and moving targets occupy 
different regions in the frequency domain, it is theoretically 
possible to distinguish between them ... to build equipments 
which will ignore stationary targets, but sound alarms on 


fast moving targets. After the echoes have been categorized 
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into stationary and moving targets, of course, the system 

can be made to produce almost any response ... including the 
automatic firing of a missile. But it is the initial problem 
of determining the radial speed of a target which has proven 
difficult over the years. 


The doppler frequency is given by the following equation: 
£5 = (= 18) 


where es is the radial speed of the target, fy is the trans- 
mitted frequency, and, of course, c is the speed of light. 
It perhaps provides insight here to determine real doppler 
frequency for real parameters. The transmitted frequency 
of the AN/SPS-29 series air search radars is about 215 mHz. 
A target traveling at 400 knots of radial speed will produce 
a doppler frequency shift in this radar set of 296 Hz. 
Observe that the doppler frequency is about 0.000138% of 
the transmitted frequency. Since such a small percentage 
could rarely be detected by RF discriminators, the usual 
procedure is to shift the entire received echo spectrum to 
baseband, or so that the transmitted frequency is shifted 
to zero frequency. Then a bandpass filter could be used ite 
distinguish the target echo at 296 Hz. 

Br eiveis of doppler frequency has, of course, been 
done. Skolnik proceeds as follows: 


A radar pulse is transmitted for Soe: < tot T and 


is given during that time by 


ASS 





V = A sin anf t (3-2) 


ref 


The received signal is 


4nf,R 


Cc 


V 





= B sin(2n(f, +f ,) = 


echo _ ) (3-3) 


In the argument of V the first term represents the 


echo’ 
shift in frequency due to the doppler effect. The second 


term represents the shift, relative to V in phase of 


ref’ 
the echo due to the target's range. 


Maximum unambiguous range is ae = cT/2 where T is the 
time between pulses. 

We extract the doppler information by mixing (multiplying) 
the ‘a 


by the V We want the difference frequency 


ef 
which will be of the form 


echo° 


Ves = © Boo (2n£,t a) (3-4) 
Now there have been historically two major ways of processing 
video, or of presenting echo information to the operator. 

The first, chronologically, was the A-scope which provided 

to the operator a pulse at some distance along the horizon- 
tal axis which corresponded to the range of the target. MTI 
processing for the A-scope took the form of the well known 
"Butterfly" effect. Consider Equation (3-4). If the radial 
speed of the target is zero, then the doppler frequency is 


zero. Then we are left with 
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We = C sin (-9) (3-5) 
which is a constant for all time. 

On the other hand, if the radial speed was not constant, 
then £4 ¥ 0 and ve oscillates in time. Thus, the operator, 
on observing an oscillating target echo on his A-scope knew 
with no further processing that the target was a moving 
target. On the other hand, he could safely ignore constant 
Sized pulses since they represented stationary targets. 
Figures 3.1 and 3.2 show, respectively, the simulated A- 
scope presentation of a stationary target echo and a moving 
target echo. 

The second form of display has been the popular PPI 
(plan position indicator) which is shown in Figure 3.3, 
and is well known to almost every naval officer. Here the 
pLot is in terms of angle and range, not amplitude. MThus, 


the operator cannot distinguish between a constant-amplitude _ 





pulse and an Booch Ab geanpLitude Bee since the indication 
oe eee ; 





on ene PPI is in terms of power. In order to provide some 
stationary vs. moving target processing, it is necessary to 
pre-filter the echoes prior to introduction to the PPI. 

The simplest method is the one zero canceller shown in Figure 
3.4. Here the first echo from a target arrives at time tye 
and the second at time t, + T. These signals are introduced 


into the subtractor with the following results: 
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amp 1j 





Figure 3.1. A-scope : Figure 3.2. A-scope presentation 
presentation of a stationary of a moving target. Notice the 
target. Notice the constant so-called "Butterfly" effect. 


amplitude. 


|. angle 


Figure 3.3. The plan position indicator 
(PPI) display. 


268 





(YLULOXS) ua_LLaoued aut, Aelap yULM 4aALaoau IW 











Jatstqoau 
IARM [L[NJ 


PLNIULD 
JOBATNS 


AUd/L = 
ouL,_ Aviaq 





"p° aunbt4 


ABA LID9Y 


—e 


269 





< 
i 


oil A sin (2nf.t a) 


< 
i 


02 Aesin (2nf,(t+T) = 00), 
= = : ag 
Pet 62 - k sin nf£f,T cos (27f£,(tt5) - 0) (3-6) 


As can be seen by an inspection of Equation (3-6), if the 
doppler frequency is zero, then the amplitude of the response 
for all time is zero. On the other hand, if the doppler 
frequency is not zero, then there is some nonzero amplitude 
response which is passed to the PPI. 

It must, of course, be pointed out that there are many 
different doppler frequencies for which Equation (3-6) is 


zero for all time. Such doppler frequencies are given by 


fa =n/T ; Me == | Oigleg Seprerters (3=7) 
The meaning of this last equation is that if the target has 

a radial speed such that the doppler frequency satisfies 
Equation (3-7), then this processor will provide zero response. 
The physical interpretation is that the target will never 

be detected. Such speeds are called BLIND SPEEDS and many 
different designs have been tried to eliminate them, or at 
least reduce their effects. To determine how significant 

these blind speeds may be, an example with real parameters 


is in order. Referring to the aforementioned AN/SPS-29 
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series air search, we postulate the following characteristics: 


ft. = 215 mHz 
PREF = 1/T = 266 Hz 
eae = 250 mi. 


For these parameters, the first blind speed occurs at 


ers c/2f,T = 305 knots 
The first blind speed, then, is 305 knots, a speed well 
within the operating capability of many aircraft and missiles. 
As a matter of fact, the second and third blind speeds, 
610 and 915 knots, also must be considered as possible target 
speeds. The significance, then, of blind speeds is great. 

It must be emphasized that no amount of pulse shaping 
can eliminate the undesirable zero response at blind speeds. 
This phenomenon is caused by the periodicity of the target 
echoes, which, in turn, is caused by the periodicity of the 
radar transmitted pulse. One way of looking at the phenomenon 
which is appropriate to our discussion, is that the radar 
echoes represent a sampling of a signal waveform of the 
doppler frequency. Figure 3.5 is drawn to make this aspect 


of the phenomenon clearer. 


Zar i 





doppler frequency 





target echoes 






k— ;—— 


Figure 3.5. Radar encounters a target whose radial speed is such that 

the doppler frequency is exactly equal to the PRF. Since all target 

echo amplitudes are equal, the target provides the same input pulse train 
to the MII as a stationary target. The response of the MTI filter is zero 


at this BLIND radial speed. 


doppler frequency 


target echoes 
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Figure 3.6. Radar encounters the same target (eaual doppler frequencies) 
but with staggered PRF, the target echo amplitudes are not equal (as shown). 
Thus cancellation will not take place and the response of the MTI filter 


will be nonzero 
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One way of ene naeins blind speeds is to change the 
pulse repetition frequency. Several methods of change have 
been proposed and used. One is called "Staggered PRF" which 
utilizes two different PRF's and shifts them after each 
series of pulses, or sometimes, after each pulse. Complex 
gating in the radar set insures that the targets at equal 
ranges will be processed together in the MTI. The other 
method is called "Jittered PRF" which selects, at random, 
from a range of PRF's, a new PRF for each pulse. This method 
also requires complex gating to insure comparison of target 
echoes at appropriate ranges. The effect of staggered PRF 
is shown in Figure 3.6. The doppler frequency is drawn for 
all time and is sampled at those times during which it is 
illuminated by a radar pulse. Notice that the amplitudes 
of the target (traveling at a blind speed) echo are not 
equal, and thus, will not cancel completely in MTI canceller. 
As a matter of fact, the first blind speed now occurs at 


the first multiple such that 
n/T, = m/T. where n and m are positive integers. 


T, and T. are the pulse repetition intervals respectively. 


il 2 
The traditional means of accomplishing analog delay has 
been the acoustic delay line. The steps involved in using 


this delay line are 


1. Convert electromagnetic energy to acoustic energy. 
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2. insert the acoustic energy into a quartz or 
mercury delay line ... which is a crystal shaped so that 
the energy will bounce from one face to another in a pre- 
determined manner in order that it will appear at the output 
after a specified delay time. 

3. Reconvert the acoustic energy output to electro- 
magnetic energy. 

The disadvantages of the analog delay have been known 
for sometime. They are 

1. The delay line and associated transducers are 
quite lossy providing severe insertion loss. 

2. The processor is bulky and large. 

3. The crystal is sensitive to temperature varia- 
tions. Changes in temperature change the shape of the crys- 
tal slightly causing a shift in the nominal delay time. 

Such shifts in delay time destroy proper operation of the 
canceller. 

4. There are bandwidth limitations for some 
applications. 

5. The crystal is sensitive to shipboard shock 
and vibration. 

6. Lt is difficult to manufacture the crystal to 
required specifications ... or if it is done, it is extremely 
costly. Slight imperfections can cause secondary responses 
(ghosting) .- 

7. Inhomogeneities in the material itself can 


Cause spurious responses as well. 
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Today, many radar systems have digital processors. 
The raw analog target data is first converted to digital 
data for insertion into digital processors. Digital filters 
have been built and are utilized in MTI applications. Even 
some recursive filters are utilized in this way. Of course, 
in any analog to digital system, there are certain disadvan- 
tages: 

1. Analog to digital conversion produces some 
inevitable quantization noise ... so-called noise resulting 
from the rounding off of the actual analog values. This 
quantization noise takes on considerable significance when 
using recursive filters since, in recursive filters, the 
same digital data is fed back to the input repeatedly thus 
increasing the quantization error. A brief example will 
show what we mean. Suppose we have a feedback coefficient 
of +0.9 and we insert a unit pulse into the filter: Round 


off the output to the nearest tenth. 


tart with input at time zero = .1.0~-... output = 1.0 
eime-onew = 0.9 <<... Output =" 0,9 
time two = 0.81... output = 0.8 


time three= 0.72 ... output = 0.7 


time four = 0.63... output = 0.6 
time five = 0.54... output = 0.5 
time six = 0.45 ... output = 0.5 


but no matter how much further we go, we cannot change the 


output from 0.5. In this extremely simple example, we have 
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shown that the quantization error can be quite significant 
in digital systems. The steady state error in our system 
was the difference between zero and half the original value 
of the signal, clearly unacceptable. 

Of course, .there are known ways of combatting such catas- 
trophic errors. The first is to expand the number of quan- 
tization levels. As more quantization levels are provided, 
the error is consequently reduced. Of course, this means 
more hardware, and greater complexity of design. Perhaps 
of greater import than the actual hardware is the computer 
study which must be undertaken to determine exactly how 
many more quantization levels are required. Several theses 
and papers originating at the Naval Postgraduate School 
have led the field in this subject (see especially, work 
by Dr. S. R. Parker). These computer studies must be made 
by radar/processing engineers and, thus, are costly. 

Another way of reducing the effect of digital quantiza- 
tion error is to prevent the samples from being multiplied 
Over and over by the same quantized gain coefficient. This 
takes the form of eliminating the canonical for digital 
filters and substituting transversal filters, or, at least, 
using cascaded recursive sections of not more than two 
orders each. Quantization error in digital systems can be 
reduced, but it cannot be eliminated, and we are just 
beginning to understand methods to predict significant 


quantization error and take countermeasures. 
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2. Making the conversion from digital back to 
analog is also a source of noise. 

3. Naturally, the hardware involved in each of 
these conversions increases the complexity of the equipment, 
and also increases the design time of the radar system 
itself. 

There is one other important factor to notice about 
‘these cancellers. Since they are filters, they have a 
transient response to any input signal. As with all linear 
filters, their frequency transfer functions are the Fourier 
transforms of their unit pulse responses. A more useful 
specification for these cancellers is the so-called indicial 

function which is nothing more than the response of a linear 
system to a unit step input. The relation between the unit 


pulse response and the indicial function is 


h(nT) = A(nT) - A((n-1)T) (3-8) 


where h is the unit pulse response and A is the indicial 
function. Ideally, then, we would want the indicial func- 
tion, A, to be identically zero since the echo from the sta- 
tionary target is tantamount to receiving a unit step input. 
Unfortunately, the indicial function is not zero for all 

time, but has a nonzero transient. This transient, of course, 
can be calculated for any given filter, but it is often 
erroneously ignored, and it must be considered when assessing 


the value of a filter. We have measured some of the time 
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responses in the laboratory of various cancellers. tThe 
measurements agree quite closely with the predicted values 
of h and A. Figure 3.7 shows two cases of the use of filters 
which have zeros in their transfer function at dc, and yet 
the indicial function and unit pulse response are nonzero 
for a substantial time period. For the case in Figure 3.7a, 
the feedback coefficient of our first order filter was only 
-0.3 and the indicial function dies out rather rapidly. The 
Magnitude of the function falls below 0.1A(0) at n = 5 and 
stays below that value. On the other hand, the filter with 
the feedback of -0.9 has an extended response such that A 
does not fall below 0.1A(0) until the 29th pulse output. 
Naturally recursive filters are not unique in having 
nonzero transient behavior. Transversal filters (cancellers) 
also exhibit this troublesome characteristic. In the can- 
celler shown in Figure 3.4, the transient response to a unit 
step input can easily be calculated and is shown in Figure 
3.8. The transient response in this case is minimal, but, 
of course, it is accomplished at the cost of a nonideal 
frequency characteristic which is shown in Figure 3.9. The 
passbands of the filter are clearly not flat, a circumstance 
which can, at times, lead to a loss of detection. This can 
arise when the operator notices that the level of the video 
is too high for a target traveling at a radial speed for 
which the response of the filter is maximum. The operator's 


impulse is to reduce the gain of the radar set, and when he 
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Figure 3,7a. Unit pulse response On apales t 
order recursive filter, by = 0.3 


~ h(t) 


Zo FT 


Figure 3.7b. Unit pulse response oe lp ais Cees 
recursive filter, by = 0.9 
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input = unit step 


12 | time 


indicial function = response to unit step input 


time 
Ge Gated! 
Figure 3.8. Transient response of one zero-no pole MTI cancel ler. 


to unit step input. Filter will exhibit another pulse when 
input falls to zero. Filter is shown in figure 3.4. 
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does so, he eliminates the possibility of detecting targets 
at some of the marginal radial speeds. Flatness in the pass- 
band can, of course, be better achieved by increasing the 
Oraer of the filter, but this implies lengthening the unit 


step response. As can be seen from Chapter two, and par- 





ticularly the second order case, filters close to the ideal 








frequency characteristic can be designed. Filters whose 


om. —_ oo —s AA 


time characteristic is close to the ideal can also be de- 


Smoned., But filters "close" to both, cannot. 


Section 3.2 Time Domain Truncation: Effects on 
Echo Spectrum and Cancellation 


There is one deviation from theory which is so sSigni- 
ficant in radar systems that it deserves a section all by 
itself. It is not often considered in designing a radar 
system with MTI, but its effects are far reaching and 
important. It is the time domain truncation that almost 
every search radar exhibits. 

Consider a normal air search radar. It is mounted high 
on a ship and rotates in azimuth. Pulses are transmitted 
and are returned from targets before the rotation of the 
‘antenna can move far enough to avoid receiving the echoes. 
If this were not so, no echoes would ever be received. The 
significant development is that the antenna only stays "on 
target" for a small finite time. It will be shown that 
this small finite time is extremely important in determining 
the response of the MTI and, thus, the ability of the radar 


to distinguish stationary from moving targets. 
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The small finite time of "on target" enables the radar 
to send out k pulses, each of similar width. It is this 
number, k, which turns out to have such a large effect 
on the spectrum of the target echo train and the subsequent 
cancellation. 

As : approaches infinity, of course, we have the ideal 
case which we had assumed in Section 3.1. The spectrum of 
the stationary target is periodic (spikes at dc, and each 
multiple of the PRF). . The spectrum of moving targets is 
also periodic with period equal to the PRF. Clearly, the 
filter with the frequency characteristic having zeros at 
dc and the multiples of the PRF will eliminate the stationary 
target completely and pass the moving target echoes. Figures 
3.10a and 3.10b show the ideal frequency spectrum for 
Stationary and moving targets. 

As k is reduced from infinity, we no longer have the 
ideal case. Physically, this represents the antenna scan 
increasing or the pulse repetition frequency decreasing. 

The spectrum of the input, then, can no longer be discrete, 
although it will still be periodic. This follows from the 
familiar properties of the Fourier transform pairs: If 

a function is not periodic in one domain, then it will be 
continuous in the other domain. 

Since the spectrum has become continuous (and if it is 
not everywhere zero), then there must be a band of frequencies 


in which substantial signal energy lies. If we choose some 
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X(f) 


0 1/T 2/T Syd) 


Figure 3.10a. Ideal spectrum of the target echoes from a 
stationary target. Spacing of the lines in the spectrum is 
wa (PRE). 


X(f) 


f 
Coast 4/3T 7/3T 10/3T 


Figure 3.10b. Ideal spectrum of the target echoes from a 
moving target. Target radial speed is such that the doppler 
frequency is f, = 1/3T. The spacing of the lines is 1/T (PRF). 


- 


k, we can calculate the frequency characteristic directly. 
We have selected three values of k to demonstrate the 
effect of time domain truncation: For k = 2, Figure 3.11 
shows that the energy in the Signal (still from a stationary 
target) is hopelessly spread throughout the band from dc 

to 1/T. For k = 6, we can see in Figure 3.12 that the 
energy is confined to the major lobes at dc and 1/T, but 
still a substantial amount of energy exists in the nominal 
passband of some MTI filter. For k = 10, Figure 3.13 shows 
that the level of the minor lobes has fallen from the pre- 
ceding case and that most of the energy lies in the region 
around dc and 1/T. The relative amount of energy of the 
Signal in the nominal passband of the MTI filter compared 
to that in the stopband can, of course, be calculated for 
any given filter and any given number of "hits on target". 

Of course, the moving targets are affected by time 
domain truncation just as the stationary targets are. Their 
spectraare also spread throughout the passband and stopband 
with the attendant loss of efficiency. 

We have calculated several examples to help provide an 
insight into these truncation effects. The assumptions for 
our calculations are: 

1. Speed of moving target is such that the response 
of the MTI processor is at a maximum. 

2. PRF is fixed at f, = Uy a 

3. Pulse width is identical for moving and 


stationary targets and is given by T. 
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4. There is equal input energy from stationary 
and moving targets. 
First we calculate the output spectrum based on the 
nonideal input spectrum and the frequency transfer function 


Sieene filter: 

Y, (£) = H(f) X, (£) (3=9) 
where Yy is the output spectrum for an input X,- xX) as 
defined as the nonideal input spectrum of a truncated 
Seaerenary target echo train. H(f) is the transfer function 
Oimene falter. 

Also we have, for moving targets: 


Yo (f) = H(f) X. (£) eo —40)) 


Following this calculation, we form the integral 


i/e 9 
Ey = f |¥, (£) | ole (3-11) 
0 , 
and 
Wy ay 5 (3-12) 
Bi = ence) |e 
0 
Peealivy, we LOrm a ratio GE the above quantities. Let 
a a 
R= Ey ; Rap = 10 log Ey (3-13) 
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Thus Ris the measure of energy contained in the output from 
an input, truncated, moving target echo train relative to 
the energy contained in the output caused by a truncated, 
Stationary target echo train, with the four assumptions 

made above. 

itimechc 1ceqal Case, this ratio would be infinite. In 
the nonideal case (nonideal, yet still tractable since the 
behavior can be predicted), the ratio will never be infinite. 
The ratio will form what is an upper bound for the radar 
system under these conditions. Under no circumstance, can 
the user expect to see a greater difference between output 
moving target echo energy and output stationary target 
echo energy than R (again, under the aforementioned assump- 
tions). 

The results of these calculations are tabulated and 
Shown in Table 3.1. 

As might be expected from an intuitive approach, the 
larger feedback enables the filter to achieve a higher 
Signal-to-noise ratio (where noise is defined as the sta- 
tionary target echo). Also, as expected, the ratio rises 
with the number of hits on target. There are no real sun- 
prises ‘here, but it is emphasized, that prior to the design 
of a radar MTI processor, one must decide on many specifica- 
tions. One of the important specifications is the expected 
Mime hwOne fats On target. The problem is tractable either 


for a "least number of hits" expected, or some mean number 
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TABLE 3-1 


ENERGY RATIO: Energy contained in the output of 
an MTI processor caused by a moving target (truncated 
pulse train) compared to the energy contained in the output 
caused by a stationary target (truncated pulse train). 
This figure represents the maximum "Signal-to-Noise" ratio 


possible given the assumptions listed in the text. Ratio 


is in decibels. 


First Order Feedback Coefficient 
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of hits. But, most importantly, the problem must be faced 
at the beginning of design, not, as in some cases related 
to us, after construction of the radar when the best answer 
1s a retrofit which never really works. 

As an aside, it has occurred to us that since we do 
know the "noise" spectrum and signal spectrum, that it is 
possible to design an optimum filter (maximizes the signal- 
to-noise ratio). Such an optimum filter can be designed 
uSing the derivation given by Taub and Schilling [31] for 


nongausSian noise: 
— * — 
opt ‘*) = X* (f) /G(f) (3-14) 


where X*(f) is the complex conjugate of the input signal 
spectrum, G(f) is the noise energy spectrum, and Bopaye CE 
is the transfer function for the optimum filter. Figure 
3.14 shows the computer-aided optimum transfer function. 
This transfer function is admittedly very limited. It 
is only optimum for the four assumptions given above. If 
the target changes radial speed, then the filter is no 
longer optimum, a fact which probably precludes its use. 
On the other hand, optimum filters could be designed for a 
whole bank of doppler frequencies (radial speeds) and the 
output of each compared after each input echo. Such a 
scheme, while theoretically sound, is probably more than 


is really needed in the field of MTI. 
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Section 3.3 The Recursive Comb Filter as the MTI 
Processing Element 


The original AN/SPS-58 air search radar utilized a 
digital recursive filter as its main MTI processor. The 
OPEVAL of this radar was conducted in-1972. In 1975, the 
radar set was still undergoing redesign. One of the prob- 
lems associated with this radar was the difficulty that was 
experienced with second-time-around radar targets. A second- 
time-around target is a target (moving or stationary) whose 
echo appears in the pulse repetition interval succeeding 
the one in which it should appear. That is, the echo appears 
after transmission of the succeeding pulse. The echo appears 
as if it were at a small range from the radar, when in 
actuality, it is at a great range. The actual ambiguity 
is equal to the maximum range of the radar. If, for in- 
stance, the echo appears such that the apparent range is, 
say 50 miles, and the maximum range of the radar is 250 
miles, then the actual range is 300 miles. 

One means to eliminate, or at least categorize, second- 
time-around echoes is to change the PRF and see if the echo 
changes its position drastically. Changing the PRF naturally 
changes the maximum range of the radar. If the echo is a 
first-time-around echo — a legitimate echo — then changing 
the PRF will not affect its position on the PPI scope. How- 
ever, if it is a second-time-around echo, then changing the 
PRF such that the maximum range of the radar is, say 270 


miles, will shift the position of the echo by 20 miles so 
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that its apparent range is 30 miles. When the target "jumps" 
like this, the operator is trained to conclude that his 
target is really a second-time-around echo. 

The OPEVAL of the AN/SPS-58 (Westinghouse, prime con- 
tractor) continued to have severe problems with second-time- 
around echoes into 1975. The reason given for NOT providing 
the operator with a PRF dither was 

"Strong land clutter does break through at 
the top of the display at a range of about 
19 miles but the MTI performance is very 
good. The recursive digital MTI is not 
amenable to quick PRF changes so that PRF 
dither and range correlation for the 
removal of second-time-around targets is 
not a feature of this radar."* 

The reason for believing that one could not change the 
PRF with a recursive digital filter is a long-standing 
tradition among radar designers, who believe that the 
length of the transient is sufficient to interfere with 
cancellation, and that it is not desirable to provide PRF 
changes in a recursive filter. Part of this feeling stems 
from a reading of Skolnik's excellent text. In it, he warns 
that second-time-around echoes cannot be cancelled by PRF 
changes ... that, as a matter of fact, staggered PRF's 


should be avoided if second-time-around echoes from sta- 


tionary targets are a problem. His analysis is thorough and 


* 

Private communication with Mr. James Whitaker, NELC, 
Code 1260 who quoted official documents dealing with the 
AN/SPS-58 OPEVAL of 18 July 1972. 
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correct. However, the interpretation on his words is some- 
times inaccurate. For instance, there is NO reason at all 
to avoid changing the PRF with a recursive filter so long 
as the timing circuits in the MTI processor are adjusted so 
that one always compares echoes at the same range. This 
Synchronization must be performed anyway (no matter what 
form of filter is used) whenever PRF "dither" or staggering 
is done. This concept can become clearer by the following 
example. Figure 3.15 shows a transmitted pulse train where, 
for simplicity, between each pair of transmitted pulses, 
there are ten range gates. These range gates occupy a 
certain range band (if the maximum range is 100 miles, then 
each range gate contains the energy received from a range 
band of 10 miles). 

After the second transmitted pulse, the maximum range 
is changed to 80 miles, but ten range gates still are present. 
Now, by simple division, we find that the range band width 
is only 8 miles. 

Since there are ten range gates, we shall be using an 
imaginary filter with ten delay elements (a 10th order fil- 
ter). After the first pulse is transmitted, echoes (or 
lack thereof) for the ten range gates are received and 
stored successively in the delay elements. After the second 
pulse is transmitted, the contents of these range gates 
are consecutively compared with the new information (the 


echoes from the second pulse) and we get, serially, ten 
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transmitted pulses 


time 
K Ze 
range gates 


Figure 3.15. Transmitted pulse train with staggered PRF. Ten range 
gates of information introduced to MTI after each pulse. 


transmitted pulses 
not processed by MTI 


XX , XX time 


range gates 
Figure 3.16. Transmitted pulse train with staagered PRF. Eight range 
gates (of equal range-width) of information introduced to MII after 
each pulse. The farthest ranges are not processed by MTI. 


Zo) 


SUuEPuUtcS «6. One rom Cach range gate. In the sixth range 
gate, for instance, we are comparing data from the range 
band of 50 miles to 60 miles. The output is a function of 
the two echoes received from that band of ranges. 

Now the pulse repetition interval is changed for the 
third pulse. There are still ten delay elements and ten 
range gates, but each range band is only eight miles wide. 
The output from the filter as the echoes from the third 
pulse arrive no longer makes any sense. The reason is that 
when we compare the contents of the sixth range gate with 
the arriving echo, we are comparing energy in the 50-60 mile 
range to energy in the 40-48 mile range for the third pulse. 
No conclusions can be drawn from such a comparison. 

But this type of misalignment can exist in transversal 
filters too. Depending on the order of the filter, the 
effect 1s either serious or tolerable. It is well to be 
reminded that the longer the transversal filter is, the 
more closely it resembles a recursive filter. 

This alignment is rather easily avoided. Most of the 
time, the MTI processing iS not required on range bands far 
from the transmitter. In this case, it is a relatively 
easy engineering task to synchronize the filter to begin 
each processing phase after each pulse, and to maintain 
range gate width no matter what PRF is used. Figure 3.16 
shows the conceptual pulse train for this plan. Notice that 
there are ranges for which no processing in the MTI takes 


place. This turns out to be acceptable in most applications. 
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The frustration in the design of the AN/SPS-58, at least 
as far as MTI is concerned need not to have been so great. 
Yet, the idea of recursion in a filter was such an anathema, 
that PRF changes weren't even attempted. Mr. J. W. Taylor, 
leader of the Westinghouse effort on the project, spoke on 
the subject of specifications: 

"Invariably, intense concentration on 
any Single problem produces an optimum 
design which actually increases the 
vulnerability to some other problem. 
The ideal radar receiver is one which 
offers adequate protection from all 
sources of interference rather than 
maximum rejection of any one.” ** 

Mr. Taylor was deeply concerned with the problems asso- 
Cclated with designing an MTI processor which was "too good" 
Since, in his view, it prevented the radar from dealing 
with other problems of detection, specifically, the second- 
time-around problem. We believe that a PRF dither WAS feasi- 
ble in the radar design and that it could have easily dealt 
with the second-time-around problem. 

One other approach to using recursive filters was done 
by Westinghouse in a subsequent design. The recursive filter 
utilized was a fourth order filter with interrupted operation. 


That is, the filter was operated normally for twenty-seven 


pulses, then blanked for five pulses. This had the effect 


k* 
Private communication with Mr. James Whitaker, NELC, 


Code 1260 who quoted official documents dealing with the 
AN/SPS-58 OPEVAL of 18 July 1972. 
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of dumping (or almost dumping) the contents of each delay 
element in the filter. Thus when the next section of twenty- 
seven pulses begin, the filter was empty. Such a filter 

has been termed a "truncated filter". Several truncated 
filters of this type were investigated and transfer func- 
tions were derived. The truncated filters, as a class, 
could be characterized by having time variant feedforward 
and feedback coefficients. When the coefficients go to 
zero, the output goes to zero. At first, this seemed like 

a good way to proceed, but subsequent results indicated 
that, since the coefficients were time-varying, the transfer 
function was also time-varying, and the reaction of the 
filter to a stationary or moving target was a function of 
the time the echo was presented to the filter. Transient 
behavior was increased, since the filter was artificially 
restarted from time to time. The approach did not turn out 


to be profitable. 


Simulation Results: 

Using the charge transfer device manufactured by RETICON 
corporation, the serial analog delay (SAD), we devised a 
method to simuiate the action of the filter ohn a train of 
echo pulses. Figure 3.17 shows the block diagram of the 
Simulation. The square wave generator was used to sample 
the input pulse trains. The sinewave generator simulated 
a moving target while the function generator provided dc 


and simulated a stationary target. It was possible to 
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Figure 3.17. Block diagram of simulation configuration. 
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Figure 3.18. Cancellation of "stationary target”, 
Horizontal: 10 usec/cm. Vert: 0.9 V/cm 
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inject into the filter both a stationary target echo and 
a moving target echo at the same time. Such an approach 
was used with good results. 

Figure 3.18 shows the cancelling of a stationary tar- 
get by our recursive filter. The upper trace of the oscillo- 
scope shows the input echo. The lower trace shows the 
transients associated with the beginning and the end of the 
input pulse, but the region between the ends is almost zero. 
We believe that we have achieved acceptable cancellation. 

In Figure 3.19, we see cancellation of a narrow stationary 
target. The transients do not have time to die out here 
so that the output never falls to zero. 

Figure 3.20 shows the effect of the filter on a moving 
target. This oscillograph shows an A-scope presentation, 
so that we get the "Butterfly" effect on the output, as 
well as the input. One can see that the amplitude of the 
output is about the same as the input indicating that the 
insertion loss is quite small. 

Figure 3.21 shows the effect of the filter on a combined 
moving target echo and stationary target echo. Although 
the quality of the .picture is poor, cancellation of the 
stationary target echo was done quite well, while the moving 
target echo was faithfully passed. Figure 3.22 shows the 
same set-up with a different PRF (PRF = 10 kHz). Here can 
be seen quite clearly the cancellation of the dc component 
and the passage of the ac component (represented by the 


"Butterfly" effect). 
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Figure 3.19. Cancellation of narrow, stationary 
target. PRF = 800 Hz. Horizontal: 10 usec/cm. 
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Figure 3.20. Moving target signal. PRF = 800 Hz. 
Horizontal: 10 usec/cm. 
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Figure 3.21. Moving and stationary targets. PRF = 800 Hz 
Horizontal: 10 msec/cm. 
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Figure 3.22. Moving target and stationary taraet, 
fy = 5 Khz, PRF = 10 Knz. Horizontal: 50 jesec/cm. 
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Figure 3.23 shows the interesting case when the doppler 
frequency is the same as the PRF. Theoretically we should 
get 100% cancellation and our simulation shows that, in- 
deed, we do get good cancellation, although, qualitatively, 


not so good as with dc. 


Section 3.4 Conclusions 

We believe that we have established that recursive, 
sampled analog comb filters can be used in radar systems as 
viable MTI processors. Certainly, the analog nature of the 
Signal relieves us of the A-D/D-A conversions and of the 
need to project quantization error. Moreover, for any 
given clutter spectrum, we can derive the appropriate 
transfer function. Following this determination, we can 
consult Chapter two to find the appropriate filter which 
offers the best fit to our ideal transfer function. Or, 
alternatively, we can apply the computer program contained 
in Appendix E and discussed in Section 2.4 and find the 
optimum filter relative to some cost function. 

Our CCD which we used for much of the analysis in 
Chapters one and two was not suitable for radar systems 
work. The bandwidth required for radar work is approxi- 


mately given by the half inverse of the pulse width: 


1 
NY cee (3-15) 
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Figure 3.23. Moving and stationary targets superimposed. 
a 10 Khz, PRF = 10 Khz. Horizontal: 50 sec/cm. 
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The CCD had eight delay stages. The necessary clock fre- 


quency was 


f = PRF x 8 (3-16) 


A typical value of PRF is 800 Hz. Thus the clock frequency 
is 6400 Hz. This clock frequency is quite small and the 
CCD did not operate well at such low frequencies due to the 
noise produced by the dark current. 

If the clock frequency is 6400 Hz, then the largest 
frequency for which no aliasing takes place (in accordance 
with Nyquist's sampling theorem) is 3200 Hz. Applying 


Equation (3-15), we find the pulse width: 


ee zs = 
t= 513200 156 usec (3-17) 


Such a wide pulse width is totally unrealistic. Since the 
clock frequency is tied to the PRF, we must have longer 
delay registers in order to increase the bandwidth without 
disturbing the clock frequency. 

For the above reason, actual measurements with radar 
were not taken. Nevertheless, we feel that subsequent work 
| with the 455 delay stage devices which the solid state 
laboratory has recently acquired will prove to be fruitful. 

Time domain truncation is an important phenomenon and 


must be considered when designing the filter for an MTI. 


S10) Fi) 


Ideally, of course, it should be one of the major specifica- 
tions determined prior to design. In practice, probably 
design and firming of the specification could take place 


concurrently. But it must not be ignored. 


Section 4.0 Conclusions 
Detailed conclusions appear at the end of each chapter. 

Overall concluSions are really no different from each set 
contained there. It appears, that with the development of 
the CCD's, we shall be able, in a short time to advance the 
state of the art to such an extent that we will be able to 
use recursive (and transversal) sampled analog comb filters 
to perform functions which have been performed by digital or 
analog means in the past. The sampled analog device has 
the advantage of no quantization error, no D-A/A-D hardware, 
easy execution of major functions (addition, integration, 
delay, etc.), and, at least potentially, low cost and low 
power consumption. The present sampled analog device has 
the disadvantage of too many bias voltages, drifting parame- 
ters, and the requirement for external level shifters to 
make it compatible with most of the other circuit elements. 

On the other hand, the 455 stage CCD has the projected 
capability in a filter for achieving 227.5 "teeth" between 
dc and £,/2 -.. Neither the sample-and-hold circuit, nor the 
inefficiency will detract very much from the shape of the 
first few "teeth". Of course, the sampling frequency must 
be made sufficiently large so that the "teeth" of the comb 


are of the required bandwidth. 
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APPENDIX A 


TRANSLATION FROM EIGHTH ORDER TO FIRST ORDER 


Consider a transfer function of the form 


-8 
ay ~ yz 
H(z) = ——_—~ (A-1) 
1 + bez 


We have asserted in Section 2.1 that such a transfer function 
can Be regarded as a first order function with suitable ad- 
justments in sampling frequency, A graphical approach was 
used in Section 2.1. Here is an analytical approach: 
Consider the poles only: The poles of the eighth order 
system lie on the z-plane at the positions determined by 


solving the following equation: 
Zz +b, = 0 (A-2) 


Os 


Now 


4 _ Ze 2 Jy 2 
z = +(-b,) = De 902 De (BuO 
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and 


2, 1/4 1/4 P 1/4 re 1/4 
eo eee 7 © | 2252, be 135°, be / Enlss 


and 


to 1/8 ° 1/8 ° 1/8 
4 Se 22.5° be (QO, so Pelee) 2925", 


1/8 “ 1/8 z 7 3 = 7 3 ° 
be [67-5 ’ be Zs De f [LSeSo; De / [Bean 


For example, suppose De iS "positive. Then the “eighth” 
order pole (28 = —b,) lies on the negative real axis of the 
Z-plane. The square root of this quantity yields two 
roots, each lying on the imaginary axis of the z-plane. 

The square root of these poles yields four roots each lying 
on the 4 


Finally, the square root of these four quantities yields 


the final result. The eight poles appear on the a Gimere 


circle with angles 1/4, 31/4, 51/4, 71/4. 


Migmonmnradtal lines at 1/8, 3778, 517/78, .«..., L57/8. It 
remains to show that the transfer function, then, is periodic 
with respect to £./8 as well as periodic with respect to 


fo: This can be done by forming the equation 


il 


a alia fe b,e (pee) 


This equation reduces to 


B10 


, 1 
sutere ar 


Or 


_J2nf8T 


ilu 


QJ2nfst QJ 2T (A-4) 
Now since the second term in the argument of the expression 
on the right corresponds to a complete revolution in phase 
around the unit circle of the z-plane (that is, the j2m7 
term does not change the value of the expression), we have 


QJ2nfst = QJ27fsT (A-5) 


which is an identity. 

Extension of this procedure to values of f beyond 
f + £./8 is easily done by observing that the only effect 
of multiplying £./8 by an integer is to produce some multiple 
of 27 in the argument of the expression on the right. As 
such, the value remains the same. 

This proves that the transfer function given in Equation 


(A-1) is periodic with respect to £_/8 for all real frequencies. 
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APPENDIX B 
DETAILED CALCULATIONS FOR CRITICAL VALUES 


OF by BORE TRS) ORDER.FELTERS 


The transfer function of a sampled analog filter 
designed by using the standard z transform is given in 


Section 2.2.1) (Equation (2=14')): 


K(2) = —oSTSS (Bea) 


The requirement for the integrator is that the cutoff 
frequency be less than 0.25f.(0.25/T). The calculation of 


the cutoff frequency proceeds as follows: 


A. Determine the gain of the filter at dc: 


H({o) = 


B. Square the gain and divide by two: 


a 
2 
23 A 2b, = by ) 


|H(0) |* = 


C. Set the resulting quantity equal to the 
Squared magnitude of the transfer function at the cutoff 


frequency: 


BAZ 





2 ds a 
Cc = 2 aocure  T 
ZG 2b, +b, 1- bye Cc 


The expression on the right must be squared using complex 


mathematics: 


2 
1 1 
= 3) Airtel _ D 
‘ae bye e a 2b,cos2mf Tt ct by 
which gives us 
1+ b,* - 4b, 
= cos 2nfi it (B-4) 
~2b, 


Now we wish fo to be less than 0.25f.. The upper limit 
for f occurs when f = 0.25f.. Using this value, we solve 


fOr by: 
1+ b - 4b, = 0 (B-5) 
or 


b. = 2 + 73 = 0.268 (B-6) 


The other root, 3.723, clearly is unacceptable since by 


must be less than unity for stability purposes. 


oy I: 





Checking the exponential tables, if by = 0.268, then 


the exponent wT = 1.32. This leads us to 
f/f. = 0.21 (B-7) 


which is the value used in Section 2.2.1. 


The calculation for the critical value of b. such that 


i 
ste bi assumes any larger value, no cutoff frequency exists, 


follows. Start with Equation (B-4): 


2 
Dy = 4b, + 1 


=55 = cos 27nf 7 (B=30) 


1 

The limit of the cutoff frequency, because of the symmetry 
of digital and sampled analog filter transfer functions, 
is £,/2. To insert this value into the right side of 
Equation (B-8) makes the value of the argument equal to 7. 


Thus we have 
(B-9) 
Solving this quadratic, we obtain two roots, but one is 


greater than unity and must be discarded because of the 


stability criterion. The other value is 
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Thus 


and 


oe = f. 76 


and 


f/f. = 0.28 
Thus, the critical value for Dy is 0.172, and this corres- 
ponds to a value of 0.28 for the ratio between the analog 
filter cutoff frequency and the sampling frequency. Thus, 
if the analog filter cutoff frequency is 10 kHz, the 
sampling frequency must be at least 10,000/0.28 = 35.7 kHz 
in order for the sampled analog filter to have a cutoff 


frequency at all. 


NS 





APPENDIX C 


TRANSLATION FROM SIXTEENTH ORDER TO SECOND ORDER 


Consider a transfer function of the form 


3 4 aaz fi oe ae 
H(z) = a see A (C=) 
1 + b 2 oo bs 62 


We have asserted in Section 2.3 that such a transfer 
function can be regarded as a second order function with 
Suitable adjustments in sampling frequency. 

Consider the poles only: The poles of the sixteenth 
order system lie on the z-plane at the positions determined 


by solving the following equation: 


l+b oz > +b,,z = 10 (C-2) 


Or 


+ biz + b = 0 (C-3) 


The quadratic form can first be used to find expressions for 
ae Thereafter, successive square roots can be extracted 
to obtain, ultimately, the expressions for the positions of 


the poles: 


The quadratic form, applied to the above equation, yields 


SiN6 








ae as (c-4) 
On, L£Or Sinplict ey 
2° = at jb= Rie, RI-8 (C-5) 


Carrying on, we find 


Zena) es 6/2 +m, R-’*|-0/2, R-/*|-0/72 +7 


and 


2 R404, RM Aloyagac, RY 4] 0/447/2, 


Rey een re leet nm, Ri’ |-0/4 +02, 


Re? Hee 4 RS 6/4 + 37/2 


Finally, the sixteen poles are located at 


Pa eee Weyelen/2, R “le/aen, R*/®\9/8 + 30/2 
pi/8 1/8 1/8 
[e/8+n/4, R |e/8+5nr/4, R |e/8 +3n/4, 
Peo eee x lea/ay Pee l=6/7.8 era ’ 
al/8 1/8 Wey 
PAS sey Or R tenes Sey R | 6/4+7/4, 


ni/8 | ig/at7n/4, RM 8\-0/44+30/2, RB? |-8/4+ 70/4 





Figures C.l, C.2, C.3, and C.4 show successive square root 
extractions. Figure C.1l shows the position of the two 
values for 2°, Figure C.2 shows the position of the four 
values of 27 C.3, the eight values of 27, and, finally, 
C.4, the sixteen values of 2Z. 

From Figure C.4, we observe that the poles are not 
equidistant from each other as they were in the eight-to-one 
order translation. Nevertheless, they do lie at positions 
which are symmetrical with respect to dc, £./8, 2f_/8, or 
7£./8. This fact is sufficient to show that the transfer 


function is periodic with respect to £./8, bUtwlt rests on 


a graphical method. The analytical approach is as follows: 


Prove that - 
~j20(£ + =5) 8T 
ees q J27f8T e J2ml6fT Set 8T 
8 16 8 
1 (C-6) 
-j2n(f + ==) 16T 
ee eT 
16 
This equation reduces to 
b qe J2n7f8T qe J2nflet = qe J2nf8T_-je2n 
8 16 8 ; 
: (Cay) 
=A2Tt Lor = 741 
-- bs 6e e 


As in the case for translation from eighth order to first 
order, use is made of the fact that a phase term in the 


argument of a multiple of 27 does not affect the value of 
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z-plane 


Figure C.1. The two values for 
Z Each happen to be purely 
imaginary. 


Im 


z-plane 


Figure C.3. The eight values for 
Ze: 





Figure C.2. The four values 
Tore 2. 





Figure C.4, The/sixteen values for 
z. Note that |they are symmetric 
about the radial lines nf_/8 where 
D=ORN Cs ccs! 


SAS, 





the exponential expression. Thus we have 


e J2mf8T 


q J2ufleT 
8 16 


7 e J2ufst | e J27floT 


= be big Le=8) 
which is an identity. 

Extension to values of frequency greater than £./8 
is eaSily made by observing that the only change occurs 
aS an integral multiple of 27 in the argument of the 
expression on the right. 

This proves that the transfer function given in Equation 


(C-1) is periodic for real frequencies with respect to 


£,/8. 
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APPENDIX D 


COMPUTER PROGRAM FOR DETERMINING THE CUTOFF 
FREQUENCY OF A SECOND ORDER SAMPLED ANALOG FILTER 


This program requires no data as such. The feedback coefficients, b 


and b.,,take on their entire range of permissible values. The t 
progr4m is written for 
a, = 1 
a, = 2 
= 1 
which is a low pass Filter transfer function. The a's may be changed 
by changing the coefficients in the numerator for the expression for 
H(K) in statement 19. Several other variables are dimensionalized, 
but not used. These variables are used in other programs where the 
cutoff frequency is also needed. 
MAIN PROGRAM 
DIMENSION H(251) ,FC(99) ,SL(99) ,SB1 (99) ,SB2 (99) 
Ec Normalize the sampling frequency 
T= 1, 
PI=3.141592654 
C The next statement begins the major DO loop of the program. 
DO 1 I=1,199 
XT=I-1 
Bl=-1.98+XI*0.02 
C Bl takes on values from -1.98 to 1.98 at intervals of 0.02 
The next DO loop defines the value of bo 
DO 2 J=1,99 
E Initialize the significant variables 
FC(J)=0. 
SB2 (J) =0. 
SB1(J)=0. 
SL(J)=0. 
XJ=J-1 
B2=-0.98+XJ*0.02 
© b, takes on values from -0.98 to 0.98 at intervals of 0.02 
c The following statements test to see whether the b rb. pair 
e is outside the triangle of stability or not. If the pair 
c is outside, then FC(J) remains equal to zero and the next 
c value of bo is tried. 
IF (B1-B2-0.999) 4,2,2 
IF (B1+82+0.999)2,2,5 
Gc If the pair is within the triangle of stability, DO loop 
€ number three is entered: 


Bees Ke 251 
XK=K-1 
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14 
1) 


WwW WO ~) 


“13 
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49 
50 


Frequency is defined. 
W=2 .*PI*0.002*XK*T 
The transfer function is defined for W 
H(K)=(6.+8. *COS (W) +2. *COS (2. *W) ) /(1.+B1**2+B2**2+2. *B1*COS (W)+2.* 


1B2*COS (2. *W) +2. *B1*B2*COS (W) ) 


IF (H(K))14,15,15 
H(K) should not be negative since in its computation we have 
multiplied a complex number by its complex conjugate. Nevertheless, 
in single precision work, H(K) can become slightly negative. 
When this happens, the following statement of square root 
extraction obviously cannot be done. Thus, if the calculated 
H(K) is negative, it is arbitrarily set to zero. 

H(K) = 0. 

H (K) =SQRT (H (K) ) 

IF (XK) 6,6, 7 
Find the maximum value of H 

HMAX=H (K) 

GO TO 3 

IF (H (K) -HMAX) 3,3,9 

HMAX-H (K) 

CONTINUE 
Determine the ripple (defined in accordance with the 
material in Section 2.4) 

RIP=(HMAX-H (1) ) /2. 

G=0),5*( (H (1) +RIP) **2) 
Find the H(K) which is closest to the square root of C. 
It is this K which defines the cutoff frequency 

=251 


CONTINUE 
IF ( (H(K) **2)-C) 11,11,12 
K=K-1 
G TO 13 
Interpolation 
R= ( (H (K) **2) -C) / ( (H(K) **2) — (H (K+1) **2) ) 
XK=K-1 
Determination of the cutoff frequency 
FC (J) =0 .002*XK+R*0 .002 
CONTINUE 
PRINT 49, Bl 
PRINT 50, (FC(J) ,J-1,99) 
CONTINUE 
FORMAT (1X, 'Bl=',F8.4) 
FORMAT (1X, 13E10.4) 
SAbOl 
END 
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APPENDIX E 


A COMPUTER PROGRAM FOR CALCULATING THE OPTIMUM 
COEFFICIENTS FOR A SAMPLED ANALOG FILTER USING 
CASCADED SECOND ORDER SECTIONS ... programmed 


in Fortran 


MATIN PROGRAM 


ool 


30 


7st 


22 


15 


99 
60 


aul 


98 


oY Aaa 


IMPLICIT REAL*8 (A-H,O-Z) 
All real variables will be double precision 
EXTERNAL FUNCT 
DIMENSION H(184) ,X(16) ,G(16) 
COMMON/RAW/W (100) ,¥ (100) ,M, ICALL 
Read in Data 
WRITE (6,51) 
FORMAT ('1LINPUT DATA‘) 


The following is a loop which reads in normalized frequencies 


(W) and ideal transfer function (Y) 
M=0 
M=M+1 
READ (5,21) W(M) ,Y (M) 
FORMAT (2F10.5) 

The following writes the input data 
WRITE (6,22) M,W(M) ,¥(M) 
FORMAT (' I=',I3,' W=',D15.8,' V=',D15.8) 
IF (W(M) .LT.1.D0) GOTO30 


This DO loop gives value to the filter coefficients for the 


first iteration...the starting point 


DO 15 J=1,16 

X(J)=0.D 

X(4)=0.25 
N is the number of coefficients - - - 4 for one section, 8 for 
two, etc. LIMIT is the high bound on number of iterations. The 
program will stop if more than LIMIT iterations are called. EST 


and EPS are DFMFP parameters 
READ (5,60)N,LIMIT,EST,EPS 
FORMAT (215, 2£10.5) 
WRITE (6,61)N,LIMIT,EST,EPS 
FORMAT('IN=',13,' LIMIT=',15,' EST=',D15.8,' EPS='",D15.8) 
ICALL is the number of iterations (counting) 
ICALI=0 
Conduct search for optimm coefficients 
CALL DFMFP (FUNCTI,N,X,F,G,EST,EPS,25,IER,H) 
Calculate roots for these coefficients 
CALL ROOTS (N,X) 


IF calculated roots are outside the wit circle on the z-plane, 


invert them and set KFLAG...IF KFLAG=l, roots are outside the 


uit circle, if KFLAG=0, roots are inside 
CALL INSIDE (N,X,KFLAG) 
WRITE (6,26) IER, KFLAG, ICALL 
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26 


oe) 


40 


Sy 


FORMAT(' IER=',15,' KFLAG=',15,' ICALL=',I5) 
IER is the convergence flag 

IF ( (KFLAG,NE.0.0R.ITER,NE.0) .AND.ICALL.LE.LIMIT) GOI098 

CALL ROOTS (N ,X) 
I CALI=-10 statement is to insure that final values will be printed 
out at the PRINT OUT stage in the FUNCT subroutine. 

ICALI=-10 

CALL FUNCT (N,X,F,G) 

END 


SUBROUTINE FUNCT (N,X,F,G) 


This subroutine calculates the transfer function, the squared deviation 


from the ideal and the gradients. 
IMPLICIT REAL*8 (A-H,O-Z) 
DIMENSION H (184) ,X(16) ,G(16) , YHT(100) ,E (100) 
COMPLEX*16 Z(100) ,NUM(100,4) ,DEN(100,4) ,O,QBAR, ZCUR, ZCUR2 
COMMON/RAW/W(100) ,¥ (100) ,M, ICALL 
PI=3.14159265358979 
K=N/4 
IF (ICALL.NE.0) GOTO1O1 
DO 102 I=1,M 
Z (I) =CDEXP (DCMPLX(0.DO,W (I) *PI) 
If this is the first iteration (ICALI=0), then complex Z is 
defined. 
Gain values Al and A2 are initialized to zero 
Al=0.D0 
=0.D0 
DO 40 I=1,M 
ZCUR=Z (I) 
ZCUR2=ZCUR*ZCUR 
Q=DCMPLX (1,D0,0.D0) 
DO 33 J-1,K 
J4=(J-1) *4 
NUM(I,J)=1.DO+X (J4+1) *ZCUR+X (J4+2) *ZCUR2 
DEN (I,J) =1.DO+X (J4+3) *ZCUR+X(J4+4) *ZCUR2 
Q=0*NUM (I,J) /DEN (I,J) 
QBAR=DCONJG (Q) 
Calculate transfer fumction, numerator, dencminator, and quotient 
YHT (I) =Q*QBAR 
Calculate square of transfer fumction to get absolute value. 
A2=A2+YHT (TI) 
YHT is the calculated transfer function vaue 
YHT (I) =DSQRT (YHT (TI) ) 
Al=A1+YHT (I) *Y (I) 
A=A1/A2 
F=0.D0 
Ais gain. Insures that the transfer function is normalized for 
best fit to ideal. F is fiumctional value. Accumulated squared 
deviation from ideal 
DO 57 J=1,16 
G(J)=0.D0 
Calculation of F and gradient. E is squared deviation for each 
individual frequency. Gis gradient 
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OBAR=1 . DO+X (J4+3) *ZCURtX (J4+4) *ZCUR2 
Al=QBAR 
A2=(0.D0,-1.D0) *QBAR 
PHASE=PHASE-DATAN2 (A2,A1) 

61 Q=Q/QBAR 
Al=Q*DCONIG (Q) 
Al=A*DSORT (Al) 
PHASE=~1 . DO*PHASE/PI 

60 WRITE(6,62) FREQ,PHASE,AL 

62 FORMAT(' W=',D15.8,' PHASE/PI=',D15.8," YHT=',D15.8) 
RETURN 
END 
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42 


25 


50 
yl 
Sy 
54 


se) 
56 


Si, 


DO 42 I=1,M 
ZCUR=Z (T) 
ZCUR2=ZCUR*ACUR 
YHT (I) =A*YHT (TI) 
B(2)=YnE (aay) 
ee ae OD ak 

DO 42 J=1,K 
J4=(J-1) *4 


Q=2 .DO*E (I) *YHT(I) ANUM(I,J) 


G(J4+1) =G(J4+1) +Q*ZCUR 
G(J4+2) =G(J4+2) +O*ZCUR2 


Q=-2 .DO*E (I) *YHT(I) /DEN(I,J) 


G(J4+3) =G (J4+3) +Q*ZCUR 
G(J4+4) =G (J4+4) +Q*ZCUR2 
ICALI=ICALL+1 


Increment iteration counter 
Print values every 10th time 
IF ( (ICALL/10) *10.6Q.ICALL-1) WRITE96.25) ICALL,F 


FORMAT (' CALL NO.',14,' 
IF (ICALL.GT.0) RETURN 


F=! 


PD ees 3) 


Print out stage. For final pass, this is the printout section. 


WRITE (6,50) F 


FORMAT(' FINAL FUNCTION VALUE =',D15.8) 


WRITE (6,51)A 
FORMAT(' A=',D15.8) 
WRITE (6,52) (X(J) ,J=1,N) 


FORMAT (' FINAL X ='/(' ',4D15.8) 


WRITE (6,54) (G(J) ,J=1,N) 


FORMAT(' FINAL GRADIENT ='/(' ',4D15.8)) 


DO 55 I=1,M 


WRITE96, 56) 1 ,W(I) ,Y(I) ,YHT(I) ,E(I) 
FORMAT( I=",13.° W=',D15.8,' Y=;,bD15.8,' YHT=',D15.8," E=",D15.8) 


WRITE (6,59) N 


FORMAT (' FINAL TABLE FOR N =',I3) 
Call Draw preparation. 
calculated transfer function values, OT is ideal transfer 


function values 
DO 60 I=1,201 
FREQ=.005D0*DFLOAT ( I=1) 


OX is abscissa (frequency), OH is 


ZCUR=CDEXP (DCMPLX (0 .DO, FREQ*PT) ) 


ZCUR2Z=ACUR*SCUR 
O=DCMPLX(1.D0,0.D0) 
PHASE=0 . DO 

DO 61 J=1,K 
J4=(J-1) *4 


Phase calculation. Contributions from numerator and denominator 
are calculated separately. 
QRBAR=1 .DO+X(J4+1) *ZCUR+X (J4+2) *ZCUR2 


Al1=QBAR 

A2=(0.D0,-1.D0) *QBAR 
PHASE=PHASE+DATAN2 (A2,A1) 
Q=0*QBAR 
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SUBROUTINE INSIDE: This subroutine checks to determine if discriminant 
is less than or equal (greater than) zero. Real roots and complex roots 
are handled separately. 


10 


20 


SUBROUTINE INSIDE (N,X,KFLAG) 
IMPLICIT REAL*8 (A-H,P-Z) 
DIMENSION X(16) 
J=-1 
KFLAG=0 
J=J+2 
IF(J.GI.N) RETURN 
B=-. 5D0*X (J) 
C=X (J+1) 
DISC=B*B-C 
IF (DISC. LE.0.DO) GOTO20 
Real Roots 
DISC=DSORT (DISC) 
R1=B=DISC 
R2=B-DISC 
DR1=DABS (R1) 
DR2=DABS (R2) 
IF (DRL.LE.1.DO.AND.DR2.LE.1.D0) GOTOL1O 
KFLAG=1 
IF (DRL.GT.1.D0) RI=1.D0/R1L 
IF (DR2.GT.1.D0) R2=1.D0/R2 
X (J) >-1.DO* (R1+R2) 
X(J+1) =RL*R2 
GOTO10 
COMPLEX ROOTS 
Mate. LE... DO) GOTOLO 
KFLAG=1 
C=1.D0/C 
et) ee 
X (J) =X (J) *C 
GOTO10 
END 
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Subroutine Roots (N,X): Calculates roots to quadratics formed by calculated 
coefficients. Real roots and complex roots are handled separately. 


SUBROUTINE ROOTS (N,X) 

IMPLICIT REAL*8 (A-H,P—-Z) 

DIMENSION X(16) 

WRITE (6, 40) 
40 FORMAT(' ROOTS'/6X, 'REAL',11X, 'IMAG', 11x, 'REAL',11X, 'IMAG') 

J=-1L 
10 J=J+2 

IF(J.GI.N) RETURN 

B=-. 5DO*X (J) 

C=X (J+1) 

_DISC=B*B-C 

IF (DISC. LE.0.DO) GOTO20 

@ Real roots 

DISC=DSQRT (DISC) 

RL=B+DISC 

R2=B=DISC 

WRITE (6,30) RL, R2 
30 FORMAT(' ',D15.8,15X,D15.8) 

GOTOLO 

C Complex roots 

20 DISC=DSQORT (-1,D0*DISC) 

DISCM=-1.DO*DISC 

WRITE (6,50)B,DISC,B,DISCM 
50 FORMAT(’ ',4D15.8) 

GOTOLO 

END 
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